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PREFACE 
 

EDITOR'S NOTE:  Whenever these rules and regulations refer to “Director of the Department of Energy" or "Director of 
the Department of Mines", it should be referenced to "Director of the Office of Miners’ Health, Safety and Training" 
effective October 16, 1991. 
 
This volume includes for reference purposes, Chapter 22, Article 21 as it pertains to Oil and Gas Wells, and mining 
operations. 
 
 
 
 
 
 

DISCLAIMER 
 

 The Office of Miners’ Health, Safety and Training has created this publication to provide you with a convenient 
compilation of West Virginia mine laws.  However, this publication was not necessarily prepared by persons licensed to 
practice law in a particular jurisdiction.  Although every attempt was made to insure accuracy, the Office of Miners’ Health, 
Safety and Training makes no guarantees that any of the text contained herein is accurate and up to date.  You should 
consult the official West Virginia Code and the West Virginia Code of State Regulations as well.  The Office of Miners’ 
Health, Safety and Training is not engaged in rendering legal or other professional advice, and this publication is not a 
substitute for the advice of an attorney.  If you require legal or other expert advice, you should seek the services of a 
competent attorney or other professional. 
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CHAPTER 15  ARTICLE 5 
PUBLIC SAFETY (Homeland Security) 

DIVISION OF HOMELAND SECURITY AND EMERGENCY MANAGEMENT 
§15-5-11.  Immunity and exemption; “duly qualified emergency service worker”   
 (a)  All functions hereunder and all other activities relating to emergency services are hereby declared to be 
governmental functions.  Neither the state nor any political subdivision nor any agency of the state or political subdivision 
nor, except in cases of willful misconduct, any duly qualified emergency service worker complying with or reasonably 
attempting to comply with this article or any order, rule, regulation or ordinance promulgated pursuant to this article, shall 
be liable for the death or injury to any person or for damage to any property as a result of such activity.  This section does 
not affect the right of any person to receive benefits or compensation to which he or she would otherwise be entitled under 
this article, chapter twenty-three of this code, any Act of Congress or any other law. 
 (b)  Any requirement for a license to practice any professional, mechanical or other skill does not apply to an 
authorized emergency service worker who shall, in the course of performing his or her duties, practice such skill during an 
emergency. 
 (c)  As used in this section, “duly qualified emergency service worker” means: 
(1)  Any duly qualified full or part-time paid, volunteer or auxiliary employee of this state, or any other state, territory, 
possession or the District of Columbia, of the federal government, of any neighboring country or political subdivision 
thereof or of any agency or organization performing emergency services in this state subject to the order or control of or 
pursuant to the request of the state or any political subdivision thereof. 
(2)  Duly qualified instructors and properly supervised students in recognized educational programs where emergency 
services are taught.  A recognized educational program shall include any program in an educational institution existing 
under the laws of this state and such other educational programs as shall be established by the Division of Homeland 
Security and Emergency Management or otherwise under this article. 
(3)  A member of any duly qualified mine rescue team designated by a mine operator pursuant to the provisions of section 
thirty-five, article one, chapter twenty-two-a of this code who is performing or engaging in emergency rescue services. 
 (d)  A duly qualified emergency service worker performing his or her duty in this state pursuant to any lawful 
agreement, compact or arrangement for mutual aid and assistance to which the state or a political subdivision is a party 
shall possess the same powers, duties, immunities and privileges he or she would posses if performing the same duties in 
his or her own state, province or political subdivision thereof. 

 
ARTICLE 5B. 

MINE AND INDUSTRIAL ACCIDENT RAPID RESPONSE SYSTEM 
§15-5B-1. Legislative purpose; Mine and Industrial Accident Rapid Response System created. 

(a) The Legislature finds that the health and safety of persons working in and around the mining industry and 
other industries is of paramount concern to the people of West Virginia and that deaths and serious injuries resulting from 
dangerous working conditions cause grief and suffering to workers and their families. The Legislature further finds that 
there is an urgent need to provide more effective means and measures for improving emergency response and 
communications for dealing with mine and industrial accidents. The legislature declares that it is in the best interest of the 
citizens of West Virginia to designate an emergency telephone number for mining or industrial personnel to initiate a rapid 
emergency response to any mine or industrial accident. Provision of a single, primary emergency number through which 
emergency services can be quickly and efficiently obtained and through which the response of various state agencies 
charged by law with responding to mine and industrial emergencies can be coordinated will significantly contribute to the 
public good. The Mine and Industrial Accident Rapid Response System will provide a vital resource to the citizens of West 
Virginia by providing a critical connection between the Director of the Office of Miners' Health, Safety and Training, the 
Division of Homeland Security and Emergency Management, local and regional emergency services organizations and 
other responsible agencies. 

(b) The Mine and Industrial Accident Rapid Response System is hereby created and shall consist of:  
(1) The Mine and Industrial Accident Emergency Operations Center established in section two of this article; and (2) The 
24-hour-a-day statewide telephone number established by the Director of the Division of Homeland Security and 
Emergency Management.  
§15-5B-2. Mine and industrial accident emergency operations center. 

(a) The Director of the Division of Homeland Security and Emergency Management, working in conjunction with 
the Office of Miners' Health, Safety and Training, shall maintain the Mine and Industrial Accident Emergency Operations 
Center, which shall be the official and primary state government twenty-four hour a day communications center for dealing 
with mine and industrial accidents. 

(b) The emergency operations center shall be operated twenty-four hours a day, seven days a week by 
emergency service personnel employed by the Director to provide emergency assistance and coordination to mine and 
industrial accidents or emergencies.  

(c) The emergency operations center shall be readily accessible twenty-four hours a day at a statewide telephone 
number established and designated by the Director. 
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§15-5B-3. Emergency mine response.  
(a) To assist the Division of Homeland Security and Emergency Management in implementing and operating the 

Mine and Industrial Accident Rapid Response System, the Office of Miners' Health, Safety and Training shall, on a 
quarterly basis, provide the emergency operations center with a mine emergency contact list: Provided, That in the event 
of any change in the information contained in the mine emergency contact list, such changes shall be provided 
immediately to the emergency operations center. The mine emergency contact list shall include the following information: 
(1) The names and telephone numbers of the Director of the Office of Miners' Health, Safety and Training, or his or her 
designee, including at least one telephone number at which the Director or designee may be reached at any time; 
(2) The names and telephone numbers of all district mine inspectors, including at least one telephone number for each 
inspector at which each inspector may be reached at any time; 
(3) A current listing of all regional offices or districts of the Office of Miners' Health, Safety and Training, including a 
detailed description of the geographical areas served by each regional office or district; and 
(4) The names, locations and telephone numbers of all mine rescue stations, including at least one telephone number for 
each station that may be called twenty-four hours a day and a listing of all mines that each mine rescue station serves in 
accordance with the provisions of section thirty-five, article one, chapter twenty- two-a of this code.  

(b) Upon the receipt of an emergency call regarding any accident, as defined in section sixty-six, article two, 
chapter twenty-two-a of this code, in or about any mine, the emergency operations center shall immediately notify: 
(1) The Director of the Office of Miners' Health, Safety and Training; 
(2) The district mine inspector assigned to the district or region in which the accident occurred;  
(3) All mine rescue stations that provide rescue coverage to the mine in question; and  
(4) Local emergency service personnel in the area in which the accident occurred. 

 (c) In the event that an emergency call regarding any accident, as defined in section sixty-six, article two, chapter 
twenty-two-a of this code, in or about any mine, is initially received by a county answering point, the call shall be 
immediately forwarded to the Mine and Industrial Accident Emergency Operations Center.  

(d) Nothing in this section shall be construed to relieve an operator, as defined in section two, article one, chapter 
twenty- two-a of this code, from any reporting or notification obligation under federal law.  

(e) The Mine and Industrial Accident Rapid Response System and the emergency operations center are designed 
and intended to provide communications assistance to emergency responders and other responsible persons. Nothing in 
this section shall be construed to conflict with the responsibility and authority of an operator to provide mine rescue 
coverage in accordance with the provisions of section thirty-five, article one, chapter twenty-two-a of this code or the 
authority of the Director of the Office of Miners' Health, Safety and Training to assign mine rescue teams under the 
provisions of subsection (d) of said section or to exercise any other authority provided in chapter twenty-two-a of this 
code. 
§15-5B-4. Study of other industrial emergencies 

The Director of the Division of Homeland Security and Emergency Management shall immediately cause a study 
to be conducted to determine the feasibility of providing emergency coverage to other industrial, manufacturing, chemical 
or other emergencies through the Mine and Industrial Accident Rapid Response System. On or before the first day of 
November, two thousand six, the Director shall submit a report to the Governor, the President of the Senate and the 
Speaker of the House of Delegates setting forth the findings of his or her study and recommendations for legislation 
consistent with the purposes of this article. 
§15-5B-5. Rule-making authority 

The Director of the Division of Homeland Security and Emergency Management shall propose emergency and 
legislative rules for promulgation in accordance with article three, chapter twenty- nine-a of this code regarding the 
implementation and administration of the Mine and Industrial Accident Rapid Response System. The requirements of this 
article enacted during the regular session of the Legislature in January, two thousand six, shall not be implemented until 
the emergency rule authorized herein has been approved.  
 

CHAPTER 22  ARTICLE 21 
ENVIRONMENTAL PROTECTION - OIL AND GAS WELLS 

Editor’s note: Refer to West Virginia Code 22-21-1, et seq. For additional law pertaining to drilling. 
§22-21-9. Notice to owners. 

(a) Prior to filing an application for a permit for a coalbed methane well under this article, the applicant shall 
deliver by personal service or by certified mail, return receipt requested, copies of the application, well plat and erosion 
and sediment control plan to the following: 
(1) The owners of record of the surface of the tract on which the coalbed methane well is to be located; 
(2) The owners of record of the surface of any tract which is to be utilized for roads or other land disturbance; 
(3) Each coal owner and each coal operator (i) from whom a consent and agreement provided for in section   seven of this 
article is required, or (ii) whose coal seam will be penetrated by the proposed coalbed methane well or is within seven 
hundred fifty feet of any portion of the well bore; and 
(4) Each owner and lessee of record and each operator of natural gas surrounding the well bore and existing in formations 
above the top of the uppermost member of the "Onondaga Group" or at a depth less than six thousand feet, whichever is 
shallower. Notices to gas operators shall be sufficient if served upon the agent of record with the office of oil and gas. 
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(b) If more than three tenants in common or other co-owners of interests described in subsection (a) of this 
section hold interests in such lands, the applicant may serve the documents required upon the person described in the 
records of the sheriff required to be maintained pursuant to section eight, article one, chapter eleven-a of this code; 
provided, that all owners and operators occupying or operating on the tracts where the well work is proposed to be located 
at the filing date of the permit application shall receive actual service of the documents required by subsection (a) of this 
section. 

(c) Prior to filing an application for a permit for a coalbed methane well under this article, the applicant shall cause 
to be published in the county in which the well is located or to be located a Class II legal advertisement as described in 
section two, article three, chapter fifty-nine of this code, containing such notice and information as the chief shall prescribe 
by rule, with the first publication date being no more than ten days after the filing of the permit application. 

(d) Materials served upon persons described in subsections (a) and (b) of this section shall contain a statement of 
the methods and time limits for filing comment and objection, who may file comment and objection, the name and address 
of the chief with whom the comment and objection must be filed, the ability to obtain additional information from the chief, 
the fact that such persons may request notice of the permit decision, and a list of persons qualified to test water as 
provided in this section. 

(e) Any person entitled to submit comment or objection shall also be entitled to receive a copy of the permit as 
issued or a copy of the order denying the permit if such person requests the receipt thereof as a part of the comment or 
objection concerning said permit application. 

(f) Persons entitled to notice may contact the district office of the office of oil and gas to ascertain the names and 
location of water testing laboratories in the area capable and qualified to test water supplies in accordance with standard 
accepted methods. In compiling such list of names the office of oil and gas shall consult with the state and local health 
departments. 
§22-21-13.  Review board hearing; findings; order. 

(a) If comment or objection is filed under section ten or eleven of this article, the chief shall forthwith provide to the 
chairman of the coalbed methane review board a copy of any such objection or comment, together with the application for 
a permit for the coalbed methane well in question, the plat filed therewith and such other information accompanying the 
permit as may relate to the comment or grounds for the objection. 

(b) The review board shall forthwith schedule a hearing for the purpose of considering such objection or comment.  
Notice shall be given fifteen days in advance of the hearing to any person filing comment or objection, and to any person 
to whom notice of the application required, and to any applicant, and the review board shall hold such hearing within thirty 
days after the deadline for filing objection or comment. At such hearing the review board shall consider the matters raised 
in any objection or comment, including surface topography and use, and with respect to the ability to mine any affected 
coal seam safely and the protection of any such seam for future mining shall consider the following: 
(1) Whether the drilling location is above or in close proximity to any mine opening, shaft, entry, travelway, airway, 
haulageway, drainageway or passageway, or to any proposed extension thereof, any abandoned, operating coal mine or 
any coal mine already surveyed and platted but not yet being operated; 
(2) Whether the proposed drilling can reasonably be done through an existing or planned pillar of coal, or in close 
proximity to an existing or planned pillar of coal, taking into consideration the surface topography; 
(3) Whether the proposed well can be drilled safely, taking into consideration the dangers from creeps, squeezes or other 
disturbances due to the extraction of coal; 
(4) The extent to which the proposed drilling location unreasonably interferes with the safe recovery of coal or coalbed 
methane; 
(5) The extent to which the proposed drilling location will unreasonably interfere with present or future coal mining 
operations on the surface including, but not limited to, operations subject to the provisions of article three of this chapter; 
(6) The feasibility of moving the proposed drilling location to a mined-out area, below the coal outcrop, or to some other 
location; 
(7) The feasibility of a drilling moratorium for not more than one year in order to permit the completion of imminent coal 
mining operations; 
(8) The methods proposed for the recovery of coal and coalbed methane; 
(9) The practicality of locating the well on a uniform pattern with other wells; 
(10) The surface topography and use; 
(11) Whether any stimulation of the coal seam will render such seam or any other workable coal seams unmineable or 
unsafe for mining; and 
(12) Whether the director of the office of miners' health, safety and training has submitted recommendations as to the 
safety of any proposed stimulation. In considering any recommendations made by the director of the office of miners' 
health, safety and training, the board shall incorporate such recommendations in its findings, conclusions and order 
unless the board determines that there is clear and convincing evidence on the record supporting a finding, conclusion or 
order inconsistent with such recommendations. 

(c) In weighing the evidence presented to the board the applicant shall have the burden of proving by clear and 
convincing evidence that stimulation of a workable coal seam of twenty-eight inches or more in thickness will not render 
such seam or any other workable coal seam of twenty-eight inches or more in thickness unmineable or unsafe for mining. 
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(d) Upon consideration of the matters raised at the hearing, the review board shall render a decision based upon 
the ability to mine any affected coal seam safely and the protection of any coal seam for safe future mining, shall enter a 
written order containing findings of fact and conclusions which address any relevant considerations in subsection (b) of 
this section and based thereon shall issue and file with the chief a written order directing him to: 
(1) Refuse a drilling permit; or 
(2) Issue a drilling permit for the proposed drilling location; or 
(3) Issue a drilling permit for an alternate drilling location different from that requested by the applicant; or 
(4) Issue a drilling permit either for the proposed drilling location or for an alternative drilling location different from that 
requested by the applicant, provided such alternate location is covered by the agreement and consent required by section 
seven of this article, but not allow the drilling of the well for a period of not more than one year from the date of issuance 
of such permit; or 
(5) Issue a permit authorizing the applicant to stimulate the well in the absence of consent of the affected coal operators 
or owners of workable coal seams of twenty-eight inches or more in thickness as described in subsection (a) of section 
seven of this article, as proposed or as modified by the order of the board. Such order shall further provide for the 
applicant to furnish evidence of financial security in one of the following forms:  
(a) A corporate surety bond having on it a company authorized to do business in this state as surety;  
(b) bonds of the United States or agency thereof, or those guaranteed by, or for which the credit of the United States or 
agency therefore is pledged for the payment of the principal and interest thereof;  
(c) direct general obligation bonds of this state, or any other state, or territory of the United States, or the District of 
Columbia if such other state, territory or the District of Columbia has the power to levy taxes for the payment of the 
principal and interest of such securities, and if at the time of the deposit such other state, territory or the District of 
Columbia is not in default in the payment of any part of the principal or interest owing by it upon any part of its funded 
indebtedness;  
(d) direct general obligation bonds of any county, district, city, town, village, school district or other political subdivision of 
this state issued pursuant to law and payable from ad valorem taxes levied on all taxable property located herein, that the 
total indebtedness after deducting sinking funds and all debts incurred for self-sustaining public works does not exceed 
five percent of the assessed value of all taxable property therein at the time of the last assessment made before the date 
of such deposit, and that the issuer has not, within five years prior to the making thereof, been in default for more than 
ninety days in the payment of any part of the principal or interest on any debt, evidenced by its bonds;  
(e) revenue bonds issued by this state or any agency of this state when such bonds are payable from revenues or 
earnings specifically pledged for the payment of principal and interest, and a lawful sinking fund or reserve fund has been 
established and is being maintained for the payment of such bonds;  
(f) revenue bonds issued by a municipality in this state for the acquisition, construction, improvement or extension of a 
waterworks system, or a sewerage system, or a combined waterworks and sewerage system, when such bonds are 
payable from revenue or earnings specifically pledged for the payment of principal and interest, and a lawful sinking fund 
or reserve fund has been established and is being maintained for the payment of such bonds;  
(g) revenue bonds issued by a public service board of a public service district in this state for the acquisition, construction, 
improvement or extension of any public service properties, or for the reimbursement of payment of the costs and 
expenses of creating the district, when such bonds are payable from revenue or earnings specifically pledged for the 
payment of principal and interest, and a lawful sinking fund or reserve fund has been established and is being maintained 
for the payment of such bonds;  
(h) revenue bonds issued by a board of trustees of a sanitary district in this state for the corporate purposes of such 
district, when such bonds are payable from revenue or earnings specifically pledged for the payment of principal and 
interest, and a lawful sinking fund or reserve fund has been established and is being maintained for the payment of such 
bonds; and  
(i) bonds issued by a federal land bank or home owners' loan corporation;  
(j) cash; or  
(k) any combination of the above. The operator of the well shall be entitled to all interest and income earned on the 
collateral securities provided pursuant to the order. Such security given shall be placed in an escrow account. The 
operator providing security shall be entitled from time to time to receive, upon written order of the board, the whole or any 
portion of such securities upon depositing in lieu thereof cash equal to the approved securities of the classes herein 
specified.   

The amount of such financial security shall be set by order of the board but shall in no event exceed an amount of 
fifty thousand dollars. In setting the amount of financial security, the board shall consider the total amount of coal which 
could be at risk of economic harm, demonstrated experience in the locale and seams of the proposed stimulation, the 
probability of damages to the seam, and the likelihood of commercial recovery within thirty years of the date of stimulation. 

Such financial security shall remain in force until two years after the affected coal is mined or for a period of thirty 
years after stimulation of the coal seam or until final resolution of any action timely instituted to collect the bond proceeds, 
whichever first occurs. 

Any coal owner or operator may assert a claim to the posted financial security by instituting an action therefore in 
the circuit court of the county where the well is located or where the damages occurred. 
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Upon receipt of such review board order, the chief shall promptly undertake the action directed by the review 
board, provided that all other provisions of this article have been complied with. All permits issued by the chief pursuant to 
this section shall be effective ten days after issuance unless the review board orders the chief to stay the effectiveness of 
a permit for a period not to exceed thirty days from the date of issuance. 

If a permit is issued, the chief shall indicate the approved drilling location on the plat filed with the application for a 
permit and shall number and keep an index of and docket each plat, the name of the well operator, the names and 
addresses of all persons notified, the dates of conferences, hearings and all other actions taken by the chief and the 
review board. The chief shall also prepare a record of the proceedings, which record shall include all applications, plats 
and other documents filed with the chief, all notices given and proof of service thereof, all orders issued, all permits issued 
and a transcript of the hearing. The record prepared by the chief shall be open to inspection by the public. 

(e) Notwithstanding any finding or determination made by the board, in the event a workable coal seam twenty-
eight inches or more in thickness is stimulated absent the consent of the coal owner or operator, the applicant and well 
operator shall be liable in tort without proof of negligence for any damage to such coal seam stimulated or any other 
workable coal seam twenty-eight inches or more in thickness within seven hundred fifty horizontal feet or one hundred 
vertical feet of the stimulation and for damages to any mining equipment proximately caused by such stimulation. Such 
applicant and well operator shall indemnify and hold the coal owner and coal operator harmless against any liability for 
injury, death or damage to property proximately caused by the stimulation. 
§22-21-14. Protective devices required when a coalbed methane well penetrates workable coal bed; when a 
coalbed methane well is drilled through horizon of coal bed from which coal has been removed; notice of 
stimulation; results of stimulation. 

(a) Except for those coalbeds which the coalbed methane operator proposes to complete for production of 
coalbed methane or where a ventilation hole is being converted to a well, when a well penetrates one or more workable 
coal beds, the well operator shall run and cement a string of casing in the hole through the workable coalbed or beds in 
such a manner as will exclude all oil, gas or gas pressure as may be found in such coalbed or beds. Such string of casing 
shall be circulated and cemented in such a manner as provided for in reasonable rules promulgated by the chief in 
accordance with the provisions of chapter twenty-nine-a. After any such string of casing has been so run and cemented to 
the surface, drilling may proceed to the permitted depth. 

(b) When a coalbed methane well is drilled through the horizon of a coalbed from which the coal has been 
removed, the hole shall be drilled at least thirty feet below the coalbed, of a size sufficient to permit the placing of a liner 
which shall start not less than twenty feet above it. Within this liner, which may be welded to the casing to be used, shall 
be centrally placed the largest sized casing to be used in the well, and the space between the liner and casing shall be 
filed with cement as they are lowered into the hole. Cement shall be placed in the bottom of the hole to a depth of twenty 
feet to form a sealed seat for both liner and casing. Following the setting of the liner, drilling shall proceed in the manner 
provided above. Should it be found necessary to drill through the horizon of two or more workable coalbeds from which 
the coal has been removed, such liner shall be started not less than twenty feet below the lowest such horizon penetrated 
and shall extend to a point not less than twenty feet above the highest such horizon. 

(c) At least five days prior to the stimulation of any coal seam the well operator shall give the coal owner and 
operator notice of the date and time of stimulation and shall allow the coal owner or operator to have an observer present 
at the site at the coal owner or operator's risk and cost. Within thirty days after stimulation is completed, the well operator 
shall certify the actual stimulation procedure used including, but not limited to, the fluid injection rate, the injection 
pressure, the volume and components of fluid injected and the amount and components of the propping agent, if any. 

(d) The chief may grant variances to the requirements of this section where such variance would promote the 
extraction of coalbed methane without affecting mine safety. 
§22-21-15. Drilling units and pooling of interests. 

(a) In the absence of a voluntary agreement, an operator, owner or other party claiming an ownership interest in 
the coalbed methane may file an application with the chief to pool (i) separately owned interests in a single tract, (ii) 
separately owned tracts, (iii) separately owned interests in any tract, and (iv) any combination of (i), (ii) and (iii) to form a 
drilling unit for the production of coalbed methane from one or more coalbed methane wells.  

(b) The application for a drilling unit may accompany the application for a permit for a coalbed methane well or be 
filed as a supplement to the permit application. Such application shall be verified by the applicant and contain the 
following information for the proposed unit: 
(1) The identity of each well and operator as set out in the well permit application; 
(2) Each well number, if one has been assigned; 
(3) The acreage of the proposed unit, the identity and acreage of each separate tract to be included in the proposed unit, 
and, where parts of tracts are included, the acreage of such parts; 
(4) The district and county in which the unit is located; 
(5) The names and addresses of the owners of the coal and coalbed methane underlying each separate tract, or the 
portion thereof which is to be included in the unit, any lessees or operators thereof, any coalbed methane owners not 
otherwise named, and any other claimants thereto known to the applicant. When any coal seam is separately owned, the 
list of names shall identify such separate ownership giving the names of the separately owned seams; 
(6) A statement describing the actions taken by the applicant to obtain a voluntary agreement from each interest owner or 
claimant named in the application from which agreement has not been obtained; 
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(7) Other pertinent and relevant information as the chief may prescribe by rules. 
(c) The application for a drilling unit shall be accompanied with the following: 

(1) A plat prepared by a licensed land surveyor or registered professional engineer showing the location of the coalbed 
methane well or wells, or proposed well or wells, the boundary and acreage of the proposed drilling unit, the boundary and 
acreage of each tract contained in the unit and, where parts of tracts are included, the boundary and acreage of such 
parts, a name identification of each tract, and the district and county in which the unit is located. All boundaries must be 
shown with courses and distances; 
(2)  A permit application fee of two hundred fifty dollars; 
(3) A certificate by the applicant that the notice requirements of section sixteen of this article were satisfied by the 
applicant. Such certification may be by affidavit of personal service, or the return receipt card, or other postal receipt, for 
certified mailing; 
(4) An estimate of the cost, or the actual cost if known, of drilling, completing, equipping, operating, plugging and 
abandoning any well or wells in the proposed unit. 
§22-21-16. Notice to owners. 

(a) At least thirty days prior to the date set for hearing under section seventeen of this article, the applicant shall 
deliver by personal service or by certified mail, return receipt requested, notice to the following: 
(1) Each coal owner and coal operator of any coal seam underlying any tract or portion thereof which is proposed to be 
included in the unit; 
(2) Each owner and lessee of record and each operator of natural gas surrounding the well bore and existing in formations 
above the top of the uppermost member of the "Onondaga Group" or at a depth less than six thousand feet, whichever is 
shallower. Notices to gas operators shall be sufficient if served upon the agent of record with the office of oil and gas; 
(3) Any coalbed methane owner to the extent not otherwise named; and 
(4) Any other person or entity known to the operator to have an interest in the coal or coalbed methane. 

(b) The notice required by subsection (a) of this section shall specify a time and place for a conference and a 
hearing on this application, shall advise the persons notified that the applicant has filed an application for a drilling unit for 
the production of coalbed methane, that they may be present and object or offer comments to the formation of the 
proposed unit, and shall be accompanied with copies of (i) the permit application for the coalbed methane well, (ii) the 
permit application for the drilling unit, and (iii) the plat of the drilling unit. 
§22-21-17. Review of application; hearing; pooling order; spacing; operator; elections; working interests, royalty 
interests, carried interests, escrow account for conflicting claims, division order. 

(a) Prior to the time fixed for a hearing under subsection (b) of this section, the board shall also set a time and 
place for a conference between the proposed applicant to operate a coalbed methane drilling unit and all persons 
identified in the application as having an interest in the coalbed methane or being a claimant if such interests are disputed, 
who have not entered into a voluntary agreement. At such conference the applicant and such other persons present or 
represented having an interest in the proposed unit shall be given an opportunity to enter into voluntary agreements for 
the development of the unit upon reasonable terms and conditions. 

No order may be issued by the board as to any unit unless the applicant submits at the hearing a verified 
statement setting forth the results of the conference. If agreement is reached with all parties to the conference, the board 
shall find the unit is a voluntary unit and issue an order consistent with such finding. 

(b) The review board shall, upon request of a proposed applicant for a drilling unit or upon request of a coal owner 
or operator, provide a convenient date and time for a hearing on the application for a drilling unit, which hearing date shall 
be no sooner than thirty-five days nor more than sixty days of the date the request for hearing is made. The review board 
shall review the application and on the date specified for a hearing shall conduct a public hearing. The review board shall 
take evidence, making a record thereof, and consider: 
(1) The area which may be drained efficiently and economically by the proposed coalbed methane well or wells; 
(2) The plan of development of the coal and the need for proper ventilation of any mines or degasification of any affected 
coal seams; 
(3) The nature and character of any coal seam or seams which will be affected by the coalbed methane well or wells; 
(4) The surface topography and property lines of the lands underlaid by the coal seams to be included in the unit; 
(5) Evidence relevant to the proper boundary of the drilling unit; 
(6) The nature and extent of ownership of each coalbed methane owner or claimant and whether conflicting claims exist; 
(7) Whether the applicant for the drilling unit proposes to be the operator of the coalbed methane well or wells within the 
unit; and if so, whether such applicant has a lease or other agreement from the owners or claimants of a majority interest 
in the proposed drilling unit; 
(8) Whether a disagreement exists among the coalbed methane owners or claimants over the designation of the operator 
for any coalbed methane wells within the unit, and if so, relevant evidence to determine which operator can properly and 
efficiently develop the coalbed methane within the unit for the benefit of the majority of the coalbed methane owners; 
(9) If more than one person is interested in operating a well within the unit, the estimated cost submitted by each such 
person for drilling, completing, operating and marketing the coalbed methane from any proposed well or wells; and 
(10) Any other available geological or scientific data pertaining to the pool which is proposed to be developed. 

(c) The review board shall take into account the evidence introduced, comments received and any objections at 
the hearing, and if satisfied that a drilling unit should not be established, shall enter an order denying the application. 
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If the review board is satisfied that a drilling unit should be established, it shall enter a pooling order establishing a 
drilling unit. Such pooling order shall: 
(1) Establish the boundary of the proposed unit, making such adjustment in the boundary as is just; 
(2) Authorize the drilling and operation of a coalbed methane well or wells for production of coalbed methane from the 
pooled acreage; 
(3) Establish minimum distances for any wells in the unit and for other wells which would drain the pooled acreage; 
(4) Designate the operator who will be authorized to drill, complete and operate any well or wells in the unit; 
(5) Establish a reasonable fee for the operator for operating costs, which shall include routine maintenance of the well and 
all accounting necessary to pay all expenses, royalties and amounts due working interest owners; 
(6) Such other findings and provisions as are appropriate for each order. 

(d) The operator designated in such order shall be responsible for drilling, completing, equipping, operating, 
plugging and abandoning the well, shall market all production therefrom, shall collect all proceeds therefore, and shall 
distribute such proceeds in accordance with the division order issued by the review board. 

(e) Upon issuance of the pooling order, the coalbed methane owners or any lessee of any such owners or any 
claimants thereto may make one of the following elections within thirty days after issuance of the order: 
(1) An election to sell or lease its interest to the operator on such terms as the parties may agree, or if unable to agree, 
upon such terms as are set forth by the board in its order; 
(2) An election to become a working interest owner by participating in the risk and cost of the well; or 
(3) An election to participate in the operation of the well as a carried interest owner. 

Any entity which does not make an election within said thirty days prescribed herein shall be deemed to   have 
elected to sell or lease under election (1) above. 

(f) The working interest in the well shall include (i) the right to participate in decisions regarding expenditures in 
excess of operating costs, taxes, any royalties in excess of one eighth, and other costs and expenses allowed in the 
pooling order and (ii) the obligation to pay for all expenditures. The working interest shall exist in (i) all owners who 
participate in the risk and cost of drilling and completing the well and (ii) carried interest owners after recoupment provided 
in subsection (h) of this section. The working interest owners' net revenue share shall be seven eighths of the proceeds of 
sales of coalbed methane at the wellhead after deduction of operating costs, taxes, any royalties in excess of one eighth, 
and other costs and expenses allowed in a pooling order. Unless the working interest owners otherwise agree, the 
working interest owners shall share in all costs and decisions in proportion to their ownership interest in the unit. If any 
working interest owner deposits or contributes amounts in the escrow account which exceed actual costs, such owner 
shall be entitled to a refund; and if amounts deposited or contributed are less than actual costs, such owner shall make a 
deposit or contribution for the deficiency. 

(g) The royalty interest in a well shall include the right to receive one eighth of the gross proceeds resulting from 
the sale of methane at the wellhead and such interest shall exist in the coalbed methane owners: Provided, That any 
coalbed methane owner who in good faith has entered a lease or other contract prior to receiving notice of an application 
to form the drilling unit as provided herein, shall be entitled to such owner's fractional interest in the royalty calculated at a 
rate provided for in such contract. Each such owner shall be entitled to share in the royalty in proportion to his or her 
fractional interest in the unit. 

(h) Where a coalbed methane owner elects to become a carried interest owner, such owner shall be entitled to his 
or her proportionate share of the working interest after the other working interest owners have recouped three hundred 
percent of the reasonable capital costs of the well or wells, including drilling, completing, equipping, plugging and 
abandoning and any further costs of reworking or other improvements of a capital nature. 

(i) Each pooling order issued shall provide for the establishment of an escrow account into which the payment of 
costs and proceeds attributable to any conflicting interests shall be deposited and held for the interest of the claimants as 
follows: 
(1) Each participating working interest owner, except for the operator, shall deposit in the escrow account its proportionate 
share of the costs allocable to the ownership interest claimed by such working interest owner. 
(2) The operator shall deposit in the escrow account all proceeds attributable to the conflicting interests of any coalbed 
methane owners who lease, or are deemed to have leased, their interest, plus all proceeds in excess of operational 
expenses, as allowed in the pooling order, attributable to the conflicting working and carried interest owners. 

(j) After each coalbed methane owner has made, or has been deemed to have made, an election under 
subsection (e) of this section, the review board shall enter a division order which shall set out the net revenue interest of 
each working interest owner, including each carried interest owner and the royalty interest of each coalbed methane 
owner. Thereafter payments shall be made to working interest owners, carried interest owners and royalty interest owners 
in accordance with the division order, except that payments attributable to conflicting claims shall be deposited in the 
escrow account. The fractional interest of each owner shall be expressed as a decimal carried to the sixth place. 

(k) Upon resolution of conflicting claims either by voluntary agreement of the parties or a final judicial 
determination, the review board shall enter a revised division order in accordance with such agreement or determination 
and all amounts in escrow shall be distributed as follows: 
(1) Each legally entitled working interest owner shall receive its proportionate share of the proceeds attributable to the 
conflicting ownership interests; 
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(2) Each legally entitled carried interest owner shall receive its proportionate share of the proceeds attributable to the 
conflicting ownership interests, after recoupment of amounts provided in subsection (h) of this section; 
(3) Each legally entitled entity leasing, or deemed to have leased, its coalbed methane shall receive a share of the royalty 
proceeds attributable to the conflicting interests; and 
(4) The operator shall receive the costs contributed to the escrow account by each legally entitled participating working 
interest owner. 

(l) The review board shall enact rules for the administration and protection of funds delivered to escrow accounts. 
(m) No provision of this section or article shall obviate the requirement that the coal owner's consent and 

agreement be obtained prior to the issuance of a permit as required under section seven of this article. 
§22-21-20. Spacing. 

No coalbed methane well may be drilled closer than one hundred feet of the outermost boundary of the coalbed 
methane tract, leased premises, or unit from which coalbed methane is or will be produced or within one thousand six 
hundred linear feet of the location of an existing well or a proposed well for which a permit application is on file, unless all 
owners and operators of any affected workable coal seams agree in writing. Affected workable coal seams for purposes of 
this section shall be those which will be penetrated or those seams more than twenty-eight inches in thickness from which 
production is targeted. Spacing shall otherwise be as provided in a pooling order issued by the chief, an order establishing 
special field rules or an order issued by the review board. 
§22-21-22. Notice of plugging and reclamation of well; right to take well; objection; plugging order; plugging for 
mine-through. 

(a) Prior to the commencement of plugging operations the operator shall give thirty days' advance notice to the 
chief and to all coal owners and operators whose names and addresses would be required for a permit application under 
subdivision (2), subsection (b), section six of this article as of the date of the notice. Such notice shall set out the number 
and other identification of the well, a copy of the well plat, the date plugging will commence, and the manner and method 
of plugging. 

(b) Any coal owner or operator whose coal seam is affected by such well shall have the following rights: 
(1) To convert the well to a vent hole or otherwise take the well. In such event the chief, upon determination that the coal 
owner or operator has placed the well under a mining permit, shall release the well operator's bond and the well operator 
shall be relieved of further responsibility for the well; and 
(2) To file comment or objection with the chief, within fifteen days after receipt of notice of intent to plug, with respect to 
the proposed manner or method of plugging. The chief shall consider any such comment or objection and issue an order 
specifying the manner and method of plugging and reclamation. 

(c) Whenever any coalbed methane well is located in that portion of a coal seam which will be mined within six 
months, the well operator shall, within sixty days after notice from the coal owner or coal operator that the well is to be 
mined through, plug the well in such manner that the well can be safely mined through. 
§22-21-23. Method of plugging. 

All coalbed methane wells shall be plugged in such a manner that any workable coal seam surrounding the well 
can be safely mined and that the well can be mined through. The chief shall promulgate rules specifying the manner and 
method of plugging coalbed methane wells and in doing so, or in entering any order for such plugging and reclamation, 
shall give special consideration to the ability to mine any affected coal seam safely and the protection of any affected coal 
seam for future mining. 
 

CHAPTER 22A  ARTICLE 1 
MINERS' HEALTH, SAFETY AND TRAINING 

ADMINISTRATION; ENFORCEMENT 
§22A-1-1.  Continuation of the office of miners' health, safety and training; purpose. 

(a) The office of miners' health, safety and training is continued and is a separate office within the department of 
commerce, labor and environmental resources.  The office shall be administered, in accordance with the provisions of this 
article, under the supervision and direction of the director of the office of miners' health, safety and training. 

(b) The division of health, safety and training shall have as its purpose the supervision of the execution and 
enforcement of the provisions of this chapter and, in carrying out the aforesaid purposes, it shall give prime consideration 
to the protection of the safety and health of persons employed within or at the mines of this state.   In addition, the division 
shall, consistent with the aforesaid prime consideration, protect and preserve mining property and property used in 
connection therewith. 
§22A-1-2.  Definitions.  Unless the context in which used clearly requires a different meaning, the following definitions 
apply to this chapter: 

(a) General.    
(1) Accident. The term "accident" means any mine explosion, mine ignition, mine fire, or mine inundation, or injury to, or 
death of any person. 
(2) Agent. The term "agent" means any person charged with responsibility for the operation of all or a part of a mine or the 
supervision of the miners in a mine. 
(3) Approved. The term "approved" means in strict compliance with mining law, or, in the absence of law, accepted by a 
recognized standardizing body or organization whose approval is generally recognized as authoritative on the subject. 
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(4) Face equipment. The term "face equipment" means mobile or portable mining machinery having electric motors or 
accessory equipment normally installed or operated inby the last open crosscut in an entry or room. 
(5) Imminent danger. The term "imminent danger" means the existence of any condition or practice in a coal mine which 
could reasonably be expected to cause death or serious physical harm before such condition or practice can be abated. 
(6) Mine. The term "mine" includes the shafts, slopes, drifts or inclines connected with, or intended in the future to be 
connected with, excavations penetrating coal seams or strata, which excavations are ventilated by one general air current 
or divisions thereof, and connected by one general system of mine haulage over which coal may be delivered to one or 
more points outside the mine, and the surface structures or equipment connected or associated therewith which 
contribute directly or indirectly to the mining, preparation or handling of coal, or construction thereof. 
(7) Miner. The term "miner" means any individual working in a coal mine. 
(8) Operator. The term "operator" means any firm, corporation, partnership or individual operating any coal mine or part 
thereof, or engaged in the construction of any facility associated with a coal mine. 
(9) Permissible. The term "permissible" means any equipment, device or explosive that has been approved as permissible 
by the federal mine safety and health administration and/or the United States Bureau of Mines and meets all 
requirements, restrictions, exceptions, limitations and conditions attached to such classification by that agency or the 
bureau. 
(10) Person. The term "person" means any individual, partnership, association, corporation, firm, subsidiary of a 
corporation or other organization. 
(11) Work of preparing the coal. The term "work of preparing the coal" means the breaking, crushing, sizing, cleaning, 
washing, drying, mixing, storing and loading of bituminous coal or lignite, and such other work of preparing such coal as is 
usually done by the operator of the coal mine. 

(b) Office of miners' health, safety and training. 
(1) Board of appeals. The term "board of appeals" means as provided for in article five of this chapter. 
(2) Director. The term "director" means the director of the office of miners' health, safety and training provided for in 
section three of this article. 
(3) Mine inspector. The term "mine inspector" means a state mine inspector provided for in section eight of this article. 
(4) Mine inspectors' examining board. The term "mine inspectors' examining board" shall mean the mine inspectors' 
examining board provided for in article nine of this chapter. 
(5) Office. The term "office" means, when referring to a specific office, the office of miners' health, safety and training 
provided for in this article.  The term "office," when used generically, includes any office, board, agency, unit, 
organizational entity or component thereof. 

(c) Mine areas. 
(1) Abandoned workings. The term "abandoned workings" means excavation, either caved or sealed, that is deserted and 
in which further mining is not intended, or open workings which are ventilated and not inspected regularly. 
(2) Active workings. The term "active workings" means all places in a mine that are ventilated and inspected regularly. 
(3) Drift. The term "drift" means a horizontal or approximately horizontal opening through the strata or in a coal seam and 
used for the same purposes as a shaft. 
(4) Excavations and workings. The term "excavations and workings" means any or all parts of a mine excavated or being 
excavated, including shafts, slopes, drifts, tunnels, entries, rooms and working places, whether abandoned or in use. 
(5) Inactive workings. The term "inactive workings" includes all portions of a mine in which operations have been 
suspended for an indefinite period, but have not been abandoned. 
(6) Mechanical working section. The term "mechanical working section" means an area of a mine (A) in which coal is 
loaded mechanically, (B) which is comprised of a number of working places that are generally contiguous, and (C) which 
is of such size to permit necessary supervision during shift operation, including pre-shift and on-shift examinations and 
tests required by law. 
(7) Panel. The term "panel" means workings that are or have been developed off of submain entries which do not exceed 
three thousand feet in length. 
(8) Return air. The term "return air" means a volume of air that has passed through and ventilated all the working places in 
a mine section. 
(9) Shaft. The term "shaft" means a vertical opening through the strata that is or may be used for the purpose of 
ventilation, drainage, and the hoisting and transportation of individuals and material, in connection with the mining of coal. 
(10) Slope. The term "slope" means a plane or incline roadway, usually driven to a coal seam from the surface and used 
for the same purposes as a shaft. 
(11) Working face. The term "working face" means any place in a coal mine in which work of extracting coal from its 
natural deposit in the earth is performed during the mining cycle. 
(12) Working place. The term "working place" means the area of a coal mine inby the last open crosscut. 
(13) Working section. The term "working section" means all areas of the coal mine from the loading point of the section to 
and including the working faces. 
(14) Working unit. The term "working unit" means an area of a mine in which coal is mined with a set of production 
equipment; a conventional mining unit by a single loading machine; a continuous mining unit by a single continuous 
mining machine, which is comprised of a number of working places. 
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(d) Mine personnel. 
(1) Assistant mine foreman. The term "assistant mine foreman" means a certified person designated to assist the mine 
foreman in the supervision of a portion or the whole of a mine or of the persons employed therein. 
(2) Certified electrician.  The term "certified electrician" means any person who is qualified as a mine electrician and who 
has passed an examination given by the office, or has at least three years of experience in performing electrical work 
underground in a coal mine, in the surface work areas of an underground coal mine, in a surface coal mine, in a non-coal 
mine, in the mine equipment manufacturing industry, or in any other industry using or manufacturing similar equipment, 
and has satisfactorily completed a coal mine electrical training program approved by the office. 
(3) Certified person.  The term "certified person," when used to designate the kind of person to whom the performance of 
a duty in connection with the operation of a mine shall be assigned, means a person who is qualified under the provisions 
of this law to perform such duty. 
(4) Interested persons.  The term "interested persons" includes the operator, members of any mine safety committee at 
the mine affected and other duly authorized representatives of the mine workers and the office. 
(5) Mine foreman.  The term "mine foreman" means the certified person whom the operator or superintendent shall place 
in charge of the inside workings of the mine and of the persons employed therein. 
(6) Qualified person.  The term "qualified person" means a person who has completed an examination and is considered 
qualified on record by the office. 
(7) Shot firer.  The term "shot firer" means any person having had at least two years of practical experience in coal mines, 
who has a knowledge of ventilation, mine roof and timbering, and who has demonstrated his or her knowledge of mine 
gases, the use of a flame safety lamp, and other approved detecting devices by examination and certification given him or 
her by the office.  
(8) Superintendent.  The term "superintendent" means the person who has, on behalf of the operator, immediate 
supervision of one or more mines. 
(9) Supervisor.  The term "supervisor" means a superintendent, mine foreman, assistant mine foreman, or any person 
specifically designated by the superintendent or mine foreman to supervise work or employees and who is acting pursuant 
to such specific designation and instructions. 

(e) Electrical. 
(1) Armored cable.  The term "armored cable" means a cable provided with a wrapping of metal, usually steel wires or 
tapes, primarily for the purpose of mechanical protection. 
(2) Borehole cable.  The term "borehole cable" means a cable designed for vertical suspension in a borehole or shaft and 
used for power circuits in the mine.  
(3) Branch circuit. The term "branch circuit" means any circuit, alternating current or direct current, connected to and 
leading from the main power lines. 
(4) Cable. The term "cable" means a standard conductor (single conductor cable) or a combination of conductors 
insulated from one another (multiple conductor cable). 
(5) Circuit breaker.  The term "circuit breaker" means a device for interrupting a circuit between separable contacts under 
normal or abnormal conditions. 
(6) Delta connected.  The term "delta connected" means a power system in which the windings or transformers for A.C. 
generators are connected to form a triangular phase relationship, and with phase conductors connected to each point of 
the triangle. 
(7) Effectively grounded.  The term "effectively grounded" is an expression which means grounded through a grounding 
connection of sufficiently low impedance (inherent or intentionally added or both) so that fault grounds which may occur 
cannot build up voltages in excess of limits established for apparatus, circuits or systems so grounded. 
(8) Flame-resistant cable, portable.  The term "flame-resistant cable, portable" means a portable flame-resistant cable that 
has passed the flame tests of the Federal Mine Safety and Health Administration.  
(9) Ground or grounding conductor (mining).  The term "ground or grounding conductor (mining)," also referred to as a 
safety ground conductor, safety ground and frame ground, means a metallic conductor used to connect the metal frame or 
enclosure of any equipment, device or wiring system with a mine track or other effective grounding medium. 
(10) Grounded (earthed).  The term "grounded (earthed)" means that the system, circuit or apparatus referred to is 
provided with a ground. 
(11) High voltage.  The term "high voltage" means voltages of more than one thousand volts. 
(12) Lightning arrester.  The term "lightning arrester" means a protective device for limiting surge voltage on equipment by 
discharging or by passing surge current; it prevents continued flow of follow current to ground and is capable of repeating 
these functions as specified. 
(13) Low voltage.  The term "low voltage" means up to and including six hundred sixty volts. 
(14) Medium voltage.  The term "medium voltage" means voltages from six hundred sixty-one to one thousand volts. 
(15) Mine power center or distribution center.  The term "mine power center or distribution center" means a combined 
transformer or distribution unit, complete within a metal enclosure from which one or more low-voltage power circuits are 
taken. 
(16) Neutral (derived).  The term "neutral (derived)" means a neutral point or connection established by the addition of a 
"zig-zag" or grounding transformer to a normally underground power system. 
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(17) Neutral point.  The term "neutral point" means the connection point of transformer or generator windings from which 
the voltage to ground is nominally zero, and is the point generally used for system groundings in wye-connected A.C. 
power system. 
(18) Portable (trailing) cable.  The term "portable (trailing) cable" means a flexible cable or cord used for connecting 
mobile, portable or stationary equipment in mines to a trolley system or other external source of electric energy where 
permanent mine wiring is prohibited or is impracticable. 
(19) Wye-connected.  The term "wye-connected" means a power system connection in which one end of each phase 
windings or transformers or A.C. generators are connected together to form a neutral point, and a neutral conductor may 
or may not be connected to the neutral point, and the neutral point may or may not be grounded. 
(20) Zig-zag transformer (grounding transformer)  The term "zig-zag transformer (grounding transformer)" means a 
transformer intended primarily to provide a neutral point for grounding purposes. 
§22A-1-3. Director of the Office of Miners' Health, Safety and Training. 

(a) The Director of the Office of Miners' Health, Safety and Training is responsible for surface and underground 
safety inspections of coal mines and the administration of the Office of Miners' Health, Safety and Training. 

(b) The director is the chief executive officer of the office. Subject to provisions of law, he or she shall organize the 
office into those offices, sections, agencies and other units of activity found by the director to be desirable for the orderly, 
efficient and economical administration of the office. The director may appoint any other employees needed for the 
operation of the office and may prescribe their powers and duties and fix their compensation within amounts appropriated. 

(c) The director shall be appointed by the Governor, by and with the advice and consent of the Senate, and shall 
serve at the will and pleasure of the Governor. 

(d) The Director of the Office of Miners' Health, Safety and Training shall be a citizen of West Virginia, shall be a 
competent person of good repute and temperate habits with a demonstrated interest and five years' education, training or 
experience in underground coal mining safety and shall have at least three years of experience in a position of 
responsibility in at least one discipline relating to the duties and responsibilities for which the director will be responsible 
upon assumption of the office of director. Special reference shall be given to his or her administrative experience and 
ability. The director shall devote all of his or her time to the duties of the position of director and shall not be directly 
interested financially in any mine in this or any other state nor shall the director, either directly or indirectly, be a majority 
owner of, or have control of or a controlling interest in, a mine in this or any other state. The director shall not be a 
candidate for or hold any other public office, shall not be a member of any political party committee and shall immediately 
forfeit and vacate his or her office as director in the event he or she becomes a candidate for or accepts appointment to 
any other public office or political party committee: Provided, That, in the event of a vacancy in the position of director, the 
Governor may fill the director's position on an interim basis by appointing an acting director to exercise the powers of the 
director. The acting director shall be a citizen of West Virginia, shall be a competent person of good repute and temperate 
habits with a demonstrated interest and five years' education, training or experience in underground coal mining safety 
and shall have at least three years of experience in a position of responsibility in at least one discipline relating to the 
duties and responsibilities for which the acting director will be responsible during his or her interim service in the office of 
director. The interim service appointment can not last for more than one year, after which a permanent director must be 
appointed. 

(e) The director shall be allowed and paid necessary expenses incident to the performance of his or her official 
duties. Prior to the assumption of his or her official duties, the director shall take the oath required of public officials 
prescribed by section five, article IV of the Constitution of West Virginia and shall execute a bond, with surety approved by 
the Governor, in the penal sum of ten thousand dollars. The executed oath and bond shall be filed in the Office of the 
Secretary of State. Premiums on the bond shall be paid from office funds.  
§22A-1-4.  Powers and duties of the director of the office of miners' health, safety and training.  

(a) The director of the office of miners’ health, safety and training is hereby empowered and it is his or her duty to 
administer and enforce such provisions of this chapter relating to health and safety inspections and enforcement and 
training in surface and underground coal mines, underground clay mines, open pit mines, cement manufacturing plants 
and underground limestone and sandstone mines. 

(b) The director of the office of miners' health, safety and training has full charge of the division.  The director has 
the power and duty to: 
(1) Supervise and direct the execution and enforcement of the provisions of this article. 
(2) Employ such assistants, clerks, stenographers and other employees as may be necessary to fully and effectively carry 
out his or her responsibilities and fix their compensation, except as otherwise provided in this article. 
(3) Assign mine inspectors to divisions or districts in accordance with the provisions of section eight of this article as may 
be necessary to fully and effectively carry out the provisions of this law, including the training of inspectors for the 
specialized requirements of surface mining, shaft and slope sinking and surface installations and to supervise and direct 
such mine inspectors in the performance of their duties. 
(4) Suspend, for good cause, any such mine inspector without compensation for a period not exceeding thirty days in any 
calendar year. 
(5) Prepare report forms to be used by mine inspectors in making their findings, orders and notices, upon inspections 
made in accordance with this article. 
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(6) Hear and determine applications made by mine operators for the annulment or revision of orders made by mine 
inspectors, and to make inspections of mines, in accordance with the provisions of this article. 
(7) Cause a properly indexed permanent and public record to be kept of all inspections made by himself or by mine 
inspectors. 
(8) Make annually a full and complete written report of the administration of the office to the governor and the Legislature 
of the state for the year ending the thirtieth day of June.  The report shall include the number of visits and inspections of 
mines in the state by mine inspectors, the quantity of coal, coke and other minerals (excluding oil and gas) produced in 
the state, the number of individuals employed, number of mines in operation, statistics with regard to health and safety of 
persons working in the mines including the causes of injuries and deaths, improvements made, prosecutions, the total 
funds of the office from all sources identifying each source of such funds, the expenditures of the office, the surplus or 
deficit of the office at the beginning and end of the year, the amount of fines collected, the amount of fines imposed, the 
value of fines pending, the number and type of violations found, the amount of fines imposed, levied and turned over for 
collection, the total amount of fines levied but not paid during the prior year, the titles and salaries of all inspectors and 
other officials of the office, the number of inspections made by each inspector, the number and type of violations found by 
each inspector:  Provided, that no inspector is identified by name in this report.  Such reports shall be filed with the 
governor and the Legislature on or before the thirty-first day of December of the same year for which it was made, and 
shall upon proper authority be printed and distributed to interested persons. 
(9) Call or subpoena witnesses, for the purpose of conducting hearings into mine fires, mine explosions or any mine 
accident; to administer oaths and to require production of any books, papers, records or other documents relevant or 
material to any hearing, investigation or examination of any mine permitted by this chapter.  Any witness so called or 
subpoenaed shall receive forty dollars per diem and shall receive mileage at the rate of fifteen cents for each mile actually 
traveled, which shall be paid out of the state treasury upon a requisition upon the state auditor, properly certified by such 
witness. 
(10) Institute civil actions for relief, including permanent or temporary injunctions, restraining orders, or any other 
appropriate action in the appropriate federal or state court whenever any operator or the operator's agent violates or fails 
or refuses to comply with any lawful order, notice or decision issued by the director or his or her representative. 
(11) Perform all other duties which are expressly imposed upon him or her by the provisions of this chapter. 
(12) Make all records of the office open for inspection of interested persons and the public. 
§22A-1-5.  Offices continued in the office of miners' health, safety and training. 

(a) There are hereby continued in the office of miners' health, safety and training the following offices: 
(1) The board of coal mine health and safety established pursuant to article six of this chapter; 
(2) The coal mine safety and technical review committee established pursuant to article six of this chapter;  
(3) The board of miner training, education and certification established pursuant to article seven of this chapter; 
(4) The mine inspectors' examining board established pursuant to article nine of this chapter; and 
(5) The board of appeals provided for pursuant to the provisions of article five of this chapter. 

(b) Nothing in this article may authorize the director or the secretary of the department of commerce, labor and 
environmental resources to alter, discontinue or abolish any office, board or commission or the functions thereof, which 
are established by statute. 
§22A-1-6.  Director's authority to promulgate rules. 

The director has the power and authority to propose or promulgate rules to organize the office and to carry out 
and implement the provisions of this chapter relating to health and safety inspections and enforcement.  All rules in effect 
on the effective date of this article which pertain to the provisions of this chapter as they relate to health and safety 
inspection and enforcement shall remain in effect until changed or superseded by the director, or as appropriate.  Except 
when specifically exempted by the provisions of this chapter, all rules or changes thereto shall be proposed or 
promulgated by the director in accordance with the provisions of chapter twenty-nine-a of this code. 
§22A-1-7.  Savings provisions. 

All orders, determinations, rules, permits, grants, contracts, certificates, licenses and privileges which have been 
issued, made, granted, or allowed to become effective by the governor, any state department or agency or official thereof, 
or by a court of competent jurisdiction, in the performance of functions which were transferred from the division of energy 
to the secretary of the department of commerce, labor and environmental resources, to the director, or to the office, and 
which were in effect on the date such transfer occurred, shall continue in effect according to their terms until modified, 
terminated, superseded, set aside or revoked in accordance with law by the governor, the secretary, the director, or other 
authorized official, a court of competent jurisdiction or by operation of law. 
§22A-1-8. Mine inspectors; regions and districts; employment; tenure; oath. 

Notwithstanding any other provisions of this code to the contrary, mine inspectors shall be selected, serve and be 
removed as provided in this article. 

The director shall divide the state into a sufficient number of regions, so as to equalize, as far as practical, the 
work of each inspector. The director may assign inspectors to districts and may designate and assign not more than one 
inspector-at-large and one assistant inspector-at-large to each region. The director may designate the places of abode of 
inspectors at points convenient to the mines of their respective districts, and, in the case of inspectors-at-large and 
assistant inspectors-at-large, their respective regions. 
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All mine inspectors appointed after the mine inspectors' examining board has certified to the director an adequate 
register of qualified eligible candidates, so long as the register contains the names of at least three qualified eligible 
candidates, shall be appointed from the names on such register. Each original appointment shall be made by the director 
for a probationary period of not more than one year. 

The director shall make each appointment from among the three qualified eligible candidates on the register 
having the highest grades: Provided, that the director may, for good cause, at least thirty days prior to making an 
appointment, strike any name from the register. Upon striking any name from the register, the director shall immediately 
notify in writing each member of the mine inspectors' examining board of the action, together with a detailed statement of 
the reasons therefore. Thereafter, if the mine inspectors' examining board finds, after hearing, that the action of the 
director was arbitrary or unreasonable, it may then order the name of any candidate so stricken from the register to be 
reinstated thereon. The reinstatement is effective from the date of removal from the register. 

The name of any candidate passed over for appointment for three years shall be deleted from the register.  
After having served for a probationary period of one year to the satisfaction of the director, a mine inspector has 

permanent tenure, subject to dismissal only for cause in accordance with the applicable provisions of section twelve of 
this article. No mine inspector, while in office, may be directly or indirectly interested as an employee, owner, lessor, 
operator, stockholder, superintendent or engineer of any coal mine. Before entering upon the discharge of the duties as a 
mine inspector, he or she shall take the oath of office prescribed by section 5, article IV of the Constitution of West 
Virginia, a certificate of which oath shall be filed in the office of the secretary of state. 

The inspectors, inspectors-at-large and assistant inspectors-at-large, together with the director, shall make all 
inspections authorized by this article and article two of this chapter and shall perform such other duties as are imposed 
upon mine inspectors by this chapter and by any applicable legislative rules. 
§22A-1-9. Mine safety instructors; eligibility; qualifications; examinations; salary; provisions relating to 
underground mine inspectors applicable to mine safety instructors. 

(a) The office shall employ a sufficient number of mine safety instructors as the director determines to be 
reasonably necessary in fully and effectively carrying out the applicable provisions of this chapter. 

(b) To be eligible for employment as a mine safety instructor, the applicant shall be: (1) A citizen of West Virginia, 
in good health, not less than twenty-four years of age, of good character and reputation, and of temperate habits; (2) a 
person who has had at least five years of practical experience in coal mines, at least two years of which has been in 
mines in this state: Provided, that graduation from any accredited college of mining engineering may be considered 
equivalent to two years of practical experience; (3) a person who has had practical experience with dangerous gases 
found in coal mines, and who has a good theoretical and practical knowledge of mines, mining methods, mine ventilation, 
sound safety practices and applicable mining laws and rules; and (4) a person who possesses a West Virginia foreman-
fireboss certification; or a person who has had at least three years of experience as an actual working team member of a 
mine rescue team, or at least three years of experience as a member of a first aid team or emergency medical technician 
team; or a person who has had at least three years of experience as the safety director, or the equivalent as approved by 
the mine inspectors' examining board, of a mine; or a person who has had at least three years of experience as an active 
member of a mine safety committee. For the purpose of this section, practical experience means the performance of 
normal mining duties requiring a person to hold a certificate of competency and qualification as an experienced miner 
prior to actually performing such duties. 

(c) (1) In order to qualify for appointment as a mine safety instructor, an eligible applicant shall submit to written, 
oral and practical examinations administered by the mine inspectors' examining board and furnish evidence of good 
health, character and other facts establishing eligibility as the board may require. The examinations shall relate to the 
duties to be performed by a mine safety instructor and, subject to the approval of the mine inspectors' examining board, 
may be prepared by the director. 

(2) If the board finds after investigation and examination that an applicant: (A) Is eligible for appointment; and (B) 
has passed each required examination with a grade of at least seventy-five percent or an overall combined average score 
of eighty percent, the board shall add the applicant's name and grades to the register of qualified eligible candidates and 
promptly certify its action in writing to the director. The director shall then appoint one of the candidates from the three 
having the highest grades. 

(d) Mine safety instructors shall be paid an annual salary of not less than thirty-seven thousand four hundred 
dollars, which shall be fixed by the director, who shall take into consideration ability, performance of duty and experience. 
Mine safety instructors shall devote all of their time to the duties of the office. 

(e) Except as expressly provided in this section to the contrary, all provisions of this article relating to the 
eligibility, qualification, appointment, tenure and removal of underground mine inspectors, as well as those provisions 
relating to compensatory time and reimbursement for necessary expenses, are applicable to mine safety instructors. 
EDITOR’S NOTE:  See Addendum 1 for current salaries as of July 1, 2007 
§22A-1-10.  Mine inspectors may be appointed to fill vacancy in division. 

Notwithstanding any other provisions of law, if a vacancy occurs in any appointive position within the office, any 
mine inspector having permanent tenure, if qualified, may be appointed to such appointive position by the director. 
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§22A-1-11. Employment of electrical inspectors; eligibility; qualifications; examinations; salary; provisions 
relating to underground mine inspectors applicable to electrical inspectors. 

(a) The office shall employ a sufficient number of electrical inspectors as the director determines to be reasonably 
necessary in fully and effectively carrying out the applicable provisions of this chapter.  

(b) To be eligible for employment as an electrical inspector, the applicant shall be: (1) A citizen of West Virginia, in 
good health, not less than twenty-four years of age, of good character and reputation, and of temperate habits; and (2) a 
person who has had five years of practical electrical experience in coal mines, at least two of which were in mines in this 
state, or a degree in electrical engineering from an accredited electrical engineering school and three years of practical 
electrical experience in underground coal mining. For the purposes of this section, practical electrical experience means 
the performance of duties requiring a person to be a certified electrician, as that term is defined in subdivision (2), 
subsection (d), section two of this article, prior to actually performing such duties. 

(c) (1) In order to qualify for appointment as an electrical inspector, an eligible applicant shall submit to written, 
oral and practical examinations administered by the mine inspectors' examining board and furnish evidence of good 
health, character and other facts establishing eligibility as the board may require. The examinations shall relate to the 
duties to be performed by an electrical inspector and, subject to approval of the mine inspectors' examining board, may be 
prepared by the director.  
(2) If the board finds after investigation and examination that an applicant: (A) Is eligible for appointment; and (B) has 
passed the required examinations with an average grade of at least ninety percent, the board shall add the applicant's 
name and grades to the register of qualified eligible candidates and promptly certify its action in writing to the director. The 
director shall then appoint one of the candidates from the three having the highest grades. 

(d) Electrical inspectors shall be paid an annual salary of not less than forty-two thousand eight hundred twenty-
eight dollars, which shall be fixed by the director, who shall take into consideration ability, performance of duty and 
experience. Electrical inspectors shall devote all of their time to the duties of the office. 

(e) Except as expressly provided in this section to the contrary, all provisions of this article relating to the 
eligibility, qualifications, appointment, tenure and removal of underground mine inspectors, as well as those provisions 
relating to compensatory time and reimbursement for necessary expenses, are applicable to mine electrical inspectors. 
EDITOR’S NOTE:  See Addendum 1 for current salaries as of July 1, 2007 
§22A-1-12. Employment of underground mine inspectors; eligibility; qualifications; examinations; salary and 
expenses; reinstatement; removal. 

(a) The office shall employ as many underground mine inspectors as the director determines to be reasonably 
necessary in fully and effectively carrying out the applicable provisions of this chapter. 

(b) To be eligible for employment as a mine inspector the applicant shall be: (1) A citizen of West Virginia, in good 
health, not less than twenty-four years of age, of good character and reputation and of temperate habits; (2) a person who 
has had at least five years of practical experience in coal mines, at least two years of which have been in mines of this 
state: Provided, That graduation from any accredited college of mining engineering may be considered the equivalent of 
two years of practical experience; (3) a person who has had practical experience with dangerous gases found in coal 
mines; and (4) a person who has a good theoretical and practical knowledge of mines, mining methods, mine ventilation, 
sound safety practices and applicable mining laws and rules. For the purpose of this section, practical experience means 
the performance of normal mining duties requiring a person to hold a certificate of competency and qualification as an 
experienced underground miner prior to actually performing such duties. 

(c) In order to qualify for appointment as an underground mine inspector, an eligible applicant shall submit to 
written, oral and practical examinations administered by the mine inspectors' examining board and furnish evidence of 
good health, character and other facts establishing eligibility as the board may require. The examinations shall relate to 
the duties to be performed by an underground mine inspector and, subject to the approval of the mine inspectors' 
examining board, may be prepared by the director. If the board finds after investigation and examination that an applicant: 
(1) Is eligible for appointment; and (2) has passed each required examination, with a grade of at least seventy-five percent 
or an overall combined average score of eighty percent, the board shall add the applicant's name and grades to the 
register of qualified eligible candidates and promptly certify its action in writing to the director. The director shall then 
appoint one of the candidates from the three having the highest grades. 

(d) Underground mine inspectors shall be paid an annual salary of not less than thirty-eight thousand one 
hundred sixty dollars; assistant inspectors-at-large, not less than forty-four thousand four hundred forty-eight dollars; 
inspectors-at-large, not less than forty-six thousand one hundred four dollars, each of which shall be fixed by the director, 
who shall take into consideration ability, performance of duty, and experience. In accordance with established rules of the 
state's travel management office, underground mine inspectors shall also be allowed and paid expenses necessarily 
incident to the performance of their official duties: Provided, That no reimbursement for expenses may be made other 
than upon the timely submittal of a properly itemized expense account settlement completed by the underground mine 
inspector, approved and countersigned by the director, or his or her designated representative, verifying that the 
expenses were actually incurred in the performance of official duties. Underground mine inspectors shall devote all of their 
time to the duties of the office and shall be afforded compensatory time or compensation of at least the regular rate for all 
time in excess of forty hours per week. 
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(e) (1) An underground mine inspector, after having received a permanent appointment, may be removed from 
office only for physical or mental impairment, incompetency, neglect of duty, public intoxication, malfeasance in office or 
other similarly good cause. 
(2) Proceedings for the removal of an underground mine inspector may be initiated by the director whenever there is 
reasonable cause to believe that adequate cause exists, warranting removal. The proceeding may be initiated by a 
verified petition, filed with the mine inspectors' examining board by the director, setting forth with particularity the facts 
alleged. Not less than twenty reputable citizens, who are operators or employees in mines in this state, may petition the 
director for the removal of an underground mine inspector. If the petition is verified by at least one of the petitioners, 
based on actual knowledge of the affiant of the alleged facts, which, if true, warrant the removal of the inspector, the 
director shall cause an investigation of the alleged facts to be made. If, after the investigation, the director finds that there 
is substantial evidence, which, if true, warrants removal of the inspector, the director shall file a petition with the board 
requesting removal of the inspector. 
(3) On receipt of a petition by the director seeking removal of an underground mine inspector, the board shall promptly 
notify the inspector to appear before it at a time and place designated in the notice, which time shall be not less than 
fifteen days thereafter. There shall be attached to the copy of the notice served upon the inspector a copy of the petition 
filed with the board. 
(4) At the time and place designated in the notice, the board shall hear all evidence offered in support of the petition and 
on behalf of the inspector. Each witness shall be sworn, and a transcript shall be made of all evidence taken and 
proceedings had at the hearing. No continuance may be granted except for good cause shown. The chairman of the 
board and the director has power to administer oaths and subpoena witnesses. 
(5) If any mine inspector against whom a petition has been filed willfully refuses or fails to appear before the board, or 
having appeared, refuses to answer under oath any relevant question on the basis that the testimony or answer might 
incriminate him or her or refuses to waive immunity from prosecution because of any relevant matter about which the 
inspector may be asked to testify, then the inspector shall forfeit his or her position. 
(6) If, after hearing, the board finds that the inspector should be removed, it shall enter an order to that effect. The 
decision of the board is final and is not subject to judicial review. 
EDITOR’S NOTE:  See Addendum 1 for current salaries as of July 1, 2007 
§22A-1-13. Employment of surface mine inspectors; eligibility; qualifications; examinations; salary; provisions 
relating to underground mine inspectors applicable to surface mine inspectors. 

(a) The office shall employ as many surface mine inspectors as the director determines to be reasonably 
necessary in fully and effectively carrying out the applicable provisions of this chapter. 

(b) To be eligible for employment as a surface mine inspector the applicant shall be: (1) A citizen of West Virginia, 
in good health, not less than twenty-four years of age, of good character and reputation and of temperate habits; (2) a 
person who has had at least five years of practical experience in coal mines, at least two years of which have been in 
surface mines in this state: Provided, That graduation from any accredited college of mining engineering may be 
considered the equivalent of two years of practical experience; and (3) a person who has a good theoretical and practical 
knowledge of surface mines, surface mining methods, sound safety practices and applicable mining laws and rules. For 
the purpose of this section, practical experience means the performance of normal mining duties requiring a person to 
hold a certificate of competency and qualification as an experienced surface miner prior to actually performing such 
duties. 

(c) (1) In order to qualify for appointment as a surface mine inspector, an eligible applicant shall submit to written, 
oral and practical examinations administered by the mine inspectors' examining board and furnish evidence of good 
health, character and other facts establishing eligibility as the board may require. The examinations shall relate to the 
duties to be performed by a surface mine inspector and, subject to the approval of the mine inspectors' examining board, 
may be prepared by the director. 
(2) If the board finds after investigation and examination that an applicant is: (A) Eligible for appointment; and (B) has 
passed each required examination with a grade of at least seventy-five percent, or an overall combined average score of 
eighty percent, the board shall add the applicant's name and grades to the register of qualified eligible candidates and 
promptly certify its action in writing to the director. The director shall then appoint one of the candidates from the three 
having the highest grades. 

(d) Surface mine inspectors shall be paid an annual salary of not less than thirty-seven thousand three hundred 
thirty-two dollars, which shall be fixed by the director, who shall take into consideration ability, performance of duty, and 
experience. Surface mine inspectors shall devote all of their time to the duties of the office. 

(e) Except as expressly provided in this section to the contrary, all provisions of this article relating to the 
eligibility, qualification, appointment, tenure, and removal of underground mine inspectors, as well as those provisions 
relating to compensatory time and reimbursement for necessary expenses, are applicable to surface mine inspectors. 
EDITOR’S NOTE:  See Addendum 1 for current salaries as of July 1, 2007 
§22A-1-14.  Director and inspectors authorized to enter mines; duties of inspectors to examine mines; no 
advance notice; reports after fatal accidents. 

The director, or his or her authorized representative, has authority to visit, enter, and examine any mine, whether 
underground or on the surface, and may call for the assistance of any district mine inspector or inspectors whenever such 
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assistance is necessary in the examination of any mine.  The operator of every coal mine shall furnish the director or his 
or her authorized representative proper facilities for entering such mine and making examination or obtaining information. 

If miners or one of their authorized representatives have reason to believe, at any time, that dangerous conditions 
exist or that the law is not being complied with, they may request the director to have an immediate investigation made.  

Mine inspectors shall devote their full time and undivided attention to the performance of their duties, and they 
shall examine all of the mines in their respective districts at least four times annually, and as often, in addition thereto, as 
the director may direct, or the necessities of the case or the condition of the mine or mines may require, with no advance 
notice of inspection provided to any person, and they shall make a personal examination of each working face and all 
entrances to abandoned parts of the mine where gas is known to liberate, for the purpose of determining whether an 
imminent danger, referred to in section fifteen of this article, exists in any such mine, or whether any provision of article 
two of this chapter is being violated or has been violated within the past forty-eight hours in any such mine. 

In addition to the other duties imposed by this article and article two of this chapter, it is the duty of each inspector 
to note each violation he or she finds and issue a finding, order, or notice, as appropriate for each violation so noted.  
During the investigation of any accident, any violation may be noted whether or not the inspector actually observes the 
violation and whether or not the violation exists at the time the inspector notes the violation, so long as the inspector has 
clear and convincing evidence the violation has occurred or is occurring. 

The mine inspector shall visit the scene of each fatal accident occurring in any mine within his or her district and 
shall make an examination into the particular facts of such accident; make a report to the director, setting forth the results 
of such examination, including the condition of the mine and the cause or causes of such fatal accident, if known, and all 
such reports shall be made available to the interested parties, upon written requests. 

At the commencement of any inspection of a coal mine by an authorized representative of the director, the 
authorized representative of the miners at the mine at the time of such inspection shall be given an opportunity to 
accompany the authorized representative of the director on such inspection. 
§22A-1-15.  Findings, orders and notices. 

(a) If, upon any inspection of a coal mine, an authorized representative of the director finds that an imminent 
danger exists, the representative shall determine the area throughout which the danger exists, and shall immediately 
issue an order requiring the operator of the mine or the operator's agent to cause immediately all persons, except those 
referred to in subdivisions (1), (2), (3) and (4), subsection (e) of this section, to be withdrawn from and to be prohibited 
from entering the area until an authorized representative of the director determines that the imminent danger no longer 
exists. 

(b) If, upon any inspection of a coal mine, an authorized representative of the director finds that there has been a 
violation of the law, but the violation has not created an imminent danger, he or she shall issue a notice to the operator or 
the operator's agent, fixing a reasonable time for the abatement of the violation.  If, upon the expiration of the period of 
time, as originally fixed or subsequently extended, an authorized representative of the director finds that the violation has 
not been totally abated, and if the director also finds that the period of time should not be further extended, the director 
shall find the extent of the area affected by the violation and shall promptly issue an order requiring the operator of the 
mine or the operator's agent to cause immediately all persons, except those referred to in subdivisions (1), (2), (3) and (4), 
subsection (e) of this section, to be withdrawn from, and to be prohibited from entering the area until an authorized 
representative of the director determines that the violation has been abated. 

(c)  If upon any inspection of a coal mine an authorized representative of the director finds that an imminent 
danger exists in an area of the mine, in addition to issuing an order pursuant to subsection (a) of this section, the director 
shall review the compliance record of the mine. 
(1)  A review of the compliance record conducted in accordance with this subsection shall, at a minimum, include a review 
of the following: 
(a)  Any closure order issued pursuant to subsection (a) of this section; 
(b)  Any closure order issued pursuant to subsection (b) of this section; 
(c)  Any enforcement measures taken pursuant to this chapter, other than those authorized under subsections (a) and (b) 
of this section; 
(d)  Any evidence of the operator’s lack of good faith I abating violations at the mine; 
(e)  Any accident, injury or illness record that demonstrates a serious safety or health management problem at the mine; 
(f)  The number of employees at the mine, the size, layout and physical features of the mine and the length of time the 
mine has been in operation; and  
(g)  Any mitigating circumstances. 
(2)  If, after review of the mine’s compliance record, the director determines that the mine has a history of repeated 
significant and substantial violations of a particular standard caused by unwarrantable failure to comply or a history of 
repeated significant and substantial violations of standards related to the same hazard caused by unwarrantable failure to 
comply and the history or histories demonstrate the operator’s disregard for the health and safety of miners, the director 
shall issue a closure order for the entire mine and shall immediately issue an order requiring the operator of the mine or 
the operator’s agent to cause immediately all persons, except those referred to in subdivisions (1), (2), (3) and (4), 
subsection (3) of this section, to be withdrawn from and to be prohibited from entering the mine until a thorough inspection 
of the mine has been conducted by the office and the director determines that the operator has abated all violations 
related to the imminent danger and any violations unearthed in the course of the inspection. 
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 (d)  All employees on the inside and outside of a mine who are idled as a result of the posting of a withdrawal 
order by a mine inspector shall be compensated by the operator at their regular rates of pay for the period they are idled, 
but not more than the balance of the shift.  If the order is not terminated prior to the next working shift, all the employees 
on that shift who are idled by the order are entitled to full compensation by the operator at their regular rates of pay for the 
period they are idled, but for not more than four hours of the shift. 

(e) The following persons are not required to be withdrawn from or prohibited from entering any area of the coal 
mine subject to an order issued under this section: 
(1) Any person whose presence in the area is necessary, in the judgment of the operator or an authorized representative 
of the director, to eliminate the condition described in the order; 
(2) Any public official whose official duties require him or her to enter the area; 
(3) Any representative of the miners in the mine who is, in the judgment of the operator or an authorized representative of 
the director, qualified to make coal mine examinations or who is accompanied by such a person and whose presence in 
the area is necessary for the investigation of the conditions described in the order; and 
(4) Any consultant to any of the persons set forth in this subsection. 

(f) Notices and orders issued pursuant to this section shall contain a detailed description of the conditions or 
practices which cause and constitute an imminent danger or a violation of any mandatory health or safety standard and, 
where appropriate, a description of the area of the coal mine from which persons must be withdrawn and prohibited from 
entering. 

(g) Each notice or order issued under this section shall be given promptly to the operator of the coal mine or the 
operator's agent by an authorized representative of the director issuing the notice or order, and all the notices and orders 
shall be in writing and shall be signed by the representative and posted on the bulletin board at the mine. 

(h) A notice or order issued pursuant to this section may be modified or terminated by an authorized 
representative of the director. 

(i) Each finding, order and notice made under this section shall promptly be given to the operator of the mine to 
which it pertains by the person making the finding, order or notice. 

(j)  Definitions.  For the purposes of this section only, the following terms have the following meanings: 
(1)  “Unwarrantable failure” means aggravated conduct, constituting more than ordinary negligence, by a mine operator in 
relation to a violation of this chapter of the code; and 
(2)  “Significant and substantial violation” shall have the same meaning as that established in 6 FMSHRC 1 (1984). 
§22A-1-16.  Powers and duties of electrical inspectors as to inspections, findings and orders; reports of electrical 
inspectors. 

In order that the electrical inspector may properly perform the duties required of him or her, he or she shall devote 
his or her whole time and attention to the duties of the office, and the inspector has the right to enter any coal mine for the 
purpose of inspecting electrical equipment, and if he or she finds during an inspection any defects in the electrical 
equipment which are covered by law and may be detrimental to the lives or health of the workmen, the inspector has the 
authority to order the operator, in writing, to remedy such defects within a prescribed time, and to prohibit the continued 
operation of such electrical equipment after such time, unless such defects have been corrected. 

The electrical inspector shall examine each mine in his or her division at least once each year or as often as the 
director may deem necessary. 

It is the duty of the electrical inspector, after completing the examination of a mine, to prepare a report describing 
his or her findings in said mine in a manner and form designated by the director.  The original report shall be forwarded to 
the operator or the operator's representative whose duty it is to post it in some conspicuous place open to examination by 
any interested person or persons.  The report shall show the date of inspection, a list of equipment, and any other 
information that the director may deem necessary. 
§22A-1-17.  Review of orders and notices by the director. 

(a) (1) An operator, issued an order pursuant to the provisions of section fifteen of this article, or any 
representative of miners in any mine affected by such order or by any modification or termination of such order, may apply 
to the director for review of the order within thirty days of receipt thereof or within thirty days of its modification or 
termination.  An operator, issued a notice pursuant to subsection (b), section fifteen of this article, or any representative of 
miners in any mine affected by such notice, may, if the operator believes that the period of the time fixed in such notice for 
the abatement of the violation is unreasonable, apply to the director for review of the notice within thirty days of the receipt 
thereof.  The applicant shall send a copy of such application to the representative of miners in the affected mine, or the 
operator, as appropriate.  Upon receipt of such application, the director shall cause such investigation to be made as the 
director deems appropriate.  Such investigation shall provide an opportunity for a public hearing, at the request of the 
operator or the representative of miners in such mine, to enable the operator and the representative of miners in such 
mine to present information relating to the issuance and continuance of such order or the modification or termination 
thereof or to the time fixed in such notice.  The filing of an application for review under this law does not operate as a stay 
of any order or notice. 
(2) The operator and the representative of the miners shall be given written notice of the time and place of the hearing at 
least five days prior to the hearing. 
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(b) Upon receiving the report of such investigation, the director shall make findings of fact, and issue a written 
decision, incorporating therein an order vacating, affirming, modifying or terminating the order, or the modification or 
termination of such order, or the notice complained of and incorporate findings therein.  

(c) In view of the urgent need for prompt decision of matters submitted to the director under this law, all actions 
which the director takes under this section shall be taken as promptly as practicable, consistent with adequate 
consideration of the issues involved. 

(d) Pending completion of the investigation required by this section, the applicant may file with the director a 
written request that the director grant temporary relief from any modification or termination of any order, or from any order 
issued under section fifteen of this article, except an order issued under section sixteen of this article, together with a 
detailed statement giving reasons for granting such relief.  The director may grant such relief, under such conditions as he 
or she may prescribe if:   (1) A hearing has been held in which all parties were given an opportunity to be heard; 
(2) The applicant shows that there is substantial likelihood that the findings of the director will be favorable to the 
applicant; and  
(3) Such relief will not adversely affect the health and safety of miners in the coal mine. 

No temporary relief shall be granted in the case of a notice issued under section fifteen of this article. 
§22A-1-18.  Posting of notices, orders and decisions; delivery to agent of operator; names and addresses to be 
filed by operators. 

(a) At each coal mine there shall be maintained an office with a conspicuous sign designating it as the office of 
the mine, and a bulletin board at such office or at some conspicuous place near an entrance of the mine, in such manner 
that notices, orders and decisions required by this law or rule to be posted on the mine bulletin board may be posted 
thereon, be easily visible to all persons desiring to read them, and be protected against damage by weather and against 
unauthorized removal.  A copy of any notice, order or decision required by this law to be given to an operator shall be 
delivered to the office of the affected mine and a copy shall be immediately posted on the bulletin board of such mine by 
the operator or the operator's agent. 

(b) The director shall cause a copy of any notice, order or decision required by this law to be given to an operator 
to be mailed immediately to a representative of the miners.  Such notice, order or decision shall be available for public 
inspection. 

(c) In order to ensure prompt compliance with any notice, order or decision issued under this law, the authorized 
representative of the director may deliver such notice, order or decision to an agent of the operator and such agent shall 
immediately take appropriate measures to ensure compliance with such notice, order or decision. 

(d) Each operator of a coal mine shall file with the director the name and address of such mine and the name and 
address of the person who controls or operates the mine.  Any revisions in such names or addresses shall be promptly 
filed with the director.  Each operator of a coal mine shall designate a responsible official at such mine as the principal 
officer in charge of health and safety at such mine, and such official shall receive a copy of any notice, order or decision 
issued under this law affecting such mine.  In any case, where the coal mine is subject to the control of any person not 
directly involved in the daily operations of the coal mine, there shall be filed with the director the name and address of 
such person and the name and address of a principal official of such person who has overall responsibility for the conduct 
of an effective health and safety program at any coal mine subject to the control of such person and such official shall 
receive a copy of any notice, order or decision issued affecting any such mine.  The mere designation of a health and 
safety official under this subsection does not make such official subject to any penalty under this law. 
§22A-1-19.  Judicial review. 

(a) Any order or decision issued by the director under this law, except an order or decision under section fifteen of 
this article is subject to judicial review by the circuit court of the county in which the mine affected is located or the circuit 
court of Kanawha County upon the filing in such court or with the judge thereof in vacation of a petition by any person 
aggrieved by the order or decision praying that the order or decision be modified or set aside, in whole or in part, except 
that the court shall not consider such petition unless such person has exhausted the administrative remedies available 
under this law and files within thirty days from date of such order or decision. 

(b) The party making such appeal shall forthwith send a copy of such petition for appeal, by registered mail, to the 
other party.  Upon receipt of such petition for appeal, the director shall promptly certify and file in such court a complete 
transcript of the record upon which the order or decision complained of was issued.  The court shall hear such petition on 
the record made before the director.  The findings of the director, if supported by substantial evidence on the record 
considered as a whole, shall be conclusive.  The court may affirm, vacate or modify any order or decision or may remand 
the proceedings to the director for such further action as it may direct. 

(c) In the case of a proceeding to review any order or decision issued by the director under this law, except an 
order or decision pertaining to an order issued under subsection (a), section fifteen of this article or an order or decision 
pertaining to a notice issued under subsection (b), section fifteen of this article, the court may, under such conditions as it 
may prescribe, grant such temporary relief as it deems appropriate pending final determination of the proceedings if: 
(a) All parties to the proceeding have been notified and given an opportunity to be heard on a request for temporary relief; 
(b) The person requesting such relief shows that there is a substantial likelihood that the person will prevail on the merits 
of the final determination of the proceeding; and 
(c) Such relief will not adversely affect the health and safety of miners in the coal mine. 
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(d) The judgment of the court is subject to review only by the supreme court of appeals of West Virginia upon a 
writ of certiorari filed in such court within sixty days from the entry of the order and decision of the circuit court upon such 
appeal from the director. 

(e) The commencement of a proceeding under this section shall not, unless specifically ordered by the court, 
operate as a stay of the order or decision of the director. 

(f) Subject to the direction and control of the attorney general, attorneys appointed for the director may appear for 
and represent the director in any proceeding instituted under this section. 
§22A-1-20.  Injunctions. 

The director may institute a civil action for relief, including a permanent or temporary injunction, restraining order, 
or any other appropriate order in the circuit court of the county in which the mine is located or the circuit court of Kanawha 
County, whenever the operator or the operator's agent (a) violates or fails or refuses to comply with any order or decision 
issued under this law, or (b) interferes with, hinders or delays the director or his or her authorized representative in 
carrying out the provisions of this law, or (c) refuses to admit such representatives to the mine, or (d) refuses to permit the 
inspection of the mine, or the investigation of an accident or occupational disease occurring in, or connected with, such 
mine, or (e) refuses to furnish any information or report requested by the director in furtherance of the provisions of this 
law, or (f) refuses to permit access to, and copying of, such records as the director determines necessary in carrying out 
the provisions of this law.  Each court shall have jurisdiction to provide such relief as may be appropriate.  Except as 
otherwise provided herein, any relief granted by the court to enforce an order under clause (a) of this section shall 
continue in effect until the completion or final termination of all proceedings for review of such order under this law, unless, 
prior thereto, the circuit court granting such relief sets it aside or modifies it.  In any action instituted under this section to 
enforce an order or decision issued by the director after a public hearing, the findings of the director, if supported by 
substantial evidence on the record considered as a whole, shall be conclusive. 
§22A-1-21.  Penalties. 

(a)(1) Any operator of a coal mine in which a violation occurs of any health or safety rule or who violates any other 
provisions of this chapter shall be assessed a civil penalty by the director under subdivision (3) of this subsection, which 
shall be not more than three thousand dollars, for each violation, unless the director determines that it is appropriate to 
impose a special assessment for said violation, pursuant to the provisions of subdivision (2), subsection (b) of this section. 
Each violation constitutes a separate offense. In determining the amount of the penalty, the director shall consider the 
operator's history of previous violations, whether the operator was negligent, the appropriateness of the penalty to the size 
of the business of the operator charged, the gravity of the violation and the demonstrated good faith of the operator 
charged in attempting to achieve rapid compliance after notification of a violation. Not later than the first day of June, two 
thousand two, the director shall promulgate as a rule the procedure for assessing such civil penalties. This rule will be in 
effect upon filing, without regard to the provisions of chapter twenty-nine-a of this code. 
(2) Any revisions to rules relating to the assessment of civil penalties shall be proposed for promulgation as legislative 
rules in accordance with the provisions of article three, chapter twenty-nine-a of this code. 
(3) Any miner who knowingly violates any health or safety provision of this chapter or health or safety rule promulgated 
pursuant to this chapter is subject to a civil penalty assessed by the director under subdivision (4) of this subsection which 
shall not be more than two hundred fifty dollars for each occurrence of the violation. 
(4) A civil penalty under subdivision (1) or (2) of subsection (a) of this section or subdivision (1) or (2) of subsection (b) of 
this section shall be assessed by the director only after the person charged with a violation under this chapter or rule 
promulgated pursuant to this chapter has been given an opportunity for a public hearing and the director has determined, 
by a decision incorporating the director's findings of fact in the decision, that a violation did occur and the amount of the 
penalty which is warranted and incorporating, when appropriate, an order in the decision requiring that the penalty be 
paid. Any hearing under this section shall be of record. 
(5) If the person against whom a civil penalty is assessed fails to pay the penalty within the time prescribed in the order, 
the director may file a petition for enforcement of the order in any appropriate circuit court. The petition shall designate the 
person against whom the order is sought to be enforced as the respondent. A copy of the petition shall immediately be 
sent by certified mail, return receipt requested, to the respondent and to the representative of the miners at the affected 
mine or the operator, as the case may be. The director shall certify and file in the court the record upon which the order 
sought to be enforced was issued. The court has jurisdiction to enter a judgment enforcing, modifying and enforcing as 
modified, or setting aside, in whole or in part, the order and decision of the director or it may remand the proceedings to 
the director for any further action it may direct. The court shall consider and determine de novo all relevant issues, except 
issues of fact which were or could have been litigated in review proceedings before a circuit court under section twenty of 
this article and, upon the request of the respondent, those issues of fact which are in dispute shall be submitted to a jury. 
On the basis of the jury's findings the court shall determine the amount of the penalty to be imposed. Subject to the 
direction and control of the attorney general, attorneys appointed for the director may appear for and represent the 
director in any action to enforce an order assessing civil penalties under this subdivision. 

(b) (1) Any operator who knowingly violates a health or safety provision of this chapter or health or safety rule 
promulgated pursuant to this chapter, or knowingly violates or fails or refuses to comply with any order issued under 
section fifteen of this article, or any order incorporated in a final decision issued under this article, except an order 
incorporated in a decision under subsection (a) of this section or subsection (b), section twenty-two of this article, shall be 
assessed a civil penalty by the director under subdivision (5), subsection (a) of this section of not more than five thousand 
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dollars and for a second or subsequent violation assessed a civil penalty of not more than ten thousand dollars, unless the 
director determines that it is appropriate to impose a special assessment for said violation, pursuant to the provisions of 
subdivision (2) of this subsection. 
(2) In lieu of imposing a civil penalty pursuant to the provisions of subsection (a) of this section or subdivision (1) of this 
subsection, the director may impose a special assessment if an operator violates a health or safety provision of this 
chapter or health or safety rule promulgated pursuant to this chapter and the violation is of serious nature and involves 
one or more of the following by the operator: 
(a) Violations involving fatalities and serious injuries; 
(b) Failure or refusal to comply with any order issued under section fifteen of this article; 
(c) Operation of a mine in the face of a closure order; 
(d) Violations involving an imminent danger; 
(e) Violations involving an extraordinarily high degree of negligence or gravity or other unique aggravating circumstances; 
or 
(f) A discrimination violation under section twenty-two of this article. 
In situations in which the director determines that there are factors present which would make it appropriate to impose a 
special assessment, the director shall assess a civil penalty of at least five thousand dollars and of not more than ten 
thousand dollars.  

(c) Whenever a corporate operator knowingly violates a health or safety provision of this chapter or health or 
safety rules promulgated pursuant to this chapter, or knowingly violates or fails or refuses to comply with any order issued 
under this law or any order incorporated in a final decision issued under this law, except an order incorporated in a 
decision issued under subsection (a) of this section or subsection (b), section twenty-two of this article, any director, 
officer or agent of the corporation who knowingly authorized, ordered or carried out the violation, failure or refusal is 
subject to the same civil penalties that may be imposed upon a person under subsections (a) and (b) of this section. 

(d) Whoever knowingly makes any false statement, representation or certification in any application, record, 
report, plan or other document filed or required to be maintained pursuant to this law or any order or decision issued 
under this law is guilty of a misdemeanor and, upon conviction thereof, shall be fined not more than five thousand dollars 
or imprisoned in the county jail not more than six months, or both fined and imprisoned. The conviction of any person 
under this subsection shall result in the revocation of any certifications held by the person under this chapter which 
certified or authorized the person to direct other persons in coal mining by operation of law and bars that person from 
being issued any license under this chapter, except a miner's certification, for a period of not less than one year or for a 
longer period as may be determined by the director. 

(e) Whoever willfully distributes, sells, offers for sale, introduces or delivers in commerce any equipment for use in 
a coal mine, including, but not limited to, components and accessories of the equipment, who willfully misrepresents the 
equipment as complying with the provisions of this law, or with any specification or rule of the director applicable to the 
equipment, and which does not comply with the law, specification or rule, is guilty of a misdemeanor and, upon conviction 
thereof, is subject to the same fine and imprisonment that may be imposed upon a person under subsection (d) of this 
section. 

(f) There is created in the treasury of the state of West Virginia a special health, safety and training fund.  All civil 
penalty assessments collected under this section shall be collected by the director and deposited with the treasurer of the 
state of West Virginia to the credit of the special health, safety and training fund. The fund shall be used by the director 
who is authorized to expend the moneys in the fund for the administration of this chapter. 
§22A-1-22.  Discrimination. 

(a) No person shall discharge or in any other way discriminate against or cause to be discharged or discriminated 
against any miner or any authorized representative of miners by reason of the fact that the person believes or knows that 
such miner or representative (1) has notified the director, his or her authorized representative, or an operator, directly or 
indirectly, of any alleged violation or danger, (2) has filed, instituted or caused to be filed or instituted any proceeding 
under this law, (3) has testified or is about to testify in any proceeding resulting from the administration or enforcement of 
the provisions of this law.  No miner or representative shall be discharged or in any other way discriminated against or 
caused to be discriminated against because a miner or  representative has done (1), (2) or (3) above. 

(b) Any miner or a representative of miners who believes that he or she has been discharged or otherwise 
discriminated against, or any miner who has not been compensated by an operator for lost time due to the posting of a 
withdrawal order, may, within thirty days after such violation occurs, apply to the appeals board for a review of such 
alleged discharge, discrimination or failure to compensate.  A copy of the application shall be sent to such person who 
shall be the respondent.  Upon receipt of such application, the appeals board shall cause such investigation to be made 
as it deems appropriate.  Such investigation shall provide an opportunity for a public hearing at the request of any party to 
enable the parties to present information relating to such violation.  The parties shall be given written notice of the time 
and place of the hearing at least five days prior to the hearing.  Mailing of the notice of hearing to the charged party at the 
party's last address of record as reflected in the records of the office is adequate notice to the charged party.  Such notice 
shall be by certified mail, return receipt requested.  Any such hearing shall be of record.  Upon receiving the report of such 
investigation, the board shall make findings of fact.  If it finds that such violation did occur, it shall issue a decision within 
forty-five days, incorporating an order therein, requiring the person committing such violation to take such affirmative 
action to abate the violation as the board deems appropriate, including, but not limited to, the rehiring or reinstatement of 



 22

the miner or representative of miners to his or her former position with back pay, and also pay compensation for the idle 
time as a result of a withdrawal order.  If it finds that there was no such violation, it shall issue an order denying the 
application.  Such order shall incorporate the board's finding therein.  If the proceedings under this section relative to 
discharge are not completed within forty-five days of the date of discharge due to delay caused by the operator, the miner 
shall be automatically reinstated until the final determination.  If such proceedings are not completed within forty-five days 
of the date of discharge due to delay caused by the board, then the board may, at its option, reinstate the miner until the 
final determination.  If such proceedings are not completed within forty-five days of the date of discharge due to delay 
caused by the miner the board shall not reinstate the miner until the final determination. 

(c) Whenever an order is issued under this section, at the request of the applicant, a sum equal to the aggregate 
amount of all costs and expenses including the attorney's fees as determined by the board to have been reasonably 
incurred by the applicant for, or in connection with, the institution and prosecution of such proceedings, shall be assessed 
against the person committing such violation. 
§22A-1-23.  Records and reports. 

In addition to such records as are specifically required by this law, every operator of a coal mine shall establish 
and maintain such records, make such reports, and provide such information, as the director may reasonably require from 
time to time to enable the director to perform his or her functions under this law.  The director is authorized to compile, 
analyze, and publish, either in summary or detailed form, such reports or information so obtained.  Except to the extent 
otherwise specifically provided by this law, all records, information, reports, findings, notices, orders, or decisions required 
or issued pursuant to or under this law may be published from time to time, may be released to any interested person and 
shall be made available for public inspection. 
§22A-1-24.  Mine foreman examiner for mine foremen-fire bosses and assistant mine foremen-fire bosses; salary. 

The director shall appoint a mine foreman examiner to examine and certify mine foremen-fire bosses, assistant 
mine foremen-fire bosses and mine examiners or fire bosses.  Such mine foremen examiners shall be paid a minimum 
salary of thirty-one thousand thirty-two dollars per year. 
§22A-1-25.  Duties of mine foreman examiner. 

The duties of the mine foreman examiner are to: 
(a) Prepare and conduct examinations of mine foremen, assistant mine foremen and fire bosses; 
(b) Prepare and certify to the director a register of all persons who successfully completed the examination with a 

passing grade of eighty percent. 
§22A-1-26.  Place and time for examinations. 

The director shall determine the location where the mine foreman examiner shall meet for the purpose of holding 
examinations, and at least two weeks' notice of the time and place where the examinations are to be held shall be given. 

The examinations shall be given at any location where there are at least five men to be tested, and adequate 
facilities to conduct such examination.  The office of the secretary to the mine foreman examiner shall be located in the 
capitol complex in Charleston.  All records pertaining to the examinations shall be kept at such office. 
§22A-1-27.  Preparation of examinations; notice of intention to take examination; investigation of applicants. 

The mine foreman examiner shall, with the approval of the director, prepare, and from time to time, modify 
examinations to be administered applicants for certification as mine foremen and fire bosses. 

All persons who desire to appear for examination shall notify the mine foreman examiner of their intentions to 
appear, if possible, not less than ten days prior to the date set for the examination.  The mine foreman examiner shall 
inquire into the character and qualifications of the applicants who present themselves for examination. 
§22A-1-28.  Certificates of qualification heretofore granted. 

Certificates of qualification of service heretofore granted shall have equal value with certificates of qualifications 
granted under this law. 
§22A-1-29.  Mine foreman examiner to certify successful applicants to director. 

The mine foreman examiner shall certify to the director, on a form furnished by the director, every person whose 
examination shall disclose the person's fitness for the duties of mine foreman, assistant mine foreman, and fire boss, as 
above classified, and the director shall prepare certificates of qualification for the successful applicants and send them to 
the mine foreman examiner for distribution. 
§22A-1-30.  Record of examination. 

The mine foreman examiner shall send to the director the answers and all other papers of the applicants, together 
with the tally sheets and a list of the questions and answers as prepared by the mine foreman examiner which shall be 
filed in the office as public documents. 
§22A-1-31.  Withdrawal of certification. 

(a) Charge of breach of duty. A mine inspector or the director may charge a mine foreman, assistant mine 
foreman, fire boss or any other certified person with neglect or failure to perform any duty mandated pursuant to this 
article or article two of this chapter.  The charge shall state the name of the person charged, the duty or duties he or she is 
alleged to have violated, the approximate date and place so far as is known of the violation of duty, the capacity of the 
person making the charge, and shall be verified on the basis of information and belief or personal knowledge.  The charge 
is initiated by filing it with the director or with the board of appeals.  A copy of any charge filed with the board of appeals or 
any member thereof, shall be transmitted promptly to the director.  The director shall maintain a file of each charge and of 
all related documents which shall be open to the public. 
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(b) Evaluation of charge by board of appeals. Within twenty days after receipt of the charge the board shall 
evaluate the charge and determine whether or not a violation of duty has been stated.  In making such a determination the 
board shall evaluate all documents submitted to it by all persons to determine as nearly as possible the substance of the 
charge and if the board of appeals is unable to determine the substance of the charge it may request the director to 
investigate the charge.  Upon request, the director shall cause the charge to be investigated and report the results of the 
investigation to the board of appeals within ten days of the director's receipt of the charge.  If the board determines that 
probable cause exists to support the allegation that the person charged has violated his or her duty, the board by the end 
of the twenty-day period shall set a date for hearing which date shall be within eighty days of the filing of the charge.  
Notice of the hearing or notice of denial of the hearing for failure to state a charge and a copy of the charge shall be 
mailed by certified mail, return receipt requested, to the charging party, the charged party, the director, the representative 
of the miner or miners affected and to any interested person of record.  Thereafter the board shall maintain the file of the 
charge, which shall contain all documents, testimony and other matters filed which shall be open for public inspection. 

(c) Hearing. The board of appeals shall hold a hearing, may appoint a hearing examiner to take evidence and 
report to the board of appeals within the time allotted, may direct or authorize taking of oral depositions under oath by any 
participant, or adopt any other method for the gathering of sworn evidence which affords the charging party, the charged 
party, the director and any interested party of record due process of law and a fair opportunity to present and make a 
record of evidence.  Any member of the board shall have the power to administer oaths.  The board may subpoena 
witnesses and require production of any books, papers, records or other documents relevant or material to the inquiry.  
The board shall consider all evidence offered in support of the charge and on behalf of the persons so charged at the time 
and place designated in the notice.  Each witness shall be sworn and a transcript shall be made of all evidence presented 
in any such hearing.  No continuance shall be granted except for good cause shown. 

At the conclusion of the hearing the board shall proceed to determine the case upon consideration of all the 
evidence offered and shall render a decision containing its findings of fact and conclusions of law.  If the board finds by a 
preponderance of the evidence that the certificate or certificates of the charged person should be suspended or revoked, 
as hereinafter provided, it shall enter an order to that effect.  No renewal of the certificate shall be granted except as 
herein provided. 

(d) Failure to cooperate.  Any person charged who without just cause refuses or fails to appear before the board 
or cooperate in the investigation or gathering of evidence shall forfeit his or her certificate or certificates for a period to be 
determined by the board, not to exceed five years, and such certificate or certificates may not be renewed except upon a 
successful completion of the examination prescribed by the law for mine foremen, assistant mine foremen, fire bosses or 
other certified persons. 

(e) Penalties. The board may suspend or revoke the certificate or certificates of a charged party for a minimum of 
thirty days or more including an indefinite period or may revoke permanently the certificate or certificates of the charged 
party, as it sees fit, subject to the prescribed penalties and monetary fines imposed elsewhere in this chapter. 

(f) Integrity of penalties imposed. No person whose certification is suspended or revoked under this provision can 
perform any duties under any other certification issued under this chapter, during the period of the suspension imposed 
herein.  

(g) Any party adversely affected by a final order or decision issued by the board hereunder is entitled to judicial 
review thereof pursuant to section four, article five, chapter twenty-nine-a of this code. 
§22A-1-32.  Certification of mine foreman or assistant mine foreman whose license to engage in similar activities 
suspended in another state. 

Any person whose license, certificate or similar authority to perform any supervisory or fire boss duties in another 
state has been suspended or revoked by that state cannot be certified under any provision of this chapter during the 
period of such suspension or revocation in the other state. 
§22A-1-33.  Mine rescue stations; equipment. 

The director is hereby authorized to purchase, equip and operate for the use of said office such mine rescue 
stations and equipment as he or she may deem necessary. 
§22A-1-34.  Mine rescue crews. 

The director is hereby authorized to have trained and employed at the rescue stations, operated by the office 
within the state, such rescue crews as he or she may deem necessary.  Each member of a rescue crew shall devote four 
hours each month for training purposes and shall be available at all times to assist in rescue work at explosions and mine 
fires.  Regular members shall receive for such services the sum of thirty-two dollars per month, and captains shall receive 
thirty-five dollars per month, payable on requisition approved by the director.  The director may remove any member of a 
rescue crew at any time.  
§22A-1-35.  Mine rescue teams. 

(a) It is the responsibility of the operator to provide mine rescue coverage at each active underground mine. 
(b) Mine rescue coverage may be provided by: 

(1) Establishing at least two mine rescue teams which are available at all times when miners are underground; or 
(2) Entering into an arrangement for mine rescue services which assures that at least two mine rescue teams are 
available at all times when miners are underground. 

(c) As used in this section, mine rescue teams shall be considered available where teams are capable of 
presenting themselves at the mine site(s) within a reasonable time after notification of an occurrence which might require 
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their services.  Rescue team members will be considered available even though performing regular work duties or while in 
an off-duty capacity.  The requirement that mine rescue teams be available does not apply when teams are participating 
in mine rescue contests or providing rescue services to another mine. 

(d) In the event of a fire, explosion or recovery operations in or about any mine, the director is hereby authorized 
to assign any mine rescue team to said mine to protect and preserve life and property.  The director may also assign mine 
rescue and recovery work to inspectors, instructors or other qualified employees of the office as he or she deems 
necessary. 

(e) The ground travel time between any mine rescue station and any mine served by that station shall not exceed 
two hours.  To ensure adequate rescue coverage for all underground mines, no mine rescue station may provide 
coverage for more than seventy mines within the two-hour ground travel limit as defined in this subsection. 

(f) Each mine rescue team shall consist of five members and one alternate, who are fully qualified, trained and 
equipped for providing emergency mine rescue service.  Each mine rescue team shall be trained by a state certified mine 
rescue instructor. 

(g) Each member of a mine rescue team must have been employed in an underground mine for a minimum of 
one year.  For the purpose of mine rescue work only, miners who are employed on the surface but work regularly 
underground meet the experience requirement.  The underground experience requirement is waived for those members 
of a mine rescue team on the effective date of this statute. 

(h) An applicant for initial mine rescue training shall pass, on at least an annual basis, a physical examination by a 
licensed physician certifying his or her fitness to perform mine rescue work.  A record that such examination was taken, 
together with pertinent data relating thereto, shall be kept on file by the operator and a copy shall be furnished to the 
director. 

(i) Upon completion of the initial training, all mine rescue team members shall receive at least forty hours of 
refresher training annually.  This training shall be given at least four hours each month, or for a period of eight hours every 
two months, and shall include: 
(1) Sessions underground at least once every six months; 
(2) The wearing and use of a breathing apparatus by team members for a period of at least two hours, while under 
oxygen, once every two months; 
(3) Where applicable, the use, care, capabilities and limitations of auxiliary mine rescue equipment, or a different 
breathing apparatus; 
(4) Mine map training and ventilation procedures. 

(j) When engaged in rescue work required by an explosion, fire or other emergency at a mine, all members of 
mine rescue teams assigned to rescue operations shall, during the period of their rescue work, be employees of the 
operator of the mine where the emergency exists, and shall be compensated by the operator at the rate established in the 
area for such work.  In no case shall this rate be less than the prevailing wage rate in the industry for the most skilled 
class of inside mine labor.  During the period of their emergency employment, members of mine rescue teams shall be 
protected by the workers' compensation subscription of such emergency employer. 

(k) During the recovery work and prior to entering any mine at the start of each shift, all rescue or recovery teams 
shall be properly informed of existing conditions and work to be performed by the designated company official in charge. 
(1) For every two teams performing rescue or recovery work underground, one six-member team shall be stationed at the 
mine portal. 
(2) Each rescue or recovery team performing work with a breathing apparatus shall be provided with a backup team of 
equal number, stationed at each fresh air base. 
(3) Two-way communication and a lifeline or its equivalent shall be provided at each fresh air base for all mine rescue or 
recovery teams and no mine rescue team member shall advance more than one thousand feet inby the fresh air base:  
Provided, That if a life may possibly be saved and existing conditions do not create an unreasonable hazard to mine 
rescue team members, the rescue team may advance a distance agreed upon by those persons directing the mine rescue 
or recovery operations:  Provided, however, That a lifeline or its equivalent shall be provided in each fresh air base for all 
mine rescue or recovery teams. 
(4) A rescue or recovery team shall immediately return to the fresh air base when the atmospheric pressure of any 
member's breathing apparatus depletes to sixty atmospheres, or its equivalent. 

(l) Mine rescue stations shall provide a centralized storage location for rescue equipment.  This storage location 
may be either at the mine site, affiliated mines or a separate mine rescue structure.  All mine rescue teams shall be 
guided by the mine rescue apparatus and auxiliary equipment manual.  Each mine rescue station shall be provided with at 
least the following equipment: 
(1) Twelve self-contained oxygen breathing apparatuses, each with a minimum of two hours capacity, and any necessary 
equipment for testing such breathing apparatuses; 
(2) A portable supply of liquid air, liquid oxygen, pressurized oxygen, oxygen generating or carbon dioxide absorbent 
chemicals, as applicable to the supplied breathing apparatuses and sufficient to sustain each team for six hours while 
using the breathing apparatuses during rescue operations; 
(3) One extra, fully charged, oxygen bottle for each self-contained compressed oxygen breathing apparatus, as required 
under subdivision (1) of this subsection; 
(4) One oxygen pump or a cascading system, compatible with the supplied breathing apparatuses; 
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(5) Twelve permissible cap lamps and a charging rack; 
(6) Two gas detectors appropriate for each type of gas which may be encountered at the mines served;  
(7) Two oxygen indicators or two flame safety lamps; 
(8) One portable mine rescue communication system or a sound-powered communication system.  The wires or cable to 
the communication system shall be of sufficient tensile strength to be used as a manual communication system.  The 
communication system shall be at least one thousand feet in length; and  
(9) Necessary spare parts and tools for repairing the breathing apparatuses and communication system, as presently 
prescribed by the manufacturer. 

(m) Mine rescue apparatuses and equipment shall be maintained in a manner that will ensure readiness for 
immediate use.  A person trained in the use and care of breathing apparatuses shall inspect and test the apparatuses at 
intervals not exceeding thirty days and shall certify by signature and date that the inspections and tests were done.  When 
the inspection indicates that a corrective action is necessary, the corrective action shall be made and recorded by said 
person.  The certification and corrective action records shall be maintained at the mine rescue station for a period of one 
year and made available on request to an authorized representative of the director. 

(n) Authorized representatives of the director have the right of entry to inspect any designated mine rescue 
station. 

(o) When an authorized representative finds a violation of any of the mine rescue requirements, the 
representative shall take appropriate corrective action in accordance with section fifteen of this article. 

(p) Operators affiliated with a station issued an order by an authorized representative will be notified of that order 
and that their mine rescue program is invalid.  The operators shall have twenty-four hours to submit to the director a 
revised mine rescue program. 

(q) Every operator of an underground mine shall develop and adopt a mine rescue program for submission to the 
director within thirty days of the effective date of this statute:  Provided, That a new program need only be submitted when 
conditions exist as defined in subsection (p) of this section, or when information contained within the program has 
changed. 

(r) A copy of the mine rescue program shall be posted at the mine and kept on file at the operator's mine rescue 
station or rescue station affiliate and the state regional office where the mine is located.  A copy of the mine emergency 
notification plan filed pursuant to 30 CFR 49.9(a) will satisfy the requirements of subsection (q) of this section if submitted 
to the director. 

(s) The operator shall immediately notify the director of any changed conditions materially affecting the 
information submitted in the mine rescue program. 
§22A-1-36.  Mandatory safety programs; penalties. 

(a) The director, in consultation with the state board of coal mine health and safety, shall promulgate rules in 
accordance with chapter twenty-nine-a of this code, detailing the requirements for mine safety programs to be established 
by coal operators, as provided in subsection (b) of this section.  The rules may require different types of safety programs 
to be developed, depending upon the output of the particular mine, the number of employees of the particular mine, the 
location of the particular mine, the physical features of the particular mine or any other factor deemed relevant by the 
director. 

(b) Within six months of the date when the rules required in subsection (a), above, become final, each operator 
shall develop and submit to the director a comprehensive mine safety program for each mine, in   accordance with such 
rules.  Each employee of the mine shall be afforded an opportunity to review and submit comments to the director 
regarding the modification or revision of such program, prior to submission of such program to the director.  Upon 
submission of such program the director has ninety days to approve, reject or modify such program.  If the program is 
rejected, the director shall give the operator a reasonable time to correct and resubmit such program.  Each program 
which is approved shall be reviewed, at least annually, by the director.  An up-to-date copy of each program shall be 
placed on file in the office and further copies shall be made available to the miners of each mine and their representatives.  
Each operator shall undertake all efforts necessary to assure total compliance with the appropriate safety program at each 
mine and shall fully implement all portions of such program. 

(c) Any person violating any provision of this section is guilty of a misdemeanor and, upon conviction thereof, shall 
be fined not less than one hundred nor more than one thousand dollars, or imprisoned in the county jail for not more than 
six months, or both fined and imprisoned. 
§22A-1-37.  Certification of surface mine foremen. 

(a) In every surface mine, regulated under the provisions of article three or four, chapter twenty-two of this code, 
where five or more persons are employed in a period of twenty-four hours, the operator shall employ at least one person 
certified in accordance with the provisions of article seven of this chapter as a mine foreman.  Each applicant for 
certification as a mine foreman shall, at the time of issuance of a certificate of competency:  (1) Be a resident or employed 
in a mine in this state; (2) have had at least three years' experience in surface mining, which shall include at least 
eighteen months' experience on or at a working section of a surface mine, or be a graduate of the school of mines at West 
Virginia University or of another accredited mining engineering school and have had at least two years' practical 
experience in a surface mine, which shall include at least eighteen months' experience on or at a working section of a 
surface mine; and (3) have demonstrated knowledge of mine safety, first aid, safety appliances, emergency procedures 
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relative to all equipment, state and federal mining laws and regulations and other subjects, by completing such training, 
education and examinations as may be required under article seven of this chapter. 

(b) In surface mines in which the operations are so extensive that the duties devolving upon the mine foreman 
cannot be discharged by one person, one or more assistant mine foreman may be designated.  Such persons shall act 
under the instruction of the mine foreman who shall be responsible for their conduct in the discharge of their duties.  Each 
assistant so designated shall be certified under the provisions of article seven of this chapter.  Each applicant for 
certification as assistant mine foreman shall, at the time of issuance of a certificate of competency, possess all of the 
qualifications required of a mine foreman:  Provided, That at the time of certification the person is required to have at least 
two years' experience in surface mining, which shall include eighteen months on or at a working section of a surface mine 
or be a graduate of the school of mines at West Virginia University or of another accredited mining engineering school and 
have had twelve months' practical experience in a surface mine, all of which shall have been on or at a working section. 

(c) The director shall promulgate such rules as may be necessary to carry out the provisions of this section. 
§22A-1-38.  Applicability and enforcement of laws safeguarding life and property; rules; authority of director 
regarding enforcing safety laws. 

All provisions of this chapter intended to safeguard life and property shall extend to all surface-mining operations, 
regulated under articles three and four, chapter twenty-two of this code, insofar as such laws are applicable thereto.  The 
director shall promulgate reasonable rules in accordance with the provisions of chapter twenty-nine-a of this code to 
protect the safety of those employed in and around surface mines.  The enforcement of all laws and rules relating to the 
safety of those employed in and around surface mines is hereby vested in the director and shall be enforced according to 
the provisions of this chapter. 
§22A-1-39. Reciprocity of mine foreman certification and experienced miner certification. 

(a) Beginning the first day of April, one thousand nine hundred ninety-nine, and notwithstanding any other 
provisions in this code to the contrary, the Director, in consultation with the board of miner training, education and 
certification, established pursuant to the provisions of article seven of this chapter, shall make reciprocity of mine foreman 
certification and experienced miner certification available to any person certified by a state which accepts West Virginia's 
mine foreman or experienced miner certifications, if that state's qualifications, examination and certification criteria are 
substantially equivalent to those utilized by this state. 

  (b) A person requesting either of these certifications by reciprocity shall submit a photographic identification, a 
current copy of his or her certification card or certificate, verifiable documentation of all degrees held, continuing education 
successfully completed, and documentation of other training, if required for the certification, and shall also comply with 
any other criteria as the Director, in consultation with the board of miner training, education and certification, may 
reasonably require from time to time to effectively carry out the provisions of this section:  Provided, That the criteria shall 
include, but is not limited to, the following minimum  requirements:    
(1) When a reciprocity agreement applicable to mine foreman certification has been established with another state, any 
applicant holding a mine foreman certificate from that state shall take the component of the West Virginia mine foreman 
certification examination that pertains only to specific West Virginia mining laws and rules and shall pass the examination 
with a score of at least eighty percent prior to being issued a West Virginia mine foreman certificate; 
(2) when a reciprocity agreement applicable to experienced miner certification has been established with another state, 
any applicant holding an experienced miner's certificate from that state shall receive hazard training in accordance with 
provisions contained in 30 CFR Part 48.11 if the applicant is an underground miner, or in accordance with the provisions 
contained in 30 CFR Part 48.31 if the applicant is a surface miner, and shall receive instruction in West Virginia's mining 
laws and rules pertinent to any duties that are or will be assigned the miner prior to the miner performing any duties; and  
(3) records of all training and instruction shall be kept in a book provided exclusively for that purpose which shall be made 
available upon request to an authorized representative of the Director and to authorized representatives of miners in or at 
the mine. 
 

CHAPTER 22A   ARTICLE 2 
UNDERGROUND MINES 

§22A-2-1.  Supervision by professional engineer or licensed land surveyor; seal and certification; contents; 
extensions; repository; availability; traversing; copies; archive; final survey and map; penalties. 

The mapping of all coal mines shall be supervised by a competent engineer or land surveyor.  The work of such 
engineer or land surveyor shall be supervised by either a civil engineer or a mining engineer certified by the board of 
registration for professional engineers, which exists by authority of section four, article thirteen, chapter thirty of this code, 
or a licensed land surveyor approved by the board of examiners of land surveyors as provided by section three, article 
thirteen-a of said chapter thirty.  To each map supervised by the engineer or land surveyor there shall be affixed thereto 
the seal of a certified or professional engineer or licensed land surveyor, which shall be identical to the design authorized 
by the board of registration for professional engineers, as provided in section sixteen, article thirteen of said chapter thirty 
or board of examiners of land surveyors as provided by section eleven, article thirteen-a of said chapter thirty.  Every map 
certified shall have the professional engineer's or land surveyor's signature and certificate, in addition to his or her seal, in 
the following form: 
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"I, the undersigned, hereby certify that this map is correct and shows all the information, to the best of my knowledge and 
belief, required by the laws of this State, and covers the period ending _____________________       
______________________________________________ P. E.   (Either Civil or Mining Engineer or Land Surveyor)."      

The operator of every underground coal mine shall make, or cause to be made, an accurate map of such mine, 
on a scale of not less than one hundred, and not more than five hundred feet to the inch.  The map of such mine shall 
show: 
(1) Name and address of the mine; 
(2) The scale and orientation of the map; 
(3) The property or boundary lines of the mine; 
(4) The shafts, slopes, drifts, tunnels, entries, rooms, crosscuts and all other excavations and auger and strip mined areas 
of the coalbed being mined; 
(5) All drill holes that penetrate the coalbed being mined; 
(6) Dip of the coalbed; 
(7) The outcrop of the coalbed within the bounds of the property assigned to the mine; 
(8) The elevations of tops and bottoms of shafts and slopes, and the floor at the entrance to drift and tunnel openings; 
(9) The elevation of the floor at intervals of not more than two hundred feet in: 

(a) At least one entry of each working section, and main and cross entries; 
(b) The last line of open crosscuts of each working section, and main and cross entries before such sections and 

main and cross entries are abandoned; and 
(c) Rooms advancing toward or adjacent to property or boundary lines or adjacent mines; 

(10) Contour lines passing through whole number elevations of the coalbed being mined, the spacing of such lines not to 
exceed ten-foot elevation levels, except that a broader spacing of contour lines may be approved for steeply pitching 
coalbeds by the person authorized so to do under the federal act; and contour lines may be placed on overlays or tracings 
attached to mine maps; 
(11) As far as practicable the outline of existing and extracted pillars; 
(12) Entries and air courses with the direction of airflow indicated by arrows; 
(13) The location of all surface mine ventilation fans, which location may be designated on the mine map by symbols; 
(14) Escapeways; 
(15) The known underground workings in the same coalbed on the adjoining properties within one thousand feet of such 
mine workings and projections; 
(16) The location of any body of water dammed in the mine or held back in any portion of the mine, but such bodies of 
water may be shown on overlays or tracings attached to the mine maps used to show contour lines, as provided under 
subdivision (10) of this section; 
(17) The elevation of any body of water dammed in the mine or held back in any portion of the mine; 
(18) The abandoned portion or portions of the mine; 
(19) The location and description of at least two permanent base line points coordinated with the underground and surface 
mine traverses, and the location and description of at least two permanent elevation bench marks used in connection with 
establishing or referencing mine elevation surveys; 
(20) Mines above or below; 
(21) Water pools above; 
(22) The location of the principal streams and bodies of water on the surface; 
(23) Either producing or abandoned oil and gas wells located within five hundred feet of such mine and any underground 
area of such mine; 
(24) The location of all high pressure pipelines, high voltage power lines and principal roads; 
(25) The location of railroad tracks and public highways leading to the mine, and mine buildings of a permanent nature 
with identifying names shown; 
(26) Where the overburden is less than one hundred feet, occupied dwellings; and 
(27) Such other information as may be required under the federal act or by the office of miners' health, safety and training. 

The operator of every underground coal mine shall extend, or cause to be extended, on or before the first day of 
March and on or before the first day of September of each year, such mine map thereof to accurately show the progress 
of the workings as of the first day of July and the first day of January of each year.  Such map shall be kept up to date by 
temporary notations, which shall include: 
(1) The location of each working face of each working place; 
(2) Pillars mined or other such second mining; 
(3) Permanent ventilation controls constructed or removed, such as seals, overcasts, undercasts, regulators and 
permanent stoppings, and the direction of air currents indicated; and 
(4) Escapeways designated by means of symbols.  

Such map shall be revised and supplemented at intervals prescribed under the federal act on the basis of a 
survey made or certified by such engineer or surveyor, and shall be kept by the operator in a fireproof repository located 
in an area on the surface chosen by the operator to minimize the danger of destruction by fire or other hazard. 

Such map and any revision and supplement thereof shall be available for inspection by a federal mine inspector, 
by mine health and safety instructors, by miners in the mine and their representatives and by operators of adjacent coal 
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mines and by persons owning, leasing or residing on surface areas of such mines or areas adjacent to such mines, and a 
copy of such map and any revision and supplement thereof shall be promptly filed with the office of miners' health, safety 
and training.  The operator shall also furnish to persons expressly entitled thereto under the federal act, upon request, one 
or more copies of such maps and any revision and supplement thereof.  Such map or revision and supplement thereof 
shall be kept confidential and its contents shall not be divulged to any other person, except to the extent necessary to 
carry out the provisions of the federal act and this chapter and in connection with the functions and responsibilities of the 
secretary of housing and urban development. 

Surveying calculations and mapping of underground coal mines which were or are opened or reopened after the 
first of July, one thousand nine hundred sixty-nine, shall be done by the rectangular coordinate traversing method and 
meridians carried through and tied between at least two parallel entries of each development panel and panels or 
workings adjacent to mine boundaries or abandoned workings.  These surveys shall originate from at least three 
permanent survey monuments on the surface of the mine property.  The monuments shall be clearly referenced and 
described in the operator's records.  Elevations shall be tied to either the United States geological survey or the United 
States coast and geodetic survey bench mark system, be clearly referenced and described on such map. 

Underground coal mines operating on the first of July, one thousand nine hundred sixty-nine, and not using the 
rectangular coordinate traversing method shall, within two years of such date, convert to this procedure for surveying 
calculations and mapping.  Meridians shall be carried through and tied between at least two parallel entries of each 
development panel and panels or workings adjacent to mine boundaries or abandoned workings.  These surveys shall 
originate from at least three permanent survey monuments on the surface of the mine property.  The monuments shall be 
clearly referenced and described in the coal mine operator's records.  Elevations shall be tied to either the United States 
geological survey or the United States coast and geodetic survey bench mark system, be clearly referenced and 
described on such map. 

The operator of such underground coal mine shall, by reasonable proof, demonstrate to the director or to any 
federal mine inspector concerned, at any time, that a diligent search was made for all existing and available maps and 
survey data for the workings on the adjoining properties.  The operator shall further be able to show proof to the director 
or to any federal mine inspector concerned, that a suitable method was used to insure accuracy in the methods used in 
transposing other workings to the map of such mine. 

There shall be an archive of underground coal mine maps maintained at the office of the director.  The archive 
shall: 
(1) Be secured in a fireproof and burglarproof vault; 
(2) Have an appropriate map identification system; and 
(3) Have adequate map microfilming facilities. 

Whenever an operator permanently closes or abandons an underground coal mine, or temporarily closes an 
underground coal mine for a period of more than ninety days, he or she shall promptly notify the office of miners' health, 
safety and training and the federal mine inspector of the district in which such mine is located of such closure.  Within sixty 
days of the permanent closure or abandonment of an underground coal mine, or, when an underground coal mine is 
temporarily closed, upon the expiration of a period of ninety days from the date of closure, the operator shall file with the 
office of miners' health, safety and training and such federal mine inspector a copy of the mine map revised and 
supplemented to the date of the closure.  Such copy of the mine map shall be certified by a certified or professional 
engineer or licensed surveyor as aforesaid and shall be available for public inspection. 

Any person having a map or surveying data of any worked out or abandoned underground coal mine shall make 
such map or data available to the office of miners' health, safety and training to copy or reproduce such material. 

Any person who fails or refuses to discharge any duty imposed upon him or her by this section is guilty of a 
misdemeanor, and, upon conviction thereof, shall be fined not less than five hundred dollars nor more than one thousand 
dollars. 
§22A-2-2.  Plan of ventilation; approval by director of the office of miners' health, safety and training. 

Every operator of a coal mine, before making any new or additional openings, shall submit to the director, for his 
or her information and approval, a general plan showing the proposed system of ventilation and ventilating equipment of 
the openings, with their location and relative positions to adjacent developments; no such new or additional openings shall 
be made until approved by the director.  The operator shall deliver to the miners' representative employed by the operator 
at the mine a copy of the operator's proposed annual ventilation plan at least ten days prior to the date of submission.  
The miners' representative shall be afforded the opportunity to submit written comments to the operator prior to such 
submission; in addition the miners' representative may submit written comments to the director.  The director shall 
promptly approve any such plans submitted, if the proposed system of ventilation and ventilating equipment meet the 
requirements of this article. 
§22A-2-3.  Fans. 

(a) The ventilation of mines, the systems for which extend for more than two hundred feet underground and which 
are opened after the effective date of this article, shall be produced by a mechanically operated fan or mechanically 
operated fans.  Ventilation by means of a furnace is prohibited in any mine.  The fan or fans shall be kept in continuous 
operation, unless written permission to do otherwise be granted by the director.  In case of interruption to a ventilating fan 
or its machinery whereby the ventilation of the mine is interrupted, immediate action shall be taken by the mine operator 
or the operator's management personnel, in all mines, to cut off the power and withdraw the men from the face regions or 
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other areas of the mine affected.  If ventilation is restored in fifteen minutes, the face regions and other places in the 
affected areas where gas (methane) is likely to accumulate, shall be reexamined by a certified person; and if found free of 
explosive gas, power may be restored and work resumed.  If ventilation is not restored in fifteen minutes, all underground 
employees shall be removed from the mine, all power shall be cut off in a timely manner, and the underground employees 
shall not return until ventilation is restored and the mine examined by certified persons, mine examiners or other persons 
holding a certificate to make preshift examination. 

(b) All main fans installed after the effective date of this article shall be located on the surface in fireproof housings 
offset not less than fifteen feet from the nearest side of the mine opening, equipped with fireproof air ducts, provided with 
explosion doors or a weak wall, and operated from an independent power circuit.  In lieu of the requirements for the 
location of fans and pressure-relief facilities, a fan may be directly in front of, or over a mine opening:  Provided, That such 
opening is not in direct line with possible forces coming out of the mine if an explosion occurs:  Provided, however, That 
there is another opening having a weak-wall stopping or explosion doors that would be in direct line with forces coming 
out of the mine.  All main fans shall be provided with pressure- recording gauges or water gauges.  A daily inspection shall 
be made of all main fans and machinery connected therewith by a certified electrician and a record kept of the same in a 
book prescribed for this purpose or by adequate facilities provided to permanently record the performance of the main 
fans and to give warning of an interruption to a fan. 

(c) Auxiliary fans and tubing shall be permitted to be used in lieu of or in conjunction with line brattice to provide 
adequate ventilation to the working faces:  Provided, that auxiliary fans be so located and operated to avoid recirculation 
of air at any time.  Auxiliary fans shall be approved and maintained as permissible. 

(d) If the auxiliary fan is stopped or fails, the electrical equipment in the place shall be stopped and the power 
disconnected at the power source until ventilation in the working place is restored.  During such stoppage, the ventilation 
shall be by means of the primary air current conducted into the place in a manner to prevent accumulation of methane. 

(e) In places where auxiliary fans and tubing are used, the ventilation between shifts, weekends and idle shifts 
shall be provided to face areas with line brattice or the equivalent to prevent accumulation of methane. 

(f) The director may require that when continuous mine equipment is being used, all face ventilating systems 
using auxiliary fans and tubing shall be provided with machine-mounted diffuser fans, and such fans shall be continuously 
operated during mining operations. 

(g) In the event of a fire or explosion in any coal mine, the ventilating fan or fans shall not intentionally be started, 
stopped, speed increased or decreased or the direction of the air current changed without the approval of the general 
mine foreman, and, if he or she is not immediately available, a representative of the office of miners' health, safety and 
training.  A duly authorized representative of the employees should be consulted if practical under the circumstances. 
§22A-2-4.  Ventilation of mines in general.  

(a) The operator or mine foreman of every coal mine, whether worked by shaft, slope, or drift, shall provide and 
hereafter maintain for every such mine adequate ventilation. In all mines the quantity of air passing through the last open 
crosscut between the intake and return in any pair or set of entries shall be not less than nine thousand cubic feet of air 
per minute and as much more as is necessary to dilute and render harmless and carry away flammable and harmful 
gases. All working faces in a working section between the intake and return airway entries shall be ventilated with a 
minimum quantity of three thousand cubic feet of air per minute and as much more as is necessary to dilute and render 
harmless and carry away flammable and harmful gases.   The quantity of air reaching the last crosscut in pillar sections 
may be less than nine thousand cubic feet of air per minute if at least nine thousand cubic feet of air per minute is being 
delivered to the intake of the pillar line.  The air current shall under any conditions have a sufficient volume and velocity to 
reduce and carry away smoke from blasting and any flammable or harmful gases. The operator shall provide to the safety 
committee access to anemometers and smoke tubes while performing their duties. All active underground working places 
in a mine shall be ventilated by a current of air containing not less than nineteen and five-tenths percent of oxygen, not 
more than five-tenths percent of carbon dioxide, and no harmful quantities of other noxious or poisonous gases. 

(b) Airflow shall be maintained in all intake and return air courses of a mine, and where multiple fans are used, 
neutral areas created by pressure equalization between main fans shall not be permitted.   Production activities in working 
faces shall cease while tubing, line brattice, or other ventilation devices are being installed inby the machine operator. 

(c) Properly installed and adequately maintained line brattice or other approved devices shall be continuously 
used from the last open crosscut of an entry or room of each working section to provide adequate ventilation to the 
working faces for the miners and to remove flammable, explosive, and noxious gases, dust, and explosive fumes. When 
damaged by falls or otherwise, such line brattice or other devices shall be repaired immediately. 

(d) Brattice cloth used underground shall be of flame-resistant material.   The space between the line brattice or 
other approved device and the rib shall be large enough to permit the flow of a sufficient volume and velocity of air to keep 
the working face clear of flammable, explosive, and noxious gases, dust and explosive fumes. 

(e) Each working unit newly developed in virgin coal hereafter, shall be ventilated by a separate split of air:  
Provided, That in areas already under development and in areas where physical conditions prevent compliance with this 
provision, the director may grant temporary relief from compliance until such time as physical conditions make compliance 
possible.  The quantity of air reaching the last crosscut shall not be less than nine thousand cubic feet of air per minute 
and shall under any condition have sufficient volume and velocity to reduce and carry away smoke and flammable or 
harmful gases from each working face in the section. 
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(f) As working places advance, crosscuts for air shall be made not more than one-hundred-five feet apart.  Where 
necessary to render harmless and carry away noxious or flammable gases, line brattice or other approved methods of 
ventilation shall be used so as to properly ventilate the face.   All crosscuts between the main intake and return airways 
not required for passage of air and equipment shall be closed with stoppings substantially built with incombustible or fire-
resistant material so as to keep working places well ventilated.  In mines where it becomes necessary to provide larger 
pillars for adequate roof support, working places shall not be driven more than two hundred feet without providing a 
connection that will allow the free flow of air currents. In such cases, a minimum of twelve thousand cubic feet of air a 
minute shall be delivered to the last open crosscut and as much more as is necessary to dilute and render harmless and 
carry away flammable and noxious gases. 

(g) In special instances for the construction of sidetracks, haulageways, airways, or openings in shaft bottom or 
slope bottom layouts where the size and strength of pillars is important, the director may issue a permit approving greater 
distances.  The permit shall specify the conditions under which such places may be driven. 

(h) In all mines a system of bleeder openings on air courses designed to provide positive movement of air through 
and/or around abandoned or caved areas, sufficient to prevent dangerous accumulation of gas in such areas and to 
minimize the effect of variations in atmospheric pressure shall be made a part of pillar recovery plans projected after the 
first day of July, one thousand nine hundred seventy-one. 

(i) If a bleeder return is closed as a result of roof falls or water during pillar recovery operations, pillar operations 
may continue without reopening the bleeder return if at least twenty thousand cubic feet of air per minute is delivered to 
the intake of the pillar line. 

(j) No operator or mine foreman shall permit any person to work where he is unable to maintain the quantity and 
quality of the air current as heretofore required:  Provided, that such provisions shall not prohibit the employment of men 
to make place of employment safe. 

(k) The ventilation of any mine shall be so arranged by means of air locks, overcasts, or undercasts, that the use 
of doors on passageways where men or equipment travel may be kept to a minimum.  Where doors are used in a mine 
they shall be erected in pairs so as to provide a ventilated air lock unless the doors are operated mechanically. 

(l) A crosscut shall be provided at or near the face of each entry or room before such places are abandoned. 
(m) Overcasts or undercasts shall be constructed of incombustible material and maintained in good condition. 
(n) After the first day of January, one thousand nine hundred eighty-seven, all run through check curtains shall be 

substantially constructed of translucent material, except that where belting material has to be used because of high 
velocity, there shall be a window of translucent material at least thirty inches square or one half the height of the coal 
seam, whichever is less. 
§22A-2-4a.  Use of belt air. 
 (a)  Definitions.  For purposes of this section, “belt air” means the use of a belt conveyor entry as an intake air 
course to ventilate the working sections of a mine or areas where mechanized mining equipment is being installed or 
removed. 
 (b)  Upon the effective date of the enactment of this section, belt air may not be used to ventilate the working 
sections of a mine or areas where mechanized mining equipment is being installed or removed:  Provided, that if an 
alternative method of ventilation will at all times guarantee no less than the same measure of protection afforded the 
miners of an underground mine by the foregoing or if the application of the foregoing to an underground mine will result in 
a diminution of safety to the miners in the mine, the director may approve the interim use of belt air pursuant to the 
following: 
(1)  For those operators using belt air pursuant to a ventilation plan approved by the director in accordance with the 
provisions of section two of this article prior to the effective date of the enactment of this section, the director shall cause 
and inspection to be made of the mine ventilation system and ventilation equipment.  The director may allow the 
continued use of belt air in that mine if he or she determines that:  (i) the use meets the minimum requirements of 30 CFR 
75.350(b); and (ii) the use, as set forth in the ventilation plan and as inspected, will at all times guarantee no less than the 
same measure of protection afforded the miners of the mine if belt air were not used, or that the prohibition of the use of 
belt air in the mine will result in a diminution of safety to the miners in the mine. 
(2)  For those operators submitting on or after the effective date of the enactment of this section, a ventilation plan 
proposing the use of belt air to the director pursuant to section two of this article, the director shall immediately upon 
receipt of the plan give notice of the plan to the representative of the miners in that mine and cause any investigation to be 
made that the director considers appropriate:  Provided, that the investigation shall include a review of any comments on 
the plan submitted by the representative of miners in the mine. Upon receiving the report of the investigation, the director 
shall make findings of fact and issue a written decision, incorporating in the decision his or her findings and an order 
approving or denying the use of belt air pursuant to the terms of the ventilation plan.  To approve the use of belt air 
pursuant to a ventilation plan, the director shall, at a minimum, determine that:  (i) the operator’s proposed use of belt air 
meets the minimum requirements of 30 CFR 75.350(b); and (ii) approval of the proposed use of belt air will at all times 
guarantee no less than the same measure of protection afforded the miners of the mine if belt air were not used, or that 
the prohibition of the use of belt air in the mine will result in a diminution of safety to the miners in the mine. 
(3)  The interim use of belt air shall be accurately reflected in the operator’s plan of ventilation, as approved by the director 
in accordance with the provisions of section two of this article. 



 31

 (c)  Upon completion of the independent scientific and engineering review concerning the use of belt air and the 
composition and fire retardant properties of belt materials in underground coal mining by the technical study panel created 
pursuant to the provisions of 30 U.S.C. §963 and the Secretary of the United States Department of Labor’s corresponding 
report to Congress pursuant to the review, the Board of Coal Mine Health and Safety shall, within thirty days of the 
Secretary of Labor’s report to Congress, provide the Governor with its recommendations, if any, for the enactment, repeal 
or amendment of any statute or rule which would enhance the safe ventilation of underground mines and the health and 
safety of miners:  Provided, that at least sixty days after the Secretary of Labor’s report to Congress, the Board of Coal 
Mine Health, Safety and Training shall promulgate emergency rules regulating the use of belt air in light of that report:  
Provided, however, that the provisions of subsections (a) and (b) of this section shall expire and no longer have any force 
and effect upon the filing of such emergency rules. 
§22A-2-5.  Unused and abandoned parts of mine. 

(a) In any mine, all workings which are abandoned after the first day of July, one thousand nine hundred seventy-
one, shall be sealed or ventilated.  If such workings are sealed, the sealing shall be done with incombustible material in a 
manner prescribed by the director, and one or more of the seals of every sealed area shall be fitted with a pipe and cap or 
valve to permit the sampling of gases and measuring of hydrostatic pressure behind the seals.  For the purpose of this 
section, working within a panel shall not be deemed to be abandoned until such panel is abandoned. 

(b) Air that has passed through an abandoned area or an area which is inaccessible or unsafe for inspection shall 
not be used to ventilate any working place in any working mine, unless permission is granted by the director with 
unanimous agreement of the technical and mine safety review committee.  Air that has been used to ventilate seals shall 
not be used to ventilate any working place in any working mine.  No air which has been used to ventilate an area from 
which the pillars have been removed shall be used to ventilate any working place in a mine, except that such air, if it does 
not contain 0.25 volume percent or more of methane, may be used to ventilate enough advancing working places 
immediately adjacent to the line of retreat to maintain an orderly sequence of pillar recovery on a set of entries.  Before 
sealed areas, temporary or permanent, are reopened, the director shall be notified.  

(c)  On or after the effective date of the amendment and reenactment of this section during the regular session of 
the Legislature in two thousand seven, a professional engineer registered with the Board of Registration for Professional 
Engineers pursuant to article thirteen, chapter thirty of this code shall certify the design of all new seals as meeting the 
criteria established by the director.  Every seal design shall have the professional engineer’s certificate and signature, in 
addition to his or her seal, in the following form:  “I the undersigned, do hereby certify that this seal design is, to the best of 
my knowledge, in accordance with all applicable requirements under state and federal law, rules and regulations. 
_______________________________________ P.E.” 

(d)  On or after the effective date of the amendment and reenactment of this section during the regular session of 
the Legislature in two thousand seven, the director shall approve the construction of all new seals in accordance with 
rules authorized in this section.  The construction shall also be: 
(1)  certified by a mine foreman-fire boss of the mine as being in accordance with the design certified by a professional 
engineer pursuant to subsection (c) of this section; and  
(2)  (a)  constructed of solid concrete blocks and in accordance with the other provisions of 30 CFR 75.335(a)(1); or 
(b)  constructed in a manner that the director has approved as having the capability to withstand pressure equal to or 
greater than a seal constructed in accordance with the provisions of 30 CFR 75.335(a)(1). 
 (e)  On or after the effective date of the amendment and reenactment of this section during the regular session of 
the Legislature in two thousand seven, the operator shall inspect the physical condition of all seals and measure the 
atmosphere behind all seals in accordance with protocols developed by the Board of Coal Mine Health and Safety, 
pursuant to rules authorized in this section and consistent with a mine-specific atmospheric measurement plan submitted 
to and approved by the director.  The atmospheric measurements shall include, but not be limited to, the methane and 
oxygen concentrations and the barometric pressure.  The atmospheric measurements also shall be recorded with ink or 
indelible pencil in a book kept for that purpose on the surface at a location designated by the operator.  The protocols 
shall specify appropriate methods for inspecting the physical condition of seals, measuring the mine atmosphere in sealed 
workings, and inerting the mine atmosphere behind the seals, where appropriate. 
 (f)  (1)  In all mines containing workings sealed using seals constructed in accordance with the provisions of 30 
CFR 75.335(a)(2) which are constructed:  (a) of cementitious foam blocks; or (b) with methods or materials that the Board 
of Coal Mine Health and Safety determines do not provide an adequate level of protection to miners, the operator shall, 
pursuant to a plan submitted to and approved by the director, remediate the seals by either enhancing the seals or 
constructing new seals in place of or immediately outby the seals.  After being remediated, all seals must have the 
capability to withstand pressure equal to or greater than a seal constructed in accordance with the provisions of 30 CFR 
75.335(a)(1).  The design, development, submission and implementation of the remediation plan is the responsibility of 
the operator of each mine.  Pursuant to rules authorized in this section, the Board of Coal Mine Health and Safety shall 
specify appropriate methods of enhancing the seals. 
(2)  Notwithstanding any provision of this code to the contrary, if the director determines that any seal described in 
subdivision (2) of this subsection is incapable of being remediated in a safe and effective manner, the mine foreman-fire 
boss shall, at least once every twenty-four hours, inspect the physical condition of the seal and measure the atmosphere 
behind the seal.  The daily inspections and measurements shall otherwise be performed in accordance with the protocols 
and atmospheric measurement plan established pursuant to subsection (e) of this section. 
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 (g)  Upon the effective date of the amendment and reenactment of this section during the regular session of the 
Legislature in two thousand seven, second mining of lower coal on retreat, also known as bottom mining, shall not be 
permitted in workings that will be sealed unless an operator has first submitted and received approval by the director of a 
remediation plan that sets forth measures that will be taken to mitigate the effects of remnant ramps and other conditions 
created by bottom mining on retreat which can increase the force of explosions originating in and emanating out of 
workings that have been bottom mined.  The director shall require that certification in a manner similar to that set forth in 
subsection (c) of this section shall be obtained by the operator from a professional engineer and the mine foreman-fire 
boss for the plan design and plan implementation, respectively. 
 (h)  No later than sixty days after the effective date of the amendment and reenactment of this section during the 
regular session of the Legislature in two thousand seven, the Board of Coal Mine Health and Safety shall develop and 
promulgate rules pursuant to the provisions of section four, article six of this chapter to implement and enforce the 
provisions of this section. 
 (i)  Upon the issuance of mandatory health and safety standards relating to the sealing of abandoned areas in 
underground coal mines by the Secretary of the United States Department of Labor pursuant to 30 U.S.C. § 811, as 
amended by section ten of the federal Mine Improvement and New Emergency Response Act of 2006, the director, 
working in consultation with the Board of Coal Mine Health and Safety, shall, within thirty days, provide the Governor with 
his or her recommendations, if any, for the enactment, repeal or amendment of any statute or rules which would enhance 
the safe sealing of abandoned mine workings and the health and safety of miners. 
§22A-2-6.  Movement of mining equipment.  

Mining equipment being transported or trammed underground, other than ordinary sectional movements, shall be 
transported or trammed by qualified personnel under the supervision of a certified foreman.  When equipment is being 
transported or trammed, no person shall be permitted to be inby the equipment in the ventilating split that is passing over 
such equipment.  To avoid accidental contact with power lines, face equipment shall be insulated and assemblies 
removed, if necessary, so as to provide clearance. 
§22A-2-7.  When underground mine foreman-fire boss required; assistants; certification. 

(a) In every underground mine where five or more persons are employed in a period of twenty-four hours, the 
operator shall employ at least one person certified in accordance with the provisions of article seven of this chapter as a 
mine foreman-fire boss.  Each applicant for certification as a mine foreman-fire boss shall, at the time he or she is issued 
a certificate of competency:  (1) Be a resident or employed in a mine in this state; (2) have had at least five years' 
experience in the underground working, ventilation and drainage of a coal mine, which shall include at least eighteen 
months' experience on or at a working section of an underground mine or be a graduate of the school of mines at West 
Virginia University or of another accredited mining engineering school or be a graduate of an accredited engineering 
school with a bachelor's degree in mining engineering technology, electrical, mechanical or civil engineering; and have 
had at least two years' practical experience in an underground mine, which shall include at least eighteen months' 
experience on or at a working section of an underground mine; or be a graduate of an accredited college or university with 
an associate degree in mining, electrical, mining engineering technology, mechanical engineering or civil engineering and 
have had at least four years' practical experience in an underground mine, which shall include at least eighteen months' 
experience on or at a working section of an underground mine; and (3) have demonstrated his or her knowledge of 
dangerous mine gases and their detection, mine safety, first aid, safety appliances, state and federal mining laws and 
regulations and other subjects by completing such training, education and examinations as may be required of him or her 
under article seven of this chapter. 

(b) In mines in which the operations are so extensive that the duties devolving upon the mine foreman-fire boss 
cannot be discharged by one man, one or more assistant mine foremen-fire bosses may be designated.  Such persons 
shall act under the instruction of the mine foreman-fire boss, who shall be responsible for their conduct in the discharge of 
their duties.  Each assistant so designated shall be certified under the provisions of article seven of this chapter.  Each 
applicant for certification as assistant mine foreman-fire boss shall, at the time he or she is issued a certificate of 
competency, possess all of the qualifications required of a mine foreman-fire boss:  Provided, That he or she shall at the 
time he or she is certified be required to have at least three years' experience in the underground working, ventilation and 
drainage of coal mines, which shall include eighteen months on or at a working section of an underground mine or be a 
graduate of the school of mines at West Virginia University or of another accredited mining engineering school or be a 
graduate of an accredited engineering school with a bachelor's degree in mining engineering technology, electrical, 
mechanical or civil engineering; and have had twelve months' practical experience in an underground mine, all of which 
shall have been on or at a working section or be a graduate of an accredited college or university with an associate 
degree in mining, electrical, mining engineering technology, mechanical or civil engineering and have had at least two 
years' practical experience in an underground mine, which  shall include at  least eighteen months' experience on or at a 
working section of an underground mine. 

(c) Until the first day of January, one thousand nine hundred seventy-seven, in mines in which the operations are 
so extensive that all the duties devolving upon the mine foreman-fire boss cannot be discharged by one person, 
competent persons having had at least three years' experience in coal mines may be designated as assistants, who shall 
act under the mine foreman-fire boss' instructions and the mine foreman-fire boss is responsible for their conduct in the 
discharge of their duties under such designation.  
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(d) Any person holding a mine foreman's certificate issued by any other state may act in the capacity of mine 
foreman-fire boss in any mine in this state until the next regular mine foreman-fire boss' examination held by the office of 
miners' health, safety and training, but not to exceed a maximum of ninety days. 

(e) After the first day of July, one thousand nine hundred seventy-four, all duties heretofore performed by persons 
certified as mine foreman, assistant mine foreman or fire boss shall be performed by persons certified as underground 
mine foreman-fire boss or an assistant underground mine foreman-fire boss. 

After the first day of July, one thousand nine hundred seventy-four, every certificate heretofore issued to an 
assistant mine foreman or fire boss shall be deemed to be of equal value to a certificate issued hereafter to an assistant 
mine foreman-fire boss, and every certificate heretofore issued to a mine foreman shall be deemed to be of equal value to 
a certificate issued hereafter to a mine foreman-fire boss. 
§22A-2-8.  Duties; ventilation; loose coal, slate or rocks; props; drainage of water; man doors; instruction of 
apprentice miners.  

(a) The duties of the mine foreman shall be to keep a careful watch over the ventilating apparatus, the airways, 
traveling ways, pumps and drainage.  He shall see that, as the miners advance their excavations, proper breakthroughs 
are made so as to ventilate properly the mine; that all loose coal, slate and rock overhead in the working places and along 
the haulways are removed or carefully secured so as to prevent danger to persons employed in such mines, and that 
sufficient suitable props, caps, timbers, roof bolts, or other approved methods of roof supports are furnished for the places 
where they are to be used and delivered at suitable points.  The mine foreman shall have all water drained or hauled out 
of the working places where practicable, before the miners enter, and such working places shall be kept dry as far as 
practicable while the miners are at work.  It shall be the duty of the mine foreman to see that proper crosscuts are made, 
and that the ventilation is conducted by means of such crosscuts through the rooms by means of checks or doors placed 
on the entries or other suitable places, and he shall not permit any room to be opened in advance of the ventilation 
current.  The mine foreman or other certified persons designated by him, shall measure the air current with an 
anemometer or other approved device at least weekly at the inlet and outlet at or near the faces of the advanced 
headings, and shall keep a record of such measurements in a book or upon a form prescribed by the director.   Signs 
directing the way to outlets or escapeways shall be conspicuously placed throughout the mine. 

(b) After the first day of July, one thousand nine hundred seventy-one, hinged man doors, at least thirty inches 
square or the height of the coal seam, shall be installed between the intake and return at intervals of three hundred feet 
when the height of the coal is below forty-eight inches and at intervals of five hundred feet when the height of the coal is 
above forty-eight inches. 

(c) The duties of the mine foreman and assistant mine foreman shall include the instruction of apprentice miners 
in the hazards incident to any new work assignments; to assure that any individual given a work assignment in the 
working face without prior experience on the face is instructed in the hazards incident thereto and supervised by a miner 
with experience in the tasks to be performed. 
§22A-2-9.  Slopes, incline planes and haulage roads.  

The mine foreman shall require that all slopes, incline planes and haulage roads used by any person in the mine 
shall conform to the provisions of this article. 
§22A-2-10.  Signals on haulways; lights at mouth and bottom of shaft; operation of cages.  

On all haulways, where hauling is done by machinery of any kind, the mine foreman shall provide for a proper 
system of signals, and a conspicuous light or approved trip reflector on the rear of every trip or train of cars when in 
motion in a mine.   When hoisting or lowering of miners occurs in the morning before daylight, or in the evening after 
darkness, at any mine operated by shaft, the mine foreman shall provide and maintain at the shaft mouth a light of 
stationary character, sufficient to show the landing and all surrounding objects distinctly, and sufficient light of a stationary 
character shall be located at the bottom of the shaft so that persons coming to the bottom may clearly discern the cages 
and other objects contiguous thereto.  The mine foreman shall require that no cages on which miners are riding shall be 
lifted or lowered at a rate of speed greater than one thousand feet per minute and that no mine cars, either empty or 
loaded, shall be hoisted while miners are being lowered, and no cage having an unstable self-dump platform shall be 
used for the carrying of miners unless the same is provided with some device by which it may be securely locked when 
miners are being hoisted or lowered into the mine:  Provided, however, That during the initial development of a mine, and 
only until the shafts are joined, miners shall be permitted to ride cages with one empty car which has been bolted or 
strapped to the cage. 
§22A-2-11.  Boreholes.  

It shall further be the duty of the mine foreman to have boreholes kept not less than twenty feet in advance of the 
face, one each twenty feet on sides of the working places that are being driven toward and in dangerous proximity to an 
abandoned mine or part of a mine which may contain inflammable gases or which is filled with water.  These holes shall 
be drilled whenever any working place in an underground mine approaches within fifty feet of abandoned workings in such 
mine, as shown by surveys made and certified by a competent engineer or surveyor, or within two hundred feet of any 
abandoned workings of such mine which cannot be inspected. 
§22A-2-12.  Instruction of employees and supervision of apprentices; annual examination of persons using flame 
safety lamps; records of examination; maintenance of methane detectors, etc. 

The office of miners' health, safety and training shall prescribe and establish a course of instruction in mine safety 
and particularly in dangers incident to such employment in mines and in mining laws and rules, which course of instruction 
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shall be successfully completed within twelve weeks after any person is first employed as a miner. It is further the duty 
and responsibility of the office of miners' health, safety and training to see that such course is given to all persons as 
above provided after their first being employed in any mine in this state.  

It is the duty of the mine foreman or the assistant mine foreman of every coal mine in this state to see that every 
person employed to work in such mine is, before beginning work therein, instructed in the particular danger incident to his 
or her work in such mine, and furnished a copy of the mining laws and rules of such mine.  It is the duty of every mine 
operator who employs apprentices, as that term is used in sections three and four, article eight of this chapter to ensure 
that the apprentices are effectively supervised with regard to safety practices and to instruct apprentices in safe mining 
practices.  Every apprentice shall work under the direction of the mine foreman or his or her assistant mine foreman and 
they are responsible for his or her safety.  The mine foreman or assistant mine foreman may delegate the supervision of 
an apprentice to an experienced miner, but the foreman and his or her assistant mine foreman remain responsible for the 
apprentice.  During the first ninety days of employment in a mine, the apprentice shall work within sight and sound of the 
mine foreman, assistant mine foreman, or an experienced miner, and in such a location that the mine foreman, assistant 
mine foreman or experienced miner can effectively respond to cries for help of the apprentice.  Such location shall be on 
the same side of any belt, conveyor or mining equipment. 

Persons whose duties require them to use a flame safety lamp or other approved methane detectors s shall be 
examined at least annually as to their competence by a qualified official from the office of miners' health, safety and 
training and a record of such examination shall be kept by the operator and the office.  Flame safety lamps and other 
approved methane detectors shall be given proper maintenance and shall be tested before each working shift.  Each 
operator shall provide for the proper maintenance and care of the permissible flame safety lamp or any other approved 
device for detecting methane and oxygen deficiency by a person trained in such maintenance, and, before each shift, care 
shall be taken to ensure that such lamp or other device is in a permissible condition. 
§22A-2-13.  Daily inspection of working places; records.  

Before the beginning of any shift upon which they shall perform supervisory duties, the mine foreman or his 
assistant shall review carefully and countersign all books and records reflecting the conditions and the areas under their 
supervision, exclusive of equipment logs, which the operator is required to keep under this chapter.  The mine foreman, 
assistant mine foreman or fire boss shall visit and carefully examine each working place in which miners will be working at 
the beginning of each shift before any face equipment is energized and shall examine each working place in the mine at 
least once every two hours each shift while such miners are at work in such places, and shall direct that each working 
place shall be secured by props, timbers, roof bolts, or other approved methods of roof support or both where necessary 
to the end that the working places shall be made safe.  The mine foreman or his assistants upon observing a violation or 
potential violation of article two of this chapter or any regulation or any plan or agreement promulgated or entered into 
thereunder shall arrange for the prompt correction thereof.  The foreman shall not permit any miner other than a certified 
foreman, fire boss, assistant mine foreman, assistant mine foreman-fire boss or pumper to be on a working section by 
himself.  Should the mine foreman or his assistants find a place to be in a dangerous condition, they shall not leave the 
place until it is made safe, or shall remove the persons working therein until the place is made safe by some competent 
person designated for that purpose.  He shall place his initials, time and the date at or near each place he examines.  He 
shall also record any dangerous conditions and practices found during his examination in a book provided for that 
purpose. 
§22A-2-14.  Safety inspections; removal of gases.  

It shall be the duty of the mine foreman, assistant mine foreman or fire boss to examine all working places under 
his supervision for hazards at least once every two hours during each coal-producing shift, or more often if necessary for 
safety.  In all mines such examinations shall include tests with an approved detector for methane and oxygen deficiency, 
which tests for oxygen deficiency may be with a permissible flame safety lamp:  Provided, that a flame safety lamp may 
be used for methane testing when a malfunction occurs with a methane detector.  It shall also be his duty to remove as 
soon as possible after its discovery any accumulations of explosive or noxious gases in active workings, and where 
practicable, any accumulations of explosive or noxious gases in the worked out and abandoned portions of the mine.  It 
shall be the duty of the mine foreman, assistant mine foreman or fire boss to examine each mine within three hours prior 
to the beginning of a shift and before any miner in such shift enters the active workings  of the mine. 
§22A-2-15.  Dangerous places.  

The mine foreman shall direct and see that all dangerous places and the entrance or entrances to worked out and 
abandoned places in all mines are properly dangered off across the openings. 
§22A-2-16.  Examinations of reports of fire bosses.  

The mine foreman shall also, each day, read carefully and countersign with ink or indelible pencil all reports 
entered in the record book of the fire bosses, and he shall supervise the fire boss or fire bosses, except as hereinafter 
provided in section twenty-one of this article. 
§22A-2-17.  Ascertainment, record and removal of all dangers.  

The mine foreman shall give prompt attention to the removal of all dangers reported to him by his assistants, the 
fire boss, or any other person working in the mine, and in case it is impracticable to remove the danger at once, he shall 
notify all persons whose safety is menaced thereby to remain away from the area where the dangerous condition exists.  
He or his assistants or certified persons designated by him, shall at least once each week travel and examine the air 
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courses, roads and openings that give access to old workings or falls, and make a record of the condition of all places 
where danger has been found, with ink or indelible pencil in a book provided for that purpose. 
§22A-2-18.  Duty of mine foreman to notify operator when unable to comply with law; duty of operator.  

The mine foreman shall notify, in writing, the operator or superintendent of the mine, and the director, of his 
inability to comply with any of the requirements of this law, and it shall then become the duty of such operator or 
superintendent promptly to attend to the matter complained of by the mine foreman so as to enable him to comply with the 
provisions hereof.  Every operator of a mine shall furnish all supplies necessary for the mine foreman to comply with the 
requirements of this law after being requested to do so in writing by the mine foreman. 
§22A-2-19.  Death or resignation of mine foreman; successor. 

In case of the death or resignation of a mine foreman, the superintendent or manager shall appoint a certified 
man to act as mine foreman. 
§22A-2-20.  Preparation of danger signal by fire boss or certified person acting as such prior to examination;  
report; records open for inspection.  

It shall be the duty of the fire boss, or a certified person acting as such, to prepare a danger signal (a separate 
signal for each shift) with red color at the mine entrance at the beginning of his shift or prior to his entering the mine to 
make his examination and, except for those persons already on assigned duty, no person except the mine owner, 
operator or agent, and only then in the case of necessity, shall pass beyond this danger signal until the mine has been 
examined by the fire boss or other certified person and the mine or certain parts thereof reported by him to be safe.  When 
reported by him to be safe, the danger sign or color thereof shall be changed to indicate that the mine is safe in order that 
employees going on shift may begin work. Each person designated to make such fire boss examinations shall be 
assigned a definite underground area of such mine, and, in making his examination shall examine all active working 
places in the assigned area and make tests with an approved device for accumulations of methane and oxygen 
deficiency; examine seals and doors; examine and test the roof, face, and ribs in the working places and on active 
roadways and travelways, approaches to abandoned workings and accessible falls in active sections.  He shall place his 
initials and the date at or near the face of each place he examines.  Should he find a condition which he considers 
dangerous to persons entering such areas, he shall place a conspicuous danger sign at all entrances to such place or 
places.  Only persons authorized by the mine management may enter such places while the sign is posted and only for 
the purpose of eliminating the dangerous condition.  Upon completing his examination he shall report by suitable 
communication system or in person the results of this examination to a certified person designated by mine management 
to receive and record such report, at a designated station on the surface of the premises of the mine or underground, 
before other persons enter the mine to work in such coal-producing shifts.  He shall also record the results of his 
examination with ink or indelible pencil in a book prescribed by the director, kept for such purpose at a place on the 
surface of the mine designated by mine management.  All records of daily and weekly reports, as prescribed herein, shall 
be open for inspection by interested persons. 
§22A-2-21.  Fire bosses to have no superior officers.  

In the performance of the duties devolving upon fire bosses, or certified persons acting as such, they shall have 
no superior officers, but all the employees working inside of such mine or mines shall be subordinate to them in their 
particular work. 
§22A-2-22.  Unlawful to enter mine until fire boss reports it safe; exceptions.  

No person shall enter such mine or mines for any purpose at the beginning of work upon shift therein until such 
signal or warning has been given by the fire boss or bosses as to the safety thereof, as by statute provided, except under 
the direction of the fire boss or bosses, and then for the purpose of assisting in making the mine safe:  Provided, however, 
That miners regularly employed on a shift during which the mine is being preshift examined by a fire boss or certified 
person shall be permitted to leave or enter the mine in the performance of their duties. 
§22A-2-23.  Authority of fire boss to perform other duties. 

Notwithstanding any other provision in this article contained, any person who holds a certificate issued by the 
office of miners' health, safety and training certifying his or her competency to act as fire boss may perform the duties of a 
fire boss and any other duties, statutory or otherwise, for which he or she is qualified, in the same mine or section and on 
the same day or shift. 
§22A-2-24.  Control of coal dust; rock dusting. 

(a) In all mines, dangerous accumulations of fine, dry coal and coal dust shall be removed from the mine, and all 
dry and dusty operating sections and haulageways and conveyors and back entries shall be rock dusted or dust allayed 
by such other methods as may be approved by the director. 

(b) All mines or locations in mines that are too wet or too high in incombustible content for a coal dust explosion to 
initiate or propagate are not required to be rock dusted during the time any of these conditions prevail.  Coal dust and 
other dust in suspension in unusual quantities shall be allayed by sprinkling or other dust allaying devices. 

(c) In all dry and dusty mines or sections thereof, rock dust shall be applied and maintained upon the roof, floor 
and sides of all operating sections, haulageways and parallel entries connected thereto by open crosscuts.  Back entries 
shall be rock dusted.  Rock dust shall be so applied to include the last open crosscut of rooms and entries, and to within 
forty feet of faces.   Rock dust shall be maintained in such quantity that the incombustible content of the mine dust that 
could initiate or propagate an explosion shall not be less than sixty-five percent, but the incombustible content in return 
entries shall not be less than eighty percent. 
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(d) Rock dust shall not contain more than five percent by volume of quartz or free silica particles and shall be 
pulverized so that one hundred percent will pass through a twenty mesh screen and seventy percent or more will pass 
through a two hundred mesh screen. 
§22A-2-25.  Roof control programs and plans; refusal to work under unsupported roof. 

(a) Each operator shall undertake to carry out on a continuing basis a program to improve the roof control system 
of each coal mine and the means and measures to accomplish such system.  The roof and ribs of all active underground 
roadways, travelways and working places shall be supported or otherwise controlled adequately to protect persons from 
falls of the roof or ribs.  A roof control plan and revisions thereof suitable to the roof conditions and mining systems of 
each coal mine and approved by the director shall be adopted and set out in printed form before new operations.  The 
safety committee of the miners of each mine where such committee exists shall be afforded the opportunity to review and 
submit comments and recommendations to the director and operator concerning the development, modification or revision 
of such roof control plans.  The plan shall show the type of support and spacing approved by the director.  Such plan shall 
be reviewed periodically, at least every six months by the director, taking into consideration any falls of roof or rib or 
inadequacy of support of roof or ribs.  A copy of the plan shall be furnished to the director or his or her authorized 
representative and shall be available to the miners and their representatives. 

(b) The operator, in accordance with the approved plan, shall provide at or near each working face and at such 
other locations in the coal mine, as the director may prescribe, an ample supply of suitable materials of proper size with 
which to secure the roof thereof of all working places in a safe manner.  Safety posts, jacks, or other approved devices 
shall be used to protect the workmen when roof material is being taken down, crossbars are being installed, roof bolt 
holes are being drilled, roof bolts are being installed and in such other circumstances as may be appropriate.  Loose roof 
and overhanging or loose faces and ribs shall be taken down or supported.  When overhangs or brows occur along rib 
lines they shall be promptly removed.  All sections shall be maintained as near as possible on center.  Except in the case 
of recovery work, supports knocked out shall be replaced promptly.  Apprentice miners shall not be permitted to set 
temporary supports on a working section without the direct immediate supervision of a certified miner. 

(c) The operator of a mine has primary responsibility to prevent injuries and deaths resulting from working under 
unsupported roof.  Every operator shall require that no person may proceed beyond the last permanent support unless 
adequate temporary support is provided or temporary support is not required under an approved roof control plan and 
absence of such support will not pose a hazard to the miners. 

(d) The immediate supervisor of any area in which unsupported roof is located shall not direct or knowingly permit 
any person to proceed beyond the last permanent support unless adequate temporary support is provided or temporary 
support is not required under an approved roof control plan and absence of such support will not pose a hazard to the 
miners. 

(e) No miner shall proceed beyond the last permanent support in violation of a direct or standing order of an 
operator, a foreman or an assistant foreman, unless adequate temporary support is provided or temporary support is not 
required under an approved roof control plan and absence of such support will not pose a hazard to the miner. 

(f) The immediate supervisor of each miner who will be engaged in any activity involving the securing of roof or rib 
during a shift shall, at the onset of any such shift, orally review those parts of the roof control plan relevant to the type of 
mining and roof control to be pursued by such miner.  The time and parts of the plan reviewed shall be recorded in a log 
book kept for such purpose.  Each log book entry so recorded shall be signed by such immediate supervisor making such 
entry. 

(g) Any action taken against a miner due, in whole or in part, to his or her refusal to work under unsupported roof, 
where such work would constitute a violation of this section, is prohibited as an act of discrimination pursuant to section 
twenty-two, article one of this chapter.  Upon a finding of discrimination by the appeals board pursuant to subsection (b), 
section twenty-two, article one of this chapter, the miner shall be awarded by the appeals board all relief available 
pursuant to subsections (b) and (c), section twenty-two, article one of this chapter. 
§22A-2-26.  Roof support; specific requirements. 

(a) Generally.  -- The method of mining followed in any coal mine shall not expose the miner to unusual dangers 
from roof falls.  

(b) Roadways, intersections and arches.  The width of roadways shall not exceed sixteen feet unless additional 
support is added cross sectional.   During the development of intersections, the roof between the tangents of the arches in 
the entry or room shall be supported with artificial roof supports prior to the development of such intersections.  All areas 
where the arch is broken shall be considered as having unsupported roof and such roof should have artificial roof 
supports installed prior to any other work being performed in the area.  

(c) Examinations and corrections.  Where miners are exposed to danger from falls of roof, face and ribs, the 
operator shall examine and test the roof, face and ribs before any work or machine is started, and as frequently thereafter 
as may be necessary to insure safety.   When dangerous conditions are found, they shall be corrected immediately.  A 
probe or probes for methane detectors shall be provided on each working section other than longwall sections and 
sections mined solely with continuous miners with integral roof bolters. 

(d) Roof bolt recovery.  Roof bolts shall not be recovered where complete extraction of pillars is attempted, where 
adjacent to clay veins or at the locations of other irregularities, whether natural or otherwise, that induce abnormal 
hazards.  Where roof bolt recovery is permitted, it shall be conducted only in accordance with methods prescribed in the 



 37

approved roof control plan, and shall be conducted by experienced miners and only where adequate temporary support is 
provided. 
§22A-2-27.  Canopies or cabs; electric face equipment.  

An authorized representative of the director may require in any coal mine where the height of the coal 
bed permits that electric face equipment, including shuttle cars, be provided with substantially constructed 
canopies or cabs to protect the miners operating such equipment from roof falls and from rib and face rolls. 
§22A-2-28.  Equipment to conform with height of seam. 

The use of underground mining equipment of a size that does not conform to the height of the seam being mined, 
which creates unsafe working conditions for the miner operating the equipment or others, is prohibited.  The board of coal 
mine health and safety shall promulgate such rules and regulations as are necessary to effectuate this section. 
§22A-2-29.  Use of authorized explosives; storage or use of unauthorized explosives.  

Permissible explosives or permissible blasting devices only shall be used in blasting coal or other material in 
underground coal mines.  It shall be unlawful to have, use or store any non-permissible explosives or non-permissible 
blasting devices in any coal mine or on the premises of the mine, without a permit from the director. 
§22A-2-30.  Surface magazines for explosives.  

Separate surface magazines shall be provided for storage of explosives, detonators and blasting heater elements.  
Surface magazines shall be constructed of incombustible materials, be reasonably bulletproof and with no metal or 
sparking material exposed inside the magazine.  Surface magazines shall be provided with doors constructed of at least 
one-fourth inch steel plate lined with a two-inch thickness of wood or the equivalent, properly screened ventilators, and 
with no openings except for entrances and ventilation, and shall be kept locked securely when unattended.  The area for a 
distance of at least twenty-five feet in all directions shall be kept free of materials of a combustible nature; suitable 
warning signs shall be erected, so located that a bullet passing directly through the face of the sign will not strike the 
magazine.  The location of magazines shall be not less than two hundred feet from any mine openings, occupied buildings 
or public roads unless barricaded.  If magazines are illuminated electrically, the lamps shall be of vapor-proof type, 
properly installed and wired, and smoking and open lights shall be prohibited in or near any magazine. 
§22A-2-31.  Transportation of explosives.  

Individual containers used to carry permissible explosives or detonators shall be constructed of substantial, 
nonconductive materials, kept closed and maintained in good condition.  When explosives or detonators are transported 
underground in cars moved by means of locomotives, ropes, or other motive power, they shall be in substantially covered 
cars or in special substantially built covered containers used specifically for transporting detonators or explosives.  Any 
container used for transportation or storage of explosives shall be properly identified or marked.  Explosives or detonators 
shall not be hauled into or out of a mine within five minutes preceding or following a man trip.  Where explosives and 
detonators are transported underground by belts, they shall be handled in the following manner:  In the original and 
unopened cases, in special closed cases constructed of nonconductive material, or in suitable, individual containers.  
Clearance requirements shall be a minimum of eighteen inches; stop controls shall be provided at loading and unloading 
points, and an attendant shall supervise the loading and unloading.  Neither explosives nor detonators shall be 
transported on flight or shaking conveyors, mechanical loading machines, locomotives, scrapers, cutting machines, drill 
trucks, or any self-propelled mobile equipment.  If explosives and detonators are transported in the same explosives car 
or in the same special container, they shall be separated by at least four inches of hardwood partition or the equivalent; 
the bodies of such cars or containers shall be constructed or lined with nonconductive material.  No hand loader shall take 
into any mine any larger quantity of explosives or detonators than he may reasonably expect to use in any one shift. 
§22A-2-32.  Underground storage of explosives.  

Explosives and detonators stored underground shall be kept in section boxes or magazines of substantial 
construction with no metal exposed on the inside, and be located at least fifteen feet from roadways and power wires in a 
well rock-dusted location, protected from falls of roof. If not kept in separate boxes or magazines not less than five feet 
apart, they may be kept in the same box or magazine if separated by at least a four-inch hardwood partition or the 
equivalent.  Not more than a forty-eight hour supply of explosives or detonators shall be stored underground in section 
boxes or magazines.  These boxes or magazines shall be kept at least one hundred feet from the faces and out of the 
direct line of blasting. 
§22A-2-33.  Preparation of shots; blasting practices. 

(a) Only a certified "shot firer" designated by mine management shall be permitted to handle explosives and do 
blasting.  Only electric detonators of proper strength fired with permissible shot firing units shall be used except under 
special permits as hereinafter provided, and drillholes shall be stemmed with at least twenty-four inches of incombustible 
material, or at least one half of the length of the hole shall be stemmed if the hole is less than four feet in depth, unless 
other permissible stemming devices or methods are used.  Drillholes shall not be drilled beyond the limits of the cut, and 
as far as practicable, cuttings and dust shall be cleaned from the holes before the charge is inserted.  Charges of 
explosives exceeding one and one-half pounds, but not exceeding three pounds, shall be used only if drillholes are six 
feet or more in depth.  Ample warning shall be given before shots are fired, and care shall be taken to determine that all 
persons are in the clear before firing.  Miners shall be removed from adjoining places and other places when there is 
danger of shots blowing through.  No shots shall be fired in any place known to liberate explosive gas, until such place 
has been properly examined by a competent person who is designated by mine management for that purpose, and no 
shots shall be fired in any place where gas is detected with a permissible flame safety lamp until such gas has been 
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removed by means of ventilation.  After firing any shot, or shots, the person firing the same shall not return to the working 
face until the smoke has been cleared away and then he shall make a careful examination of the working face before 
leaving the place or before performing any other work in the place. 

(b) Multiple shooting in coal or rock or both is authorized only under permit issued by the director.  Permission to 
shoot more than ten shots simultaneously may be granted by the director only after consultation with interested persons, 
and such shooting will be performed by special methods and under precautions prescribed by the director.  All multiple 
shooting in bottom or roof rock shall be performed in intake air, except by special permit from the director, after 
consultation with interested persons, as heretofore provided.  Multiple blasting of more than ten shots performed under 
any permit granted by the director under this section shall be done only on non coal-producing shifts or idle days, except 
as may be provided as a condition of the permit granted. 

(c) Regular or short-interval delay detonators may be used for blasting purposes with written permission from the 
director.  Regular delay detonators shall not be used for blasting coal, but may be used for grading above or below coal 
seams and during shaft, slope, tunnel work and in faults or wants.  Where short-interval delay detonators are permitted by 
said director to be used, the shot firing circuit must be tested with a blasting galvanometer before firing, and the leg wires 
connected in series.  No instantaneous, regular, or zero-delay detonators are to be fired in conjunction with short-interval 
delay detonators.  The delay interval between dependent rows must not be less than twenty-five milliseconds or more 
than one hundred milliseconds, and the entire series of any one round shall not provide a delay of more than five hundred 
milliseconds between the first and last shot.  The total number of charged holes to be fired during any one round must not 
exceed the limit permitted by the director. Misfires must be tested with a blasting galvanometer before removing. 

(d) Electrical equipment shall not be operated in the face areas, and only work in connection with timbering and 
general safety shall be performed while boreholes are being charged.  Shots shall be fired promptly after charging.  
Mudcaps (adobes) or any other unconfined shots shall not be permitted in any coal mine.  No solid shooting shall be 
permitted without written permission of the office. 

(e) Blasting cables shall be well insulated and shall be as long as may be necessary to permit persons authorized 
to fire shots to get in a safe place out of the line of fire.  The cable, when new, shall be at least one hundred twenty-five 
feet in length and never less than one hundred feet.  Shooting cables shall be kept away from power wires and all other 
sources of electric current, connected to the leg wires by the person who fires the shot, staggered as to length or well 
separated at the detonator leg wires, and shunted at the battery until ready to connect to the blasting unit. 
§22A-2-34.  Misfires of explosives.  

(a) Where misfires occur with electric detonators, a waiting period of at least five minutes shall elapse before 
anyone returns to the shot.   After such failure, the blasting cable shall be disconnected from the source of power and the 
battery ends short-circuited before electric connections are examined. 

(b) Explosives shall be removed by firing a separate charge at least two feet away from and parallel to the 
misfired charge or by washing the stemming and the charge from the borehole with water, or by inserting and firing a new 
primer after the stemming has been washed out. 

(c) A careful search of the working place, and, if necessary, of the coal after it reaches the tipple shall be made 
after blasting a misfired hole, to recover any undetonated explosive. 

(d) The handling of a misfired shot shall be under the direct supervision of the mine foreman or a certified person 
designated by him. 
§22A-2-35.  Other blasting devices. 

(a) The provisions governing the handling, storage, transportation and use of permissible explosives shall apply to 
all other blasting devices employing a heater element when used underground. 

(b) Where compressed air is used for blasting, the airlines shall be grounded at the compressor and, if practical, 
at other low-resistant ground connections along the lines.  They shall not be connected in any way to rails, waterlines, or 
other electric return conductors and shall be adequately insulated and protected where they cross electric wires, 
underneath track, or at places where equipment passes over or under.  Steel, copper, or other airlines connected 
therewith shall not be handled or repaired when air pressure is in the line.  Shutoff valves shall be installed every 
thousand feet in all compressed-air blasting lines and at all points where branch lines leave the main line and blowdown 
valves shall not be less than fifty feet from the face and shall be around a corner. 

(c) When misfires occur with any other blasting devices, they shall be handled in a safe manner and under the 
supervision of the mine foreman or a certified person designated by him. 
§22A-2-36.  Hoisting machinery; telephones; safety devices; hoisting engineers and drum runners. 

(a) The operator of every coal mine worked by shaft shall provide and maintain a metal tube, telephone or other 
approved means of communication from the top to the bottom and intermediate landings of such shafts, suitably adapted 
to the free passage of sound, through which conversation may be held between persons at the top and at the bottom of 
the shaft; a standard means of signaling; an approved safety catch, bridle chains, automatic stopping device, or automatic 
overwind; a sufficient cover overhead on every cage used for lowering or hoisting persons; an approved safety gate at the 
top of the shaft; and an adequate brake on the drum of every machine used to lower or hoist persons in such shaft.  Such 
operator shall have the machinery used for lowering and hoisting persons into or out of the mine kept in safe condition, 
equipped with a reliable indicator, and inspected once in each twenty-four hours by a qualified electrician.  Where a 
hoisting engineer is required, he or she shall be readily available at all times when men are in the mine.  He or she shall 
operate the empty cage up and down the shaft at least one round  trip at the beginning of each shift, and after the hoist 
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has been idle for one hour or more before hoisting or lowering men; there shall be cut out around the side of the hoisting 
shaft or driven through the solid strata at the bottom thereof, a traveling way, not less than five feet high and three feet 
wide to enable a person to pass the shaft in going from one side of it to the other without passing over or under the cage 
or other hoisting apparatus.  Positive stop blocks or derails shall be placed near the top and at all intermediate landings of 
slopes and surface inclines and at approaches to all shaft landings.  A waiting station with sufficient room, ample 
clearance from moving equipment, and adequate seating facilities shall be provided where men are required to wait for 
man trips or man cages, and the miners shall remain in such station until the man trip or man cage is available.  

(b) No operator of any coal mine worked by shaft, slope or incline, shall place in charge of any engine or drum 
used for lowering or hoisting persons employed in such mine any but competent and sober engineers or drum runners; 
and no engineer or drum runner in charge of such machinery shall allow any person, except such as may be designated 
for this purpose by the operator, to interfere with any part of the machinery; and no person shall interfere with any part of 
the machinery; and no person shall interfere with or intimidate the engineer or drum runner in the discharge of his or her 
duties.  Where the mine is operated or worked by shaft or slope, a minimum space of two and one-half square feet per 
person shall be available for each person on any cage or car where men are transported.  In no instance shall more than 
twenty miners be transported on a cage or car without the approval of the director.  No person shall ride on a loaded cage 
or car in any shaft, slope, or incline:  Provided, that this does not prevent any trip rider from riding in the performance of 
his or her authorized duties.  No engineer is required for automatically operated cages, elevators, or platforms.  Cages 
and elevators shall have an emergency power source unless provided with other escapeway facilities. 

(c) Each automatic elevator shall be provided with a telephone or other effective communication system by which 
aid or assistance can be obtained promptly. 

(d) A "stop" switch shall be provided in the automatic elevator compartment that will permit the elevator to be 
stopped at any location in the shaft. 
§22A-2-37.  Haulage roads and equipment; shelter holes; prohibited practices; signals; inspection. 

(a) The roadbed, rails, joints, switches, frogs and other elements of all haulage roads shall be constructed, 
installed and maintained in a manner consistent with speed and type of haulage operations being conducted to ensure 
safe operation.  Where transportation of personnel is exclusively by rail, track shall be maintained to within five hundred 
feet of the nearest working face, except that when any section is fully developed and being prepared for retreating, then 
the distance of such maintenance can be extended to eight hundred feet if a rubber tired vehicle is readily available. 

(b) Track switches, except room and entry development switches, shall be provided with properly installed throws, 
bridle bars and guard rails; switch throws and stands, where possible, shall be placed on the clearance side. 

(c) Haulage roads on entries shall have a continuous, unobstructed clearance of at least twenty-four inches from 
the farthest projection of any moving equipment on the clearance side. 

(d) On haulage roads where trolley lines are used, the clearance shall be on the side opposite the trolley lines. 
(e) On the trolley wire or "tight" side, there shall be at least twelve inches of clearance from the farthest projection 

of any moving equipment. 
(f) Warning lights or reflective signs or tapes shall be installed along haulage roads at locations of abrupt or 

sudden changes in the overhead clearance. 
(g) The clearance space on all haulage roads shall be kept free of loose rock, coal, supplies or other material:  

Provided, that not more than twenty-four inches need be kept free of such obstructions. 
(h) Ample clearance shall be provided at all points where supplies are loaded or unloaded along haulage roads or 

conveyors which in no event shall be less than twenty-four inches. 
(i) Shelter holes shall be provided along haulage entries.  Such shelter holes shall be spaced not more than one 

hundred feet apart, except when variances are authorized by the director with unanimous agreement of the mine safety 
and technical review committee.  Shelter holes shall be on the side of the entry opposite the trolley wire except that 
shelter holes may be on the trolley wire and feeder wire side if the trolley wire and feeder wire are guarded in a manner 
approved by the director. 

(j) Shelter holes shall be at least five feet in depth, not more than four feet in width, and as high as the traveling 
space, unless the director with unanimous agreement of the mine safety and technical review committee grants a waiver.  
Room necks and crosscuts may be used as shelter holes even though their width exceeds four feet. 

(k) Shelter holes shall be kept clear of refuse and other obstructions. 
(l) Shelter holes shall be provided at switch throws and manually operated permanent doors. 
(m) No steam locomotive shall be used in mines where miners are actually employed in the extraction of coal, but 

this shall not prevent operation of a steam locomotive through any tunnel haulway or part of a mine that is not in actual 
operation and producing coal. 

(n) Underground equipment powered by internal combustion engines using petroleum products, alcohol, or any 
other compound shall not be used in a coal mine, unless the equipment is diesel-powered equipment approved, operated 
and maintained as provided in article two-a of this chapter. 

(o) Locomotives, personnel carriers, mine cars, supply cars, shuttle cars, and all other haulage equipment shall 
be maintained in a safe operating condition.  Each locomotive, personnel carrier, barrier tractor and other related 
equipment shall be equipped with a suitable lifting jack and handle.  An audible warning device and headlights shall be 
provided on each locomotive and each shuttle car.  All other mobile equipment, using the face areas of the mine, shall be 
provided with a conspicuous light or other approved device so as to reduce the possibility of collision. 
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(p) No persons other than those necessary to operate a trip or car shall ride on any loaded car or on the outside 
of any car.  Where pusher locomotives are not used, the locomotive operator shall have an assistant to assist him in his 
duties. 

(q) The pushing of trips, except for switching purposes, is prohibited on main haulage roads: Provided, that 
nothing herein shall prohibit the use of a pusher locomotive to assist the locomotive pulling a trip.  Motormen and trip 
riders shall use care in handling locomotives and cars.  It shall be their duty to see that there is a conspicuous light on the 
front and rear of each trip or train of cars when in motion: Provided, however, that trip lights need not be used on cars 
being shifted to and from loading machines, or on cars being handled at loading heads during gathering operations at 
working faces.  No person except the operator or his assistant shall ride on locomotives or loaded cars.  An empty car or 
cars shall be used to provide a safe distance between the locomotive and the material car when rail, pipe or long timbers 
are being hauled.  A safe clearance shall be maintained between the end car or trips placed on side tracks and moving 
traffic.  On haulage roads the clearance point shall be marked with an approved device. 

(r) No motorman, trip rider or brakeman shall get on or off cars, trips or locomotives while they are in motion, 
except that a trip rider or brakeman may get on or off the rear end of a slowly moving trip or the stirrup of a slowly moving 
locomotive to throw a switch, align a derail or open or close a door. 

(s) Flying or running switches and riding on the front bumper of a car or locomotive are prohibited.  Back poling 
shall be prohibited except with precaution to the nearest turning point (not over eighty feet), or when going up extremely 
steep grades and then only at slow speed.  The operator of a shuttle car shall face in the direction of travel except during 
the loading operation when he shall face the loading machine. 

(t) (1) A system of signals, methods or devices shall be used to provide protection for  trips, locomotives and other 
equipment coming out onto tracks used by other equipment. 
(2) In any coal mine where more than three hundred fifty tons of coal is produced on any shift in each twenty- four hour 
period, a dispatcher shall be on duty when there are movements of track equipment underground, including time when 
there is no production of coal. Such traffic shall move only at the direction of the dispatcher. 
(3) The dispatcher's only duty shall be to direct traffic: Provided, That the dispatcher's duties may also include those of the 
responsible person required by section forty-two of this article: Provided, however, That the dispatcher may perform other 
duties which do not interfere with his dispatching responsibilities and do not require him to leave the dispatcher's station 
except as approved by the mine safety and technical review committee. 
(4) Any dispatcher's station shall be on the surface. 
(5) All self-propelled track equipment shall be equipped with two-way communications. 

(u) Motormen shall inspect locomotives, and report any mechanical defects found to the proper supervisor before 
a locomotive is put in operation. 

(v) A locomotive following another trip shall maintain a distance of at least three hundred feet from the rear end of 
the trip ahead, unless such locomotive is coupled to the trip ahead. 

(w) Positive stop blocks or derails shall be installed on all tracks near the top and at landings of shafts, slopes and 
surface inclines.  Positive-acting stop blocks or derails shall be used where necessary to protect persons from danger of 
runaway haulage equipment. 

(x) Shuttle cars shall not be altered by the addition of sideboards so as to inhibit the view of the operator. 
(y) Mining equipment shall not be parked within fifteen feet of a check curtain or fly curtain. 
(z) All self-propelled track haulage equipment shall be equipped with an emergency stop switch, self -centering 

valves, or other devices designed to de-energize the traction motor circuit in the event of an emergency.  All track 
mounted trolley equipment shall be equipped with trolley pole swing limiters or other means approved by the mine safety 
and technical review committee to restrict movement of the trolley pole when it is disengaged from the trolley wire.  
Battery powered mobile equipment shall have the operating controls clearly marked to distinguish the forward and reverse 
positions. 
§22A-2-38.  Transportation of miners by cars; self-propelled equipment; belts.  

(a) Man trips shall be pulled, unless self-propelled, at safe speeds consistent with the condition of roads and type 
of equipment used, but not to exceed twelve miles an hour. Each man trip shall be under the charge of a certified person 
or other competent person designated by a mine foreman or assistant mine foreman.  It shall be operated independently 
of any loaded trip of coal or other heavy material, but may transport tools, small machine parts and supplies.   When mine 
cars are used for man trips, a locomotive shall be used on each end of the trip.  

(b) Cars on the man trip shall not be overloaded, and sufficient cars in good mechanical condition shall be 
provided.  Sufficient space shall be afforded so that no miner shall have to be transported in a hazardous position. 

(c) No person shall ride under the trolley wire unless the man cars used are suitably covered and insulated.  No 
person shall ride on loaded timber cars, loaded supply trucks, empty timber cars or empty supply trucks which are not 
equipped with side guards, on top of locomotives, on chain conveyors, inside shuttle cars, on the tops of machinery or 
equipment, or on the sides of machinery or equipment, except for operators of such machinery or equipment. 

(d) Miners shall not load or unload before the cars in which they are to ride, or are riding, come to a full stop. 
Miners shall proceed in an orderly manner to and from man trips. 

(e) When belts are used for transporting miners, a minimum clearance of eighteen inches shall be maintained 
between the belt and the roof or crossbars, projecting equipment, cap pieces, overhead cables, wiring and other objects.  
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Visible reflectors shall be placed where projected equipment, cap pieces, overhead cables, wiring or other pieces cross 
the belt line.  Where the height of the coal seam permits, the clearance shall not be less than twenty-four inches. 

(f) The belt speed shall not exceed two hundred fifty feet per minute where the minimum overhead clearance is 
eighteen inches, or three hundred feet per minute where the minimum overhead clearance is twenty-four inches, while 
miners are loading, unloading, or being transported.   A signaling system or method shall be provided for stopping the belt 
and miners shall ride not less than six feet apart. 

(g) An assistant mine foreman or some other person designated by the mine foreman shall supervise the loading 
and unloading of belts and man trips.   Where miners are required to cross over belts, adequate and safe facilities shall be 
provided. 

(h) Positive-acting stop controls shall be installed along all belt conveyors used to transport miners, and such 
controls shall be readily accessible, and maintained so that the belt can be stopped or started at any location. 

(i) Belt conveyors used for man trips shall be stopped while men are loading or unloading. 
(j) There shall be at least thirty-six inches of side clearance where miners board or leave such belt conveyors. 
(k) Adequate illumination including colored lights or reflective signs shall be installed at all loading and unloading 

stations.   Such colored lights and reflective signs shall be so located as to be observable to all persons riding the belt 
conveyor. 

(l) Telephone or other suitable communications shall be provided at points where miners are regularly loaded on 
or unloaded from belt conveyors. 

(m) After supplies have been transported on man trip cars, such cars shall be examined for unsafe conditions 
prior to the transportation of miners. 

(n) While trackmen are working on haulageways, the dispatcher, or if there is no dispatcher, such other person 
responsible for communications with haulage crews shall give notice to haulage crews to maintain traffic under a slow and 
safe operating speed at the point of construction or repair. 
§22A-2-39.  Belt conveyor; installation; maintenance; examination of belt conveyors and belt entries. 

(a) On or after the first day of July, one thousand nine hundred seventy-one, all conveyor belts acquired for use 
underground shall be flame-resistant conveyor belts. 

(b) A clear travelway at least twenty-four inches wide shall be provided on both sides of all belt conveyors 
installed after the first day of July, one thousand nine hundred seventy-one.   Where roof supports are installed within 
twenty-four inches of a belt conveyor, a clear travelway at least twenty-four inches wide shall be provided on the side of 
such support farthest from the conveyor. 

(c) On belt conveyors that do not transport men, stop and start controls shall be installed at intervals not to 
exceed one thousand feet.  Such controls shall be properly installed and positioned so as to be readily accessible. 

(d) Persons shall not cross moving belt conveyors, except where suitable crossing facilities are provided. 
(e) All belt conveyors shall be inspected by a certified belt examiner, mine foreman-fire boss or assistant mine 

foreman-fire boss for frozen rollers and fire hazards following the last production shift each week, also before holidays, 
vacation periods, as hereinafter provided, with records kept of daily inspection. 

(f)(1) Belt conveyors on which coal is transported on any shift shall be examined during each coal-producing shift.  
Such examination shall be made of belt conveyors and belt conveyor entries for unsafe conditions including, but not 
limited to, mine gases, frozen rollers, hazardous roof or rib conditions and fires. 
(2) Whenever an on-shift examination of a belt conveyor and belt conveyor entry has not been made during the preceding 
shift, an examination shall be made of the belt conveyor and belt conveyor entry prior to the conveyor being started; or if 
any miner is going to enter the belt conveyor entry, then the area where such miner will be working shall be examined.  
Such examination shall be made by a certified mine foreman-fire boss, assistant mine foreman-fire boss, or a certified belt 
examiner.  Thereafter, on-shift examinations by a certified belt examiner, mine foreman-fire boss or assistant mine 
foreman-fire boss shall be made as herein required. 

(g) In the conduct of the examination, the belt examiner, mine foreman-fire boss or assistant mine foreman-fire 
boss shall travel the full extent of the belt conveyor or belt conveyor entry assigned and shall place his initials and the date 
and time of his examination at or near each belt head and along each belt conveyor he examines.  Should the belt 
examiner, mine foreman-fire boss or assistant mine foreman-fire boss find a condition which he considers dangerous to 
persons entering such area, he shall erect a danger sign to prevent other persons from entering the area and notify his 
immediate supervisor of the condition.  Only state or federal inspectors or authorized representatives of the miners, and 
persons authorized by mine management to correct the condition, may enter such area while the danger sign is posted.  
At the conclusion of each shift, belt examiners, mine foreman-fire bosses or assistant mine foreman-fire bosses shall 
record in a book provided for that purpose the results of their examination, including comments concerning the physical 
condition of the belt conveyor and the area where the belt conveyor is located.  Such book shall be examined and 
countersigned by the mine foreman or his assistant and by the person conducting such examination on the next oncoming 
shift. 

(h) The examinations set forth in this section shall be the only examinations required of belt conveyors and belt 
conveyor entries, notwithstanding any provision of sections fourteen, twenty or any other section of this chapter relating to 
the examination of belt conveyors and belt conveyor entries. 

(i) The board of miner training, education and certification shall establish criteria and standards for the training, 
examination and certification of "belt examiners." Persons seeking to be certified as a "belt examiner" must hold a miner's 
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certificate and have at least two years practical underground mining experience.  Such training, examination and 
certification program shall, as a minimum, require a demonstration of knowledge of belt conveyors roof control, ventilation 
and gases. 

(j) Deluge-type water sprays, water sprinklers, dry chemical sprinkler system or foam generators (designed to be 
automatically activated in the event of a fire or rise in the temperature at or near the belt drive) shall be installed at each 
main and secondary conveyor drive that are located underground. 

(k) All underground belt conveyors shall be equipped with slippage and sequence switches. 
(l) Telephones or other suitable communications shall be provided at points where supplies are regularly loaded 

or unloaded from the belt conveyors. 
(m) After supplies have been transported on belt conveyors, such belts shall be examined by a belt examiner, 

mine foreman-fire boss or assistant mine foreman-fire boss for unsafe conditions prior to the transportation of men. 
(n) No person shall be permitted to perform any work within the confines of the cargo space of a crusher or 

feeder, unless the crusher or feeder has been de-energized and locked out. 
§22A-2-40.  General provisions. 

Operators of coal mines in which electricity is used as a means of power shall comply with the following 
provisions: 
(1) All surface transformers, unless of a construction which will eliminate shock hazards, or unless installed at least eight 
feet above ground, shall be enclosed in a house or surrounded by a fence at least six feet high.  If the enclosure is of 
metal, it shall be grounded effectively.  The gate or door to the enclosure shall be kept locked at all times, unless 
authorized persons are present. 
(2) Underground transformers shall be air cooled or cooled with noninflammable liquid or inert gas. 
(3) Underground stations containing circuit breakers filled with inflammable liquids shall be put on a separate split of air or 
ventilated to the return air, and shall be of fireproof construction. 
(4) Transformers shall be provided with adequate overload protection. 
(5) "Danger -- High Voltage" signs with the voltage indicated shall be posted conspicuously on all transformer enclosures, 
high-potential switchboards and other high-potential installations. 
(6) Dry insulating platforms of rubber or other suitable nonconductive material shall be kept in place at each switchboard 
and at stationary machinery where shock hazards exist. 
(7) Capacitors used for power factor connection shall be noninflammable liquid filled.  Suitable drain-off resistors or other 
means to protect miners against electric shock following removal of power shall be provided. 
(8) All unattended underground loading points where electric driven hydraulic systems are used shall utilize a fireproof oil 
or emulsion. 
(9) Before electrical changes are made to permissible equipment for use in a mine, they shall be approved by the director. 
(10) Reverse current protection shall be provided at storage battery charging stations to prevent the storage batteries from 
energizing the power circuits in the event of power failure. 
(11) In all mines all junction or distribution boxes used for making multiple power connections inby the last open crosscut 
shall be permissible. 
(12) All hand-held electric drills, blower and exhaust fans, electric pumps, and such other low horsepower electric face 
equipment which are taken into or used inby the last open crosscut of any coal mine shall be permissible. 
(13) All electric face equipment which is taken into or used inby the last open crosscut of any coal mine shall be 
permissible. 
(14) In mines operated in coal seams which are located at elevations above the water table, the phrase "coal seams 
above the water table" means coal seams in a mine which are located at an elevation above a river or the tributary of a 
river into which a local surface water system naturally drains. 
(15) The operator of each coal mine shall maintain in permissible condition all electric face equipment, which is taken into 
or used inby the last open crosscut of any mine.    
(16) Except where permissible power connection units are used, all power-connection points outby the last open crosscut 
shall be in intake air.  
(17) All power circuits and electric equipment shall be de-energized before work is done on such circuits and equipment, 
except when necessary for trouble shooting or testing. 
(18) Energized trolley wires may be repaired only by a person trained to perform electrical work and to maintain electrical 
equipment and the operator of a mine shall require that such persons wear approved and tested insulated shoes and 
wireman's gloves. 
(19) No electrical work shall be performed on low-, medium-, or high-voltage distribution circuits or equipment, except by a 
qualified person or by a person trained to perform electrical work and to maintain electrical equipment under the direct 
supervision of a qualified person.  Disconnecting devices shall be locked out and suitably tagged by the persons who 
perform such work, except that in cases where locking out is not possible, such devices shall be opened and suitably 
tagged by such persons who installed them, or, if such persons are unavailable, by persons authorized by the operator or 
his agent. 
(20) All electric equipment shall be examined weekly, tested, and properly maintained by a qualified person to assure safe 
operating conditions.  When a potentially dangerous condition is found on electric equipment, such equipment shall be 
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removed from service until such condition is corrected.  A record of such examinations shall be kept and made available 
to an authorized representative of the director and to the miners in such mine. 
(21) All electric conductors shall be sufficient in size and have adequate current-carrying capacity and be of such 
construction that a rise in temperature resulting from normal operation will not damage the insulating material. 
(22) All electrical connections or splices in conductors shall be mechanically and electrically efficient, and suitable 
connectors shall be used.  All electrical connections or splices in insulated wire shall be reinsulated at least to the same 
degree of protection as the remainder of the wire. 
(23) Cables shall enter metal frames of motors, splice boxes, and electric compartment only through proper fittings.  When 
insulated wire, other than cables, pass through metal frames, the holes shall be substantially bushed with insulated 
bushings. 
(24) All power wire (except trailing cables on mobile equipment, specially designed cables conducting high-voltage power 
to underground rectifying equipment or transformers, or bare or insulated ground and return wires) shall be supported on 
well-installed insulators and shall not contact combustible material, roof or ribs. 
(25) Power wires and cables, including, but not limited to, phone communication and control wires, except trolley wires, 
trolley feeder wires and bare signal wires, shall be insulated adequately and fully protected.  The provisions of this 
subdivision shall not become effective until the first day of January, one thousand nine hundred seventy-eight. 
(26) Automatic circuit-breaking devices or fuses of the correct type and capacity shall be installed so as to protect all 
electric equipment and circuits against short circuit and overloads.  Three-phase motors on all electric equipment shall be 
provided with overload protection that will de-energize all three phases in the event that any phase is overloaded. 
(27) Incandescent lamps installed along haulageways and at other locations shall not contact combustible material, and if 
powered from trolley or direct current feeder circuits, need not be provided with separate short circuits or overload 
protection, if the lamp is not more than eight feet in distance from such circuits. 
(28) In all main power circuits, disconnecting switches shall be installed underground within five hundred feet of the 
bottoms of shafts and boreholes through which main power circuits enter the underground area of the mine and within five 
hundred feet of all other places where main power circuits enter the underground area of the mine. 
(29) All electric equipment shall be provided with switches or other controls that are safely designed, constructed and 
installed. 
(30) Each underground, exposed power conductor that leads underground shall be equipped with suitable lightning 
arresters of approved type within one hundred feet of the point where the circuit enters the mine.  Lightning arresters shall 
be connected to a low-resistance grounding medium on the surface which shall be separated from neutral ground by a 
distance of not less than twenty-five feet. 
(31) Except for areas of a coal mine inby the last open crosscut, incandescent lamps may be used to illuminate 
underground areas.  When incandescent lamps are used in a track entry or belt entry or near track entries to illuminate 
special areas other than structures, the lamps shall be installed in weatherproof sockets located in positions such that the 
lamps will not come in contact with any combustible material.  Lamps used in all other places must be of substantial 
construction and be fitted with a glass enclosure. 
(32) An authorized representative of the director may require in any mine that electric face equipment be provided with 
devices that will permit the equipment to be de-energized quickly in the event of an emergency. 
(33) An authorized representative of the director shall require manually operated emergency stop switches, 
designed to de-energize the traction motor circuit when the contractors or controller fail to open, to be installed on all 
battery powered tractors, taken into or used inby the last open crosscut of any entry or room. 
(34) Trailing cables used in coal mines shall meet the requirements for flame-resistant cables. 
(35) Short circuit protection for trailing cables shall be provided by an automatic circuit breaker or other no less effective 
device approved by the director of adequate current-interrupting capacity in each ungrounded conductor.  Disconnecting 
devices used to disconnect power from trailing cables shall be plainly marked and identified and such devices shall be 
equipped or designed in such a manner that it can be determined by visual observation that the power is disconnected. 
(36) When two or more trailing cables junction to the same distribution center, means shall be provided to assure against 
connecting a trailing cable to the wrong size circuit breaker. 
(37) One temporary splice may be made in any trailing cable.   Such trailing cable may only be used for the next twenty-
four hour period.  No temporary splice shall be made in a trailing cable within twenty-five feet of the machine, except cable 
reel equipment.  Temporary splices in trailing cables shall be made in a workmanlike manner and shall be mechanically 
strong and well insulated.  Trailing cables or hand cables which have exposed wires or which have splices that heat or 
spark under load shall not be used.  As used in this section, the term "splice" means a mechanical joining of one or more 
conductors that have been severed. 
(38) When permanent splices in trailing cables are made, they shall be: 

(a) Mechanically strong with adequate electrical conductivity and flexibility, 
(b) Effectively insulated and sealed so as to exclude moisture, and 
(c) Vulcanized or otherwise treated with suitable materials to provide flame-resistant qualities and good bonding 

to the outer jacket. 
(39) Trailing cables shall be clamped to machines in a manner to protect the cables from damage and to prevent strain on 
the electrical connections.  No cables will be hung in a manner which will damage the insulation or conductors. 
(40) Trailing cables shall be adequately protected to prevent damage by mobile equipment. 
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(41) Trailing cable and power cable connections to junction boxes and to electrical equipment shall not be made or broken 
under load. 
(42) All metallic sheaths, armors and conduits enclosing power conductors shall be electrically continuous throughout and 
shall be grounded by methods approved by an authorized representative of the director. 
(43) Except where waived by the director, metallic frames, casings and other enclosures of electric equipment that can 
become alive through failure of insulation or by contact with energized parts shall be grounded, and on or before the first 
day of January, one thousand nine hundred seventy-eight, shall have a ground monitoring system. 
(44) In instance where single-phase 110-220 volt circuits are used to feed electrical equipment, the only method of 
grounding that will be approved is the connection of all metallic frames, casings and other enclosure of such equipment to 
a separate grounding conductor which establishes a continuous connection to a grounded center tap of the transformer. 
(45) The attachment of grounding wires to a mine tract or other grounded power conductor will be approved if separate 
clamps, suitable for such purpose, are used and installed to provide a solid connection. 
(46) The frames of all off-track, direct-current machines and the enclosures of related detached components shall be 
effectively grounded or otherwise maintained at no less safe voltages. 
(47) Installation of silicon diodes shall be restricted to electric equipment receiving power from a direct-current system with 
one polarity grounded.  Where such diodes are used on circuits having a nominal voltage rating of two hundred fifty, they 
must have a forward current rating of four hundred amperes or more, and have a peak inverse voltage rating of four 
hundred or more.  Where such diodes are used on circuits having nominal voltage rating of five hundred fifty, they must 
have a forward current rating of two hundred fifty amperes or more, and have a peak inverse voltage rating of eight 
hundred or more. 
(48) In addition to the grounding diode, a polarizing diode must be installed in the machine control circuit to prevent 
operation of the machine when the polarity of a trailing cable is reversed. 
(49) When installed on permissible equipment, all grounding diodes, over-current devices, and polarizing diodes must be 
placed in explosion-proof compartments. 
(50) High-voltage lines, both on the surface and underground, shall be de-energized and grounded before work is 
performed on them, except that repairs may be permitted, in the case of energized surface high-voltage lines, if such 
repairs are made by a qualified person in accordance with procedures and safeguards, including, but not limited to, a 
requirement that the operator of such mine provide, test and maintain protective devices in making such repairs. 
(51) When two or more persons are working on an energized high-voltage surface line simultaneously, and any one of 
them is within reach of another, such persons shall not be allowed to work on different phases or on equipment with 
different potentials. 
(52) All persons performing work on energized high-voltage surface lines shall wear protective rubber gloves, sleeves, 
and climber guards if climbers are worn.  Protective rubber gloves shall not be worn wrong side out or without protective 
leather gloves.  Protective devices worn by a person assigned to perform repairs on high-voltage surface lines shall be 
worn continuously from the time he leaves the ground until he returns to the ground, and, if such devices are employed for 
extended periods, such person shall visually inspect the equipment assigned him for defects before each use, and, in no 
case, less than twice each day. 
(53) Disconnecting or cutout switches on energized high-voltage surface lines shall be operated only with insulated sticks, 
fuse tongs or pullers which are adequately insulated and maintained to protect the operator from the voltage to which he 
is exposed.  When such switches are operated from the ground, the person operating such devices shall wear protective 
rubber gloves. 
(54) Solely for purposes of grounding ungrounded high-voltage power systems, grounded messenger wires used to 
suspend the cables of such systems may be used as a grounding medium. 
(55) When not in use, power circuits underground shall be de-energized on idle days and idle shifts, except that rectifiers 
and transformers may remain energized. 
(56) High-voltage circuits entering the underground area of any coal mine shall be protected by suitable circuit breakers of 
adequate interrupting capacity.  Such breakers shall be equipped with devices to provide protection against undervoltage, 
grounded phase, short circuit and overcurrent. 
(57) Circuit breakers protecting high-voltage circuits entering an underground area of any coal mine shall be located on 
the surface and in no case installed either underground or within a drift. 
(58) One circuit breaker may be used to protect two or more branch circuits, if the circuit breaker is adjusted to afford 
overcurrent protection for the smallest conductor. 
(59) The grounding resistor, where required, shall be of the proper ohmic value to limit the voltage drop in the grounding 
circuit external to the resistor to not more than one hundred volts under fault conditions.  The grounding resistor shall be 
rated for maximum fault current continuously and insulated from ground for a voltage equal to the phase-to-phase voltage 
of the system. 
(60) High-voltage circuits extending underground and supplying portable mobile or stationary high-voltage equipment shall 
contain either a direct or derived neutral which shall be grounded through a suitable resistor at the source transformers, 
and a grounding circuit, originating at the grounded side of the grounding resistor, shall extend along with the power 
conductors and serve as a grounding conductor for the frames of all high-voltage equipment supplied power from the 
circuit, except that the director or his authorized representative may permit ungrounded high-voltage circuits to be 
extended underground to feed stationary electrical equipment if such circuits are either steel armored or installed in 
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grounded, rigid steel conduit throughout their entire length, and upon his finding that such exception does not pose a 
hazard to the miners.  Within one hundred feet of the point on the surface where high-voltage circuits enter the 
underground portion of the mine, disconnecting devices shall be installed and so equipped or designed in such a manner 
that it can be determined by visual observation that the power is disconnected, except that the director or his authorized 
representative may permit such devices to be installed at a greater distance from such area of the mine if he determines, 
based on existing physical conditions, that such installation will be more accessible at a greater distance and will not pose 
any hazard to the miners. 
(61) High-voltage resistance grounded systems serving portable or mobile equipment shall include a fail-safe ground 
check circuit to monitor continuously the grounding circuit to assure continuity, and the fail-safe ground check circuit shall 
cause the circuit breaker to open when either the ground or pilot check wire is broken, or other no less effective device 
approved by the director or his authorized representative to assure such continuity. 
(62) Underground high-voltage cables used in resistance grounded systems shall be equipped with metallic shields 
around each power conductor with one or more ground conductors having a total cross-sectional area of not less than one 
half the power conductor, and with an insulated internal or external conductor not smaller than No. 10 (A.W.G.) for the 
ground continuity check circuit. 
(63) All such cables shall be adequate for the intended current and voltage.  Splices made in such cables shall provide 
continuity of all components. 
(64) Single-phase loads, such as transformer primaries, shall be connected phase-to-phase. 
(65) All underground high-voltage transmission cables shall be installed only in regularly inspected air courses and 
haulageways, and shall be covered, buried, or placed so as to afford protection against damage, guarded where men 
regularly work or pass under them unless they are six and one-half feet or more above the floor or rail, securely anchored, 
properly insulated, and guarded at ends, and covered, insulated, or placed to prevent contact with trolley wires and other 
low-voltage circuits. 
(66) Disconnecting devices shall be installed at the beginning of branch lines in underground high-voltage circuits and 
equipped or designed in such a manner that it can be determined by visual observation that the circuit is de-energized 
when the switches are open.  
(67) Circuit breakers and disconnecting switches underground shall be marked for identification. 
(68) In the case of high-voltage cables used as trailing cables, temporary splices shall not be used and all permanent 
splices shall be made in accordance with the manufacturers' specifications. 
(69) Frames, supporting structures and enclosures of stationary, portable, or mobile underground high-voltage equipment 
and all high-voltage equipment supplying power to such equipment receiving power from resistance grounded systems 
shall be effectively grounded to the high-voltage ground.  
(70) Low-and medium-voltage power circuits serving three-phase alternating current equipment serving portable or mobile 
equipment shall be protected by suitable circuit breakers of adequate interrupting capacity which are properly tested and 
maintained as prescribed by the director.  Such breakers shall be equipped with devices to provide protection against 
under-voltage, grounded phase, short circuit and overcurrent. 
(71) Power centers and portable transformers shall be de-energized before they are moved from one location to another, 
except that, when equipment powered by sources other than such centers or transformers is not available, the director 
may permit such centers and transformers to be moved while energized, if he determines that another equivalent or 
greater hazard may otherwise be created, and if they are moved under the supervision of a qualified person, and if such 
centers and transformers are examined prior to such movement by such person and found to be grounded by methods 
approved by an authorized representative of the director and otherwise protected from hazards to the miner.   A record 
shall be kept of such examinations.  High-voltage cables, other than trailing cables, shall not be moved or handled at any 
time while energized, except that when such centers and transformers are moved while energized as permitted under this 
section, energized high-voltage cables attached to such centers and transformers may be moved only by a qualified 
person and the operator of such mine shall require that such person wear approved and tested insulated wireman's 
gloves. 
(72) Low-and medium-voltage three-phase alternating-current circuits used underground shall contain either a direct or 
derived neutral which shall be grounded through a suitable resistor at the power center, and a grounding circuit, 
originating at the grounded side of the grounding resistor, shall extend along with the power conductors and serve as a 
grounding conductor for the frames of all the electrical equipment supplied power from the circuit, except that the director 
or his authorized representative may permit underground low- and medium-voltage circuits to be used underground to 
feed such stationary electrical equipment if such circuits are either steel armored or installed in grounded rigid steel 
conduit throughout their entire length.  The grounding resistor, where required, shall be of the proper ohmic value to limit 
the ground fault current to twenty-five amperes.  The grounding resistor shall be rated for maximum fault current 
continuously and insulated from ground for a voltage equal to the phase-to-phase voltage of the system. 
(73) Low-and medium-voltage resistance grounded systems serving portable or mobile equipment shall include a fail-safe 
ground check circuit to monitor continuously the grounding circuit to assure continuity which ground check circuit shall 
cause the circuit breaker to open when either the ground or pilot check wire is broken, or other not less effective device 
approved by the director or his authorized representative to assure such continuity, except that an extension of time, not 
in excess of twelve months, may be permitted by the director on a mine-to-mine basis if he determines that such 
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equipment is not available.  Cable couplers shall be constructed so that the ground check continuity conductor shall be 
broken first and the ground conductors shall be broken last when the coupler is being uncoupled. 
(74) Disconnecting devices shall be installed in conjunction with circuit breakers serving portable or mobile equipment to 
provide visual evidence that the power is connected. 
(75) Circuit breakers shall be marked for identification. 
(76) Single-phase loads shall be connected phase-to-phase. 
(77) Trailing cables for medium-voltage circuits shall include grounding conductors, a ground check conductor, and 
grounded metallic shields around each power conductor or a ground metallic shield over the assembly, except that on 
equipment employing cable reels, cables without shields may be used if the insulation is rated two thousand volts or more. 
(78) Trolley wires and trolley feeder wires shall be provided with cutout switches at intervals of not more than two 
thousand feet and near the beginning of all branch lines. 
(79) Trolley wires and trolley feeder wires shall be provided with overcurrent protection. 
(80) Trolley wires and trolley feeder wires, high-voltage cables, and transformers shall not be located within fifteen feet of 
the last open crosscut and shall be kept at least one hundred fifty feet from pillar workings. 
(81) Trolley wires, trolley feeder wires, and bare signal wires shall be insulated adequately where they pass through doors 
and stoppings and where they cross other power wires and cables.  Trolley wires and trolley feeder wires shall be 
guarded adequately: 

(a) At all points where men are required to work or pass regularly under the wires. 
(b) On both sides of all doors and stoppings. 
(c) At man-trip stations. 

(82) Temporary guards shall be provided where trackmen and other persons work in close proximity to trolley wires and 
trolley feeder wires. 
(83) Adequate precaution shall be taken to ensure that equipment being moved along haulageways will not come in 
contact with trolley wires or trolley feeder wires. 
(84) Trolley and feeder wires shall be installed as follows:  Where installed on permanent haulage, they shall be: 

(a) At least six inches outside the track gauge line. 
(b) Kept taut and not permitted to touch the roof, rib or crossbars.  Particular care shall be taken where they pass 

through door openings to preclude bare wires from coming in contact with combustible material. 
(c) Installations of trolley wire hangers shall be provided within three feet of each splice in a trolley wire. 
§22A-2-41.  Bonding track used as power conductor. 

Where track is used as a power conductor, rails and switches on main entries shall be bonded and cross-bonded 
in such manner as to assure adequate return.  At least one rail on secondary track-haulage roads  shall be welded or 
bonded at every joint, and cross bonds shall be installed at intervals of not more than two hundred feet:  Provided, 
however, That rail joints in such secondary haulage roads need not be bonded where a copper feeder adequate in size 
parallels the track and is electrically connected thereto at intervals of not more than two hundred feet by cross bonds. 
§22A-2-42.  Telephone service or communication facilities. 

Telephone service or equivalent two-way communication facilities shall be provided in all mines at least one of 
which shall be in service at all times as follows: 

(a) A telephone or equivalent two-way communication facility shall be located on the surface within five hundred 
feet of all main portals, and shall be installed either in a building or in a box-like structure designed to protect the facilities 
from damage by inclement weather.  At least one of these communication facilities shall be at a location where a 
responsible person who is always on duty when miners are underground can hear the facility and respond immediately in 
the event of an emergency.  "Two-way communication facility" shall mean a system maintained to allow voice contact to 
come in and out of the working section at all times. 

(b) (1) Telephones or equivalent two-way communication facilities provided at each working section shall be 
located not more than five hundred feet outby the last open crosscut and not more than eight hundred feet from the 
farthest point of penetration of the working places on such section. 
(2) The incoming communication signal shall activate an audible alarm, distinguishable from the surrounding noise level, 
or a visual alarm that can be seen by a miner regularly employed on the working section. 
(3) If a communication system other than telephones is used and its operation depends entirely upon power from the mine 
electric system, means shall be provided to permit continued communication in the event the mine electric power fails or 
is cut off:  Provided, That where trolley phones and telephones are both used, an alternate source of power for the trolley 
phone system is not required. 
(4) Telephones or equivalent two-way communication facilities shall be maintained in good operating condition at all 
times.  In the event of any failure in the system that results in loss of communication, repairs shall be started immediately, 
and the system restored to operating condition as soon as possible. 
(5) Where required by the director, trucks used for haulage of coal, miners, or supplies by an operator shall be equipped 
with two-way communication instruments. 

(c) On or after the first day of January, one thousand nine hundred seventy-eight, unless the director for good 
cause grants a waiver, all such telephones or equivalent two-way communications shall be connected to regular 
telephonic and other means of communication available in the community so that in the event of an emergency, 
emergency medical attendants or other personnel can communicate to and from the mine directly to health care facilities. 
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(d) Telephone lines and cables shall be carried on insulators installed on the opposite side from power or trolley 
wires, and where they cross power or trolley wires, they shall be insulated adequately.  Lightning arresters shall be 
provided at the points where telephone circuits enter the mine. 
§22A-2-43.  Electric equipment in mines.  

(a) Methane. -- Electric equipment shall not be taken into or operated in any place where methane can be 
detected with a flame safety lamp or other approved methane detector at one percent or more at any point not less than 
twelve inches from the roof, face or rib. 

(b) Return air. -- In all mines, electric haulage locomotives operated from trolley wire and other electrical 
equipment or devices which may ignite gas shall not be used in return air, unless permission is granted by the director for 
a specified area. For the purpose of this provision, air used to ventilate a section of a mine shall not be considered return 
air until such time as the air has ventilated all of the workings in the section. 

(c) Qualified person to operate cutting machine.  -- No person shall be placed in charge of a coal-cutting machine 
in any mine who is not a qualified person, capable of determining the safety of the roof and sides of the working places 
and of detecting the presence of explosive gas, unless they are accompanied by a certified or qualified person who has 
passed such an examination. 

(d) Inspections. -- In any mine no machine shall be brought inby the last breakthrough next to the working face 
until the machine man shall have made an inspection for gas in the place where the machine is to work.  If explosive gas 
in excess of one percent is found in the place, the machine shall not be taken in until the danger is removed. 

(e) Indication of gas. -- In working places a suitable approved apparatus for the detection of explosive gas, shall 
be provided for use with each mining machine when working, and should any indication of explosive gas in excess of one 
percent appear on any apparatus used for the detection of explosive gas, the person in charge shall immediately stop the 
machine, cut off the current at the nearest switch and report the condition to the mine foreman or supervisor.  The 
machine shall not again be started in such place until the condition found has been corrected and been pronounced safe 
by a certified person. 

(f) Periodic gas examinations. -- No electric equipment shall be operated in a mine for a longer period than twenty 
minutes without an examination as above described being made for gas; and if gas is found in excess of one percent, the 
current shall at once be switched off the machine, and the trailing cable shall forthwith be disconnected from the power 
supply until the place is pronounced safe. 

(g) Operation of mining machines. -- Machine runners and helpers shall use care while operating mining 
machines.  They shall examine the roof of the working place to see that it is safe before starting to operate the machine.  
They shall not move the machine while the cutter chain is in motion. 
§22A-2-44.  Hand-held electric drills and rotating tools; trailing cables.  

Electric drills and other electrically operated rotating tools intended to be held in the hand shall have the electric 
switch constructed so as to break the circuit when the hand releases the switch and shall be equipped with friction or 
safety clutches. 
§22A-2-45.  Installation of lighting.  

Electric lights or other approved methods of lighting shall be installed so that they do not come in contact with 
combustible materials, and the wires shall be supported by suitable insulators and fastened securely to the power 
conductors. 
§22A-2-46.  Welding and cutting. 

(a) A record shall be kept of oxygen and gas tanks or cylinders taken into a mine and the date shall be recorded 
when they are removed from the mine.   No more tanks or cylinders than necessary to perform the work efficiently shall be 
permitted underground at one time. 

(b) Propane torches may be used in lieu of blowtorches.  Only approved apparatus such as torches, regulators, 
pressure reducing valves, hoses, check valves and gas cylinders shall be used. 

(c) Welding and cutting may be done in mines:  Provided, That all equipment and gauges are maintained in safe 
condition and not abused, that suitable precautions are taken against ignition of methane, coal dust, or combustible 
materials, that means are provided for prompt extinguishment of fires accidentally started, and that only persons who 
have demonstrated competency in welding and cutting are entrusted to do this work.  Adequate eye protection shall be 
used by all persons doing welding or cutting, and precautions shall be taken to prevent other persons from exposure that 
might be harmful to their eyes.  A suitable wrench designed for compressed tanks shall be provided to the person 
authorized to use the equipment. 

(d) Transportation of oxygen and gas tanks or cylinders shall be permitted on self-propelled machinery or belt 
conveyors specially equipped for safe holding of the containers in transportation.   In no instance shall such transportation 
be permitted in conjunction with any mantrip, unless such mantrip is especially equipped with a compartment, lined with at 
least four inches of foam rubber or the equivalent, and capable of tightly securing the tank inside the manufactured frame 
of the vehicle. 

(e) Empty oxygen and gas tanks or cylinders shall be marked "empty" and shall be removed from the mine 
promptly in safe containers provided for transportation of the same. 

(f) When tanks and cylinders are not in use and when they are being transported, valve protection caps and plugs 
shall be placed on all tanks or cylinders for which caps and plugs are available.   No oxygen tanks, gas tanks or cylinders 
shall be transported with the hoses and gauges attached thereto. 



 48

(g) In all mines a certified person, pursuant to section twelve of this article, shall examine for gas with permissible 
flame safety lamps or other approved detectors before and during welding or cutting.   The safety of the equipment and 
methods used in such cases shall be subject to approval of the director.  If equipment is mobile, it shall be removed outby 
the last open breakthrough before cutting and welding may be performed on such equipment.  
§22A-2-47.  Responsibility for care and maintenance of face equipment.  

Mine operators shall maintain face equipment in safe operating condition.   Equipment operators shall exercise 
reasonable care in the operation of the equipment entrusted to them and shall promptly report defects known to them. 
§22A-2-48.  When respiratory equipment to be worn; control of dust. 

Miners exposed for short periods to gas-, dust-, fume-, and mist-inhalation hazards shall wear permissible 
respiratory equipment.  Dust shall be controlled by the use of permissible dust collectors or other approved methods. 
§22A-2-49.  Safeguards for mechanical equipment. 

(a) The cutter chains of mining machines shall be locked securely by mechanical means or electrical interlocks 
while such machines are parked or being trammed.  Loading machines shall not be trammed with loading arms in motion, 
except when loading materials. 

(b) Belt, chain or rope drives and the moving parts of machinery which are within seven feet of the floor, ground or 
platform level, unless isolated, shall be guarded adequately.  Repair pits shall be kept covered or guarded at all times 
when not in use.  Machinery shall not be lubricated or repaired while in motion, except where safe remote lubricating 
devices are used. Machinery shall not be started until the person lubricating or repairing it has given a clear signal.  
Guards which have been removed shall be replaced before the machinery is again put into use.  Provision shall be made 
to prevent accumulations of spilled lubricants. 

(c) Mechanically operated grinding wheels shall be equipped with safety washers, substantial retaining hoods, 
and, unless goggles are used, eye shields. 

(d) No person shall stand along the side of the boom, or pass or stand along the loading head or cutting head, on 
a continuous miner or loading machine in operation. 

(e) Braking devices shall be guarded to prevent accidental release.  When required by the director, track-mounted 
mobile equipment shall be equipped with workable sanding devices. 

(f) All battery powered equipment shall be equipped with under-voltage indicator which will indicate when the 
voltage is less than three-fourths of its rated capacity, at which time such equipment shall be withdrawn from use except 
for the purpose of returning the vehicle to the recharging station. 

(g) On and after the first day of January, one thousand nine hundred eighty-eight, all manually operated valves 
and levers of equipment of the same manufacturer and model shall have the same direction of activation and direction of 
operations. 
§22A-2-50.  Procurement of dust-tight electrical equipment; fireproof construction; dust control; repairs; welding;  
handrails and toeboards; protection of personnel on  conveyors; back guards on ladders; walkways or safety 
devices around thickeners.  

(a) In unusually dusty locations, electric motors, switches and controls shall be of dust-tight construction or 
enclosed with reasonably dust-tight housings or enclosures. 

(b) After the first day of July, one thousand nine hundred seventy-one, all structures erected on the surface within 
one hundred feet of any mine opening shall be of fireproof construction. 

(c) Means and methods shall be provided to assure that structures and the immediate area surrounding the same 
shall be reasonably free of coal dust accumulations. 

(d) Where coal is dumped at or near air intake openings, reasonable provisions shall be made to prevent dust 
from entering the mine. 

(e) Where repairs are being made to the plant, proper scaffolding and proper overhead protection shall be 
provided for workmen wherever necessary. 

(f) Welding shall not be done in dusty atmospheres and dusty locations shall be well cleaned, and fire-fighting 
apparatus shall be readily available during welding. 

(g) Stairways, elevated platforms and runways shall be equipped with handrails.  Railroad car trimmer platforms 
are excepted from such requirement. 

(h) Elevated platforms and stairways shall be provided with toeboards where necessary, and they shall be kept 
clear of refuse and ice and maintained in good repair. 

(i) Personnel who are required frequently and regularly to travel on belts or chain conveyors extended to heights 
of more than ten feet shall be provided with adequate space and protection in order that they may work safely.  
Permanent ladders extending more than ten feet shall be provided with back guards.  Walkways around thickeners that 
are less than four feet above the walkway shall be adequately guarded.  Employees required to work over thickeners shall 
wear a safety harness adequately secured, unless walkways or other suitable safety devices are provided. 
§22A-2-51.  Housekeeping.  

Good housekeeping shall be practiced in and around mine buildings and yards.   Such practices include 
cleanliness, orderly storage of materials, and the removal of possible sources of injury, such as stumbling hazards, 
protruding nails and broken glass. 
§22A-2-52.  Storage of flammable liquids in lamphouse.  

Naphtha or other flammable liquids in lamphouses shall be kept in approved containers or other safe dispensers. 
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§22A-2-53.  Smoking in and around surface structures. 
Smoking in or about surface structures shall be restricted to places where it will not cause fire or an explosion. 

§22A-2-53(a)  Railroad cars; dumping areas; other surface areas. 
(1) Employees handling railroad cars shall have access to and use an approved distinct audible signaling device to give 
warning when cars are in motion.  Safety belts shall be worn and properly attached by all car droppers handling railroad 
cars.  Railroad cars shall be maintained under control at all times.  Cars shall be dropped at a safe rate of speed and in 
such a manner that will ensure the car dropper maintains a safe position while working and traveling around the car.  
Railroad cars shall not be coupled or uncoupled manually from the inside of curves unless the railroad and cars are so 
designed to eliminate any hazard from coupling or uncoupling from inside of curves. 
(2) All dumping ramps shall be of a sufficient width to ensure safe operation of vehicles used thereon. 
(3) All access roads leading to and from bath houses, portals, and other areas on which persons are expected to travel to 
and from work, shall be of sufficient width and be maintained in good condition.  On haulage roads, guardrails or berms 
shall be provided on the outer bank of all elevated roads. 
(4) Mobile surface loading and haulage equipment shall be inspected by a competent person before such equipment is 
placed into operation.  Equipment defects affecting safety shall be corrected before the equipment is used. 
(5) Safety protection, such as safety belts, lifelines, or lanyards to prevent a person from falling shall be provided at all 
times that miners are working in an area where the potential fall distance exceeds fifteen feet, except that safety belts 
shall not be used where they are impractical or would pose a greater hazard.  Safety nets shall be provided when work 
places are more than twenty-five feet above the ground where the use of ladders, scaffolds, catch platforms, temporary 
floors, safety lines, or safety belts are impractical. 
§22A-2-53(b)  Haulage or surface areas.  
(1) Traffic directions which differ from standard highways practice shall be posted on signs along the haulage roads at 
strategic points in letters at least three inches high. 
(2) Well marked signs conspicuously placed, shall be properly located to alert drivers to existing danger areas, such as 
the approach to a dangerous curve or an extreme grade. 
(3) Traffic rules, signals and warning signs shall be standardized at each mine. 
(4) Where side or overhead clearances on haulage roads or loading or dumping locations are hazardous to mine workers, 
such areas shall be conspicuously marked and warning devices shall be installed when necessary to ensure the safety of 
the workers. 
(5) Flashers, flares, or other means of signaling shall be used to warn approaching drivers of a hazard created by an 
obstruction in the roadway. 
(6) Regulatory signs shall be used to indicate the required method of traffic movement. 
(7) Posted warning signs shall be used where necessary to indicate potential hazardous conditions. 
(8) Object marking shall be used to mark physical obstructions in or near the haulageway that presents possible hazards. 
(9) All signs and markings shall be displayed and utilized so as to be as effective as possible. 
(10) Where side or overhead clearance on any haulage road or at any loading or dumping location at a surface mine is 
hazardous to any person, such hazard shall be corrected immediately, and all necessary precautions taken while such 
hazard is being corrected. 
(11) Haulage roads shall be located an adequate distance from highwalls and spoil banks to minimize the danger of falling 
material onto personnel and equipment. 
(12) When dust created by haulage is thrown into suspension in such quantities that may obscure the vision of the 
operators of vehicles, an adequate means shall be taken to allay such dust. 
(13) Only authorized persons shall be permitted on haulage roads and at loading or dumping locations. 
(14) Berms or guards shall be provided where required on the outer bank of elevating roadways. 
(15) The width and grade to be utilized in haulage road construction shall be determined for each specific situation based 
upon terrain configuration, vehicle characteristics and driver visibility for safe haulage. 
(16) Haulage roads shall be constructed of sufficient width to permit the driver to maneuver his vehicle to avoid striking 
unexpected obstacles on the roadway where reclamation regulations permit. 
(17) Provisions shall be made to adequately drain and remove excessive water from the haulage roads. 
(18) Haulage roads shall be constructed, installed and maintained in a manner consistent with the speed and type of 
haulage operations being conducted to ensure safe operation.  All roads leading to and from work sites on which persons 
are expected to travel to and from work or to haul coal or supplies, shall be of sufficient width and be maintained in good 
condition. 
(19) Haulage operations shall be stopped when the haulage surface has deteriorated to the extent that it presents a 
danger to the safety of the haulage operation. 
(20) All haulage vehicles placed into service after the effective date of this section shall be equipped with an approved 
supplementary emergency braking system. 
(21) All power lines constructed over haulage roads after the effective date of this section shall be maintained at a 
minimum of twelve feet above all equipment used on haulage roads, including dump trucks in a raised position. 
§22A-2-53(c)  Ramps; tipples; cleaning plants; other surface areas. 
(1) Surface installations generally. Surface installations, all general mine structures, enclosures and other facilities, 
including custom coal preparation facilities shall be maintained in good condition.  In unusually dusty locations, electric 
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motors, switches and controls shall be of dust-tight construction, or enclosed with reasonable dust-tight housings or 
enclosures.  Openings in surface installations through which men or material may fall shall be protected by railings, 
barriers, covers or other protective devices.  Illumination sufficient to provide safe working conditions shall be provided in 
and on all surface structures, paths, walkways, switch panels, loading and dumping sites, working areas and parking 
areas.  Materials shall be stored and/or stacked in a manner to prevent stumbling or falling.  Compressed and liquid gas 
cylinders shall be secured in a safe manner.  Adequate ventilation shall be provided in tipples and preparation plants.  
Coal dust in or around tipples or cleaning plants shall not be permitted to exist or accumulate in dangerous amounts. 
(2) Machinery guards. Gears, sprockets, chains, drive head, tail and take-up pulleys, flywheels, couplings, shafts, saw 
blades, fan inlets and similar exposed moving machine parts with which persons may come in contact shall be guarded 
adequately.  Except when testing is necessary, machinery guards shall be secured in place while being operated.  Belt 
rollers shall not be cleaned while belts are in motion. 
(3) Fire protection.  Where cutting or welding is performed at any location, a means of prompt extinguishments of any fire 
accidentally started shall be provided.  Adequate fire-fighting facilities, required by the office of miners' health, safety and 
training, shall be provided on all floors.  At least two exits shall be provided for every floor of tipples and cleaning plants 
constructed after the effective date of this section.  Signs warning against smoking and open flames shall be posted so 
they can be readily seen in areas or places where fire or explosion hazards exist.  Smoking or an open flame in or about 
surface structures shall be restricted to locations where it will not cause fire or an explosion. 
(4) Repairs of machinery. Machinery shall not be lubricated or repaired while in motion, except where safe remote 
lubricating devices are used.  Machinery shall not be started until the person lubricating or repairing it has given a clear 
signal.  Means and methods shall be provided to assure that structures and the immediate area surrounding the same 
shall be reasonably free of coal dust accumulations.  Where repairs are made to tipples, or cleaning plants, proper 
scaffolding and proper overhead protection shall be provided for workmen when necessary.  Where overhead repair work 
is being performed at surface installations, adequate protection shall be provided for all persons working or passing 
below. 
(5) Stairs, platforms, etc. Stairways, elevated platforms and runways shall be equipped with handrails.  Railroad car 
trimmer platforms are exempted from such requirements.  Where required, elevated platforms and stairways shall be 
provided with toeboards.  They shall be kept clear of refuse and ice and maintained in good condition. 
(6) Belts, etc.  Drive belts shall not be shifted while in motion unless such machines are provided with mechanical shifters.  
Belt dressing shall not be applied while in motion.  Belts, chains and ropes shall not be guided into power-driven moving 
pulleys, sprockets or drums with the hand except with equipment especially designed for hand feeding. 
(7) Conveyors and crossovers.  When the entire length of a conveyor is visible from the starting switch, the operator shall 
visually check to make certain that all persons are in the clear before starting the conveyor.  When the entire length of the 
conveyor is not visible from the starting switch, a positive audible or visible warning system shall be installed and operated 
to warn persons when the conveyor will be started.  Crossovers shall be provided where necessary to cross conveyors.  
All crossovers shall be of substantial construction, with rails, and maintained in good condition.  Moving conveyors shall 
be crossed only at designated crossover points.  A positive audible or visible warning system shall be installed and 
operated to warn persons that a conveyor or other tipple equipment is to be started.  Pulleys of conveyors shall not be 
cleaned manually while the conveyor is in operation.  Guards, nets or other suitable protection shall be provided where 
tramways pass over roadways, walkways or buildings.  Where it is required to cross under a belt, adequate means shall 
be taken to prohibit a person from making contact with a moving part. 
(8) Ladders. All ladders shall be securely fastened. Permanent ladders more than ten feet in height shall be provided with 
backguards.  Ladders shall be of substantial construction and maintained in good condition.  Wooden ladders shall not be 
painted.  Fixed ladders shall not incline backward at any point unless equipped with backguards.  Fixed ladders shall be 
anchored securely and installed with at least three inches of toe clearance.  Side rails of fixed ladders shall project at least 
three feet above landings, or substantial handholds shall be provided above the landing.  No person shall be permitted to 
work off of the top step of any ladder.  Metal ladders shall not be used with electrical work, where there is danger of the 
ladder coming into contact with power lines or an electrical conductor.  The maximum length of a step ladder shall be 
twenty feet and an extension ladder sixty feet. 
(9) Hoisting. Hitches and slings used to hoist materials shall be suitable for handling the type of material being hoisted.  
Persons shall stay clear of hoisted loads.  Tag lines shall be attached to hoisted materials that require steadying or 
guidance.  A hoist shall not lift loads greater than the rated capacity of the hoist being used. 
(10) Railroad track construction and maintenance.  

(a) All parts of the track haulage road under the ownership or control of the operator shall be strictly constructed 
and maintained.  Rails shall be secured at all points by means of plates or welds.  When plates are used, plates 
conforming with the weight of the rail shall be installed and broken plates shall be replaced immediately.  Appropriate bolts 
shall be inserted and maintained in all bolt holes.  The appropriate number of bolts conforming with the appropriate rail 
plate for the weight of the rail shall be inserted, tightly secured, and maintained.  

(b) All points shall be installed and maintained so as to prevent bad connections.  Varying weights of rail shall not 
be joined without proper adapters.  Tracks shall be blocked and leveled and so maintained so as to prevent high and low 
joints. 

(c) Tracks shall be gauged so as to conform with the track mounted equipment.  Curves shall not be constructed 
so sharp as to put significant pressure on the tracks of the track-mounted equipment. 
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